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<Start of modified section>

<Text Skipped>

9.2.2.1.6
UE initiated detach / Abnormal case / Local detach after 5 attempts due to no network response

9.2.2.1.6.1
Test Purpose (TP)

(1)

with { UE in EMM-REGISTERED state }

ensure that {

  when { the UE receives no response to the UE initiated DETACH REQUEST }

   then { the UE re-transmits the DETACH REQUEST up to 4 times on the expiry of timer T3421 }

}

(2)

with { UE in EMM-REGISTERED state }

ensure that {

  when { the UE receives no response to the UE initiated DETACH REQUEST }

   then { the UE aborts the detach procedure and perform local detach on the 5th expiry of timer T3421 }

}

9.2.2.1.6.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.2.2.

[TS 24.301, clause 5.5.2.2.1]

The detach procedure is initiated by the UE by sending a DETACH REQUEST message. The Detach type IE included in the message indicates whether detach is due to a "switch off" or not. The Detach type IE also indicates whether the detach is for EPS services only, for non-EPS services only, or for both. If the UE has a mapped EPS security context as the current EPS security context, the UE shall set the type of security context flag to "mapped security context". Otherwise, the UE shall set the type of security context flag to "native security context".

If the UE has a valid GUTI, the UE shall populate the GUTI or IMSI IE with the valid GUTI. If the UE does not have a valid GUTI, the UE populates the GUTI or IMSI IE with its IMSI.
If the detach is not due to switch off and the UE is in the state EMM-REGISTERED or EMM-REGISTERED-INITIATED, timer T3421 shall be started in the UE after the DETACH REQUEST message has been sent. If the detach type indicates that the detach is for non-EPS services only the UE shall enter the state EMM-REGISTERED.IMSI-DETACH-INITIATED, otherwise the UE shall enter the state EMM-DEREGISTERED-INITIATED. If the detach type indicates that the detach is for non-EPS services or both EPS and non-EPS services, the UE shall enter the state MM IMSI DETACH PENDING.

[TS 24.301, clause 5.5.2.2.4 c)]

The following abnormal cases can be identified:

…

c)
T3421 timeout


On the first four expiries of the timer, the UE shall retransmit the DETACH REQUEST message and shall reset and restart timer T3421. On the fifth expiry of timer T3421, the detach procedure shall be aborted and the UE shall change to state:

-
EMM-REGISTERED.NORMAL-SERVICE and MM-NULL if "IMSI detach" was requested;

-
EMM-DEREGISTERED if "EPS detach" was requested;

-
EMM-DEREGISTERED and MM-NULL if "combined EPS/IMSI detach" was requested.

9.2.2.1.6.3
Test description

9.2.2.1.6.3.1
Pre-test conditions

System Simulator:

-
cell A (HPLMN).

UE:

none.

Preamble:

-
the UE is in state Registered, Idle Mode (State 2) according to TS 36.508 [18].

9.2.2.1.6.3.2
Test procedure sequence

Table 9.2.2.1.6.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Cause UE to initiate detach. 
	-
	-
	-
	-

	2
	The UE transmits a DETACH REQUEST message? The UE starts timer T3421. 
	-->
	DETACH REQUEST
	-
	-

	3
	The SS does not respond to the DETACH REQUEST message.
	-
	-
	-
	-

	4
	Check: When the timer T3421 expires does the UE re-transmit DETACH REQUEST message. Timer T3421 is re-started (1st expiry). 
	-->
	DETACH REQUEST
	1
	P

	5
	The SS does not respond to the DETACH REQUEST message.
	-
	-
	-
	-

	6
	Check: When the timer T3421 expires does the UE re-transmit DETACH REQUEST message. Timer T3421 is re-started (2nd expiry). 
	-->
	DETACH REQUEST
	1
	P

	7
	The SS does not respond to the DETACH REQUEST message.
	-
	-
	-
	-

	8
	Check: When the timer T3421 expires does the UE re-transmit DETACH REQUEST message. Timer T3421 is re-started (3rd expiry). 
	-->
	DETACH REQUEST
	1
	P

	9
	The SS does not respond to the DETACH REQUEST message.
	-
	-
	-
	-

	10
	Check: When the timer T3421 expires does the UE re-transmit DETACH REQUEST message. Timer T3421 is re-started (4th expiry). 
	-->
	DETACH REQUEST
	1
	P

	11
	The SS does not respond to the DETACH REQUEST message.
	-
	-
	-
	-

	12
	When the timer T3421 expires the UE aborts the detach procedure and performs a local detach (5th expiry). 
	-
	-
	2
	P

	13
	The SS starts the EPS bearer context modification procedure using the previously allocated EPS bearer identity
	<--
	MODIFY EPS BEARER CONTEXT REQUEST
	-
	-

	14
	Check: Does the UE transmit a MODIFY EPS BEARER CONTEXT ACCEPT message within the next 10s?
	-->
	MODIFY EPS BEARER CONTEXT ACCEPT
	2
	F

	15
	The UE is switched off.
	-
	-
	-
	-

	-
	EXCEPTION: Step 16a1 describes behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that takes place if the UE is still attached for non-EPS services.
	-
	-
	-
	-

	16a1
	IF the UE has performed a combined attach procedure in the preamble AND initiated a detach procedure from the EPS services only at Step 2, the UE transmits a DETACH REQUEST with the Detach type IE indicating “IMSI detach”.
	-->
	DETACH REQUEST
	-
	-

	Note: T3421 value is specified as 15s in TS 24.301. 


9.2.2.1.6.3.3
Specific message contents

Table 9.2.2.1.6.3.3-1: DETACH REQUEST (steps 2, 4, 6, 8 and 10 Table 9.2.2.1.6.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-11

	Information Element
	Value/remark
	Comment
	Condition

	Detach type
	
	
	

	  Type of detach
	001 or 011
	EPS detach or combined EPS/IMSI detach
	

	  Switch off
	0
	normal detach
	

	GUTI or IMSI
	GUTI-1
	
	


Table 9.2.2.1.6.3.3-2: DETACH REQUEST (step 16a1, Table 9.2.2.1.6.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-11

	Information Element
	Value/remark
	Comment
	Condition

	Detach type
	
	
	

	  Type of detach
	010
	IMSI detach
	

	  Switch off
	1
	switch off
	


9.2.2.1.7
UE initiated detach / Abnormal case / Detach procedure collision

9.2.2.1.7.1
Test Purpose (TP)

(1)

with { UE in EMM-DEREGISTERED-INITIATED state }

ensure that {

  when { the UE receives the DETACH REQUEST message from the network }

   then { the UE aborts the UE initiated detach procedure and completes the network initiated detach procedure }

}

(2)

with { UE in EMM-DEREGISTERED state }

ensure that {

  when { the UE has completed the network initiated detach procedure with re-attach required }

   then { the UE initiates the attach procedure }

}

9.2.2.1.7.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.2.2.4 and 5.5.2.3.2.

[TS 24.301, clause 5.5.2.2.4]

The following abnormal cases can be identified:

…

d)
Detach procedure collision


If the UE receives a DETACH REQUEST message before the UE initiated detach procedure has been completed, it shall treat the message as specified in subclause 5.5.2.3.2 and send a DETACH ACCEPT message to the network.

[TS 24.301, clause 5.5.2.3.2]

When receiving the DETACH REQUEST message and the detach type indicates "re-attach required", the UE shall deactivate the EPS bearer context(s) including the default EPS bearer context locally without peer-to-peer signalling between the UE and the MME. The UE shall then send a DETACH ACCEPT message to the network and enter state EMM-DEREGISTERED. Furthermore, the UE shall, after the completion of the detach procedure, and the existing NAS signalling connection has been released, initiate an attach or combined attach procedure.

NOTE 1:
When detach type indicates "re-attach required", user interaction is necessary in some cases when the UE cannot re-activate the EPS bearer(s) automatically.
9.2.2.1.7.3
Test description

9.2.2.1.7.3.1
Pre-test conditions

System Simulator:

-
cell A.
UE:

none.

Preamble:

-
the UE is in state Registered, Idle mode (State 2) according to TS 36.508 [18].

9.2.2.1.7.3.2
Test procedure sequence

Table 9.2.2.1.7.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Cause UE to initiate detach. 
	-
	-
	-
	-

	2
	The UE transmits a DETACH REQUEST message. The UE starts timer T3421.
	-->
	DETACH REQUEST
	-
	-

	3
	The SS does not respond to the DETACH REQUEST message.
	-
	-
	-
	-

	4
	With T3421 still running the SS shall send DETACH REQUEST message with the Detach type IE indicating "re-attach required".
	<--
	DETACH REQUEST
	-
	-

	5
	Check: Does the UE transmit a DETACH ACCEPT message?
	-->
	DETACH ACCEPT
	1
	P

	6
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: Step 6a describes a behaviour which depends on the UE capability
	-
	-
	-
	-

	6a
	IF NOT pc_Automatic_Re_Attach, the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	7
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message? 
	-->
	ATTACH REQUEST
	2
	P

	8-19
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-


9.2.2.1.7.3.3
Specific message contents

Table 9.2.2.1.7.3.3-1: DETACH REQUEST (step 2 Table 9.2.2.1.7.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-11

	Information Element
	Value/remark
	Comment
	Condition

	Detach type
	
	
	

	  Type of detach
	001 or 011
	EPS detach or combined EPS/IMSI detach
	

	  Switch off
	0
	normal detach
	

	GUTI or IMSI
	GUTI-1
	
	


Table 9.2.2.1.7.3.3-2: DETACH REQUEST (step 4 Table 9.2.2.1.7.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-12

	Information Element
	Value/remark
	Comment
	Condition

	Detach type
	
	
	

	  Type of detach
	001
	re-attach required
	


Table 9.2.2.1.7.3.3-3: Message ATTACH REQUEST (step 7, Table 9.2.2.1.7.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	EPS attach type
	0001 or 0010
	EPS attach or  combined EPS/IMSI attach
	


9.2.2.1.8
UE initiated detach / Abnormal case / Detach and EMM common procedure collision

9.2.2.1.8.1
Test Purpose (TP)

(1)

with { UE in EMM-DEREGISTERED-INITIATED state due to switch off }

ensure that {

  when { the UE receives an EMM common procedure message from the network }

   then { the UE ignores the message and continues the detach procedure }

}

(2)

with { UE in EMM-DEREGISTERED-INITIATED state due to normal detach }

ensure that {

  when { the UE receives GUTI REALLOCATION COMMAND from the network }

   then { the UE ignores the message and continues the detach procedure }

}

(3)

with { UE in EMM-DEREGISTERED-INITIATED state due to normal detach }

ensure that {

  when { the UE receives AUTHENTICATION REQUEST, SECURITY MODE COMMAND or IDENTITY REQUEST message from the network }

   then { the UE responds to the message and then continues the detach procedure }

}

9.2.2.1.8.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.2.2.4.

[TS 24.301, clause 5.5.2.2.4]

The following abnormal cases can be identified:

…

e)
Detach and EMM common procedure collision


Detach containing cause "switch off":

-
If the UE receives a message used in an EMM common procedure before the detach procedure has been completed, this message shall be ignored and the detach procedure shall continue


Detach containing other causes than "switch off":

-
If the UE receives a GUTI REALLOCATION COMMAND, an EMM STATUS or an EMM INFORMATION message before the detach procedure is completed, this message shall be ignored and the detach procedure shall continue.

-
If the UE receives an AUTHENTICATION REQUEST, SECURITY MODE COMMAND or IDENTITY REQUEST message before the detach procedure has been completed, the UE shall respond to it as described in subclause 5.4.2, 5.4.3 and 5.4.4 respectively and the detach procedure shall continue.

9.2.2.1.8.3
Test description

9.2.2.1.8.3.1
Pre-test conditions

System Simulator:

-
cell A.
UE:

none.

Preamble:

-
the UE is in state Registered, Idle mode (State 2) according to TS 36.508[18].

9.2.2.1.8.3.2
Test procedure sequence

Table 9.2.2.1.8.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Cause switch off. 
	-
	-
	-
	-

	2
	The UE transmits a DETACH REQUEST message with the Detach type IE indicating “switch off”. 
	-->
	DETACH REQUEST
	-
	-

	3
	The SS transmits a GUTI REALLOCATION COMMAND message.
	<--
	GUTI REALLOCATION COMMAND
	-
	-

	4
	Check: Does the UE transmit an GUTI REALLOCATION COMPLETE message?
	-->
	GUTI REALLOCATION COMPLETE
	1
	F

	5
	Check: Does the test result of generic procedure in TS 36.508 subclause 6.4.2.5 indicate that the UE does not respond to paging when paged with GUTI-1 and with CN domain indicator set to "PS"?
	-
	-
	1
	-

	6
	The UE is switched on and performs an ATTACH procedure.  
	-
	-
	-
	-

	7
	Cause UE to initiate detach. 
	-
	-
	-
	-

	8
	The UE transmits a DETACH REQUEST message? The UE starts timer T3421. 
	-->
	DETACH REQUEST
	2
	P

	9
	The SS does not respond to the DETACH REQUEST message.
	-
	-
	-
	-

	10
	With T3421 still running the SS shall send GUTI REALLOCATION COMMAND.
	<--
	GUTI REALLOCATION COMMAND
	-
	-

	11
	Check: Does the UE transmit a GUTI REALLOCATION COMPLETE message?
	-->
	GUTI REALLOCATION COMPLETE
	2
	F

	12
	SS responds with DETACH ACCEPT message.
	<--
	DETACH ACCEPT
	-
	-

	13
	The SS releases the RRC connection.
	-
	-
	-
	-

	14
	Cause UE to initiate attach. The generic procedure in 36.508 clause 4.5.2.3-1 is executed so as to complete the attach procedure.   
	-
	-
	-
	-

	15
	Cause UE to initiate detach. 
	-
	-
	-
	-

	16
	The UE transmits a DETACH REQUEST message? The UE starts timer T3421. 
	-->
	DETACH REQUEST
	-
	-

	17
	The SS does not respond to the DETACH REQUEST message.
	-
	-
	-
	-

	18
	With T3421 still running the SS shall send AUTHENTICATION REQUEST.
	<--
	AUTHENTICATION REQUEST
	-
	-

	19
	Check: Does the UE transmit an AUTHENTICATION RESPONSE message?
	-->
	AUTHENTICATION RESPONSE
	3
	P

	20
	SS responds with DETACH ACCEPT message.
	<--
	DETACH ACCEPT
	-
	-

	21
	The SS releases the RRC connection.
	-
	-
	-
	-

	22
	Cause UE to initiate attach. The generic procedure in 36.508 clause 4.5.2.3-1 is executed so as to complete the attach procedure.   
	-
	-
	-
	-

	23
	Cause UE to initiate detach. 
	-
	-
	-
	-

	24
	The UE transmits a DETACH REQUEST message? The UE starts timer T3421. 
	-->
	DETACH REQUEST
	-
	-

	25
	The SS does not respond to the DETACH REQUEST message.
	-
	-
	-
	-

	26
	With T3421 still running the SS shall send SECURITY MODE COMMAND.
	<--
	SECURITY MODE COMMAND
	-
	-

	27
	Check: Does the UE transmit a SECURITY MODE COMPLETE message?
	-->
	SECURITY MODE COMPLETE
	3
	P

	28
	SS responds with DETACH ACCEPT message.
	<--
	DETACH ACCEPT
	-
	-

	29
	The SS releases the RRC connection.
	-
	-
	-
	-

	30
	Cause UE to initiate attach. The generic procedure in 36.508 clause 4.5.2.3-1 is executed so as to complete the attach procedure.   
	-
	-
	-
	-

	31
	Cause UE to initiate detach. 
	-
	-
	-
	-

	32
	The UE transmits a DETACH REQUEST message? The UE starts timer T3421. 
	-->
	DETACH REQUEST
	-
	-

	33
	The SS does not respond to the DETACH REQUEST message.
	-
	-
	-
	-

	34
	With T3421 still running the SS shall send IDENTITY REQUEST.
	<--
	IDENTITY REQUEST
	-
	-

	35
	Check: Does the UE transmit an IDENTITY RESPONSE message?
	-->
	IDENTITY RESPONSE
	3
	P

	36
	SS responds with DETACH ACCEPT message.
	<--
	DETACH ACCEPT
	-
	-


9.2.2.1.8.3.3
Specific message contents

Table 9.2.2.1.8.3.3-1: DETACH REQUEST (steps 8, 16, 24 and 32 Table 9.2.2.1.8.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-11

	Information Element
	Value/remark
	Comment
	Condition

	Detach type
	
	
	

	  Type of detach
	001 or 011
	EPS detach or combined EPS/IMSI detach
	

	  Switch off
	0
	normal detach
	


Table 9.2.2.1.8.3.3-2: GUTI REALLOCATION COMMAND (step 3 Table 9.2.2.1.8.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-15

	Information Element
	Value/remark
	Comment
	Condition

	GUTI
	GUTI-2
	
	

	TAI list
	Not present
	
	


Table 9.2.2.1.8.3.3-3: GUTI REALLOCATION COMMAND (step 10 Table 9.2.2.1.8.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-15

	Information Element
	Value/remark
	Comment
	Condition

	GUTI
	GUTI-3
	
	

	TAI list
	Not present
	
	


Table 9.2.2.1.8.3.3-4: Message ATTACH REQUEST (steps 14, 22 and 30, Table 9.2.2.1.8.3.2-1)

	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	EPS attach type
	0001 or 0010
	EPS attach or  combined EPS/IMSI attach
	


9.2.2.1.9
UE initiated detach / Abnormal case / Change of cell into a new tracking area

9.2.2.1.9.1
Test Purpose (TP)

(1)

with { UE in EMM-DEREGISTERED-INITIATED state }

ensure that {

  when { the UE changes into a new tracking area that is not in the stored TAI list }

   then { the UE aborts the detach procedure and initiates a Tracking Area Updating procedure }

}

(2)

with { UE in EMM-TRACKING-AREA-UPDATING-INITIATED state }

ensure that {

  when { the UE receives TRACKING AREA UPDATE ACCEPT message }

   then { the UE re-initiates the detach procedure after completing the Tracking Area Updating procedure }

}

9.2.2.1.9.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.2.2.4.

[TS 24.301, clause 5.5.2.2.4]

The following abnormal cases can be identified:

…

b)
Lower layer failure or release of the NAS signalling connection before reception of DETACH ACCEPT message


The detach procedure shall be aborted, and the UE shall enter state:

-
EMM-REGISTERED.NORMAL-SERVICE and MM-NULL if "IMSI detach" was requested;

-
EMM-DEREGISTERED if "EPS detach" was requested;

-
EMM-DEREGISTERED and MM-NULL if "combined EPS/IMSI detach" was requested.

…

f)
Change of cell into a new tracking area


If a cell change into a new tracking area that is not in the stored TAI list occurs before the UE initiated detach procedure is completed, the detach procedure shall be aborted and re-initiated after successfully performing a tracking area updating procedure. If the detach procedure was initiated due to removal of the USIM, the UE shall abort the detach procedure and enter the state EMM-DEREGISTERED.

9.2.2.1.9.3
Test description

9.2.2.1.9.3.1
Pre-test conditions

System Simulator:

-
cell A belongs to TAI-1 (home PLMN) is set to ''Serving cell''
-
cell B belongs to TAI-2 (home PLMN) is set to ''Non-Suitable cell''.

-
System information combination 3 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

none.

Preamble:

-
the UE is in state Generic RB established (state 3) state Registered, Idle mode (State 2) according to [18].

9.2.2.1.9.3.2
Test procedure sequence

Table 9.2.2.1.9.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	1
	Cause UE to initiate detach. 
	-
	-
	-
	-

	2
	The UE transmits a DETACH REQUEST message. The UE starts timer T3421.
	-->
	DETACH REQUEST
	-
	-

	3
	The SS does not respond to the DETACH REQUEST message.
	-
	-
	-
	-

	4
	Set the cell type of cell A to the ''Suitable neighbour cell''.

Set the cell type of cell B to the ''Serving cell''.

Note: T3421 value is specified as 15s in TS 24.301 and it is assumed that SS can configure cells within this time.
	-
	-
	-
	-

	4A
	The SS transmits an RRCConnectionReconfiguration message on Cell A to order the UE to perform intra frequency handover to Cell B.
	<--
	-
	-
	-

	4B
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell B to confirm the successful completion of the intra frequency handover.
	-->
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	6
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	7
	Check: Does the UE transmit a TRACKING AREA UPDATE COMPLETE message?
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	8
	The UE transmits a DETACH REQUEST message.
	-->
	DETACH REQUEST
	2
	P

	9
	SS responds with DETACH ACCEPT message
	<--
	DETACH ACCEPT
	-
	-

	10
	Check: Does the test result of generic procedure in TS 36.508 subclause 6.4.2.5 indicate that the UE does not respond to paging when paged with GUTI-2 and with CN domain indicator set to "PS"?
	-
	-
	-
	-


9.2.2.1.9.3.3
Specific message contents

Table 9.2.2.1.9.3.3-1: DETACH REQUEST (steps 2 Table 9.2.2.1.9.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-11

	Information Element
	Value/remark
	Comment
	Condition

	Detach type
	
	
	

	  Type of detach
	001 or 011
	EPS detach or combined EPS/IMSI detach
	

	  Switch off
	0
	normal detach
	

	GUTI or IMSI
	GUTI-1
	
	


Table 9.2.2.1.9.3.3-2: Message TRACKING AREA UPDATE ACCEPT (step 6, Table 9.2.2.1.9.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	GUTI
	GUTI-2
	
	


Table 9.2.2.1.9.3.3-3: RRCConnectionReconfiguration (s tep 4a, Table 9.2.2.1.9.3.2-1)
	Derivation Path: 36.508, Table 4.6.1-8, condition HO

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        mobilityControlInfo SEQUENCE {
	MobilityControlInfo-HO
	
	

	          targetPhysCellId
	PhysicalCellIdentity of Cell B (see 36.508 clause 4.6.5)
	
	

	          carrierFreq
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.2.1.9.3.3-4: Message TRACKING AREA UPDATE REQUEST (step 5, Table 9.2.2.1.9.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	EPS update type
	
	
	

	Active Flag
	Any allowed value
	
	


Table 9.2.2.1.9.3.3-5: DETACH REQUEST (step 8, Table 9.2.2.1.9.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-11

	Information Element
	Value/remark
	Comment
	Condition

	Detach type
	
	
	

	  Type of detach
	001 or 011
	EPS detach or combined EPS/IMSI detach
	

	  Switch off
	0
	normal detach
	

	GUTI or IMSI
	GUTI-2
	
	


<End of modified section>
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