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< Unchanged sections omitted >
3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

3G
3rd Generation

3GPP
3G Partnership Project

3-D
Three Dimensional

AAU
Aalborg University

APD
Angular Power Distribution

BS
Base Station

BT
Bluetooth

CN
Core Network

CPICH RSCP
Common Pilot Channel Received Signal Code Power

CRC
Cyclic Redundancy Check

DCH
Dedicated Channel

DL
Downlink

DPCH
Dedicated Physical Channel

DPDCH
Dedicated Physical Data Channel

DPCCH
Physical Control Channel

DTCH
Dedicated Traffic Channel

DUT

Device Under Test

ETSI
European Telecommunications Standards Institute

GPS
Global Positioning System

HUT
Helsinki University of Technology

LEE
Laptop Embedded Equipment

LME
Laptop Mounted Equipment
MS
Mobile Station

NB
Node B

NSA
Normalised Site Attenuation
OTA
Over The Air
QoS
Quality of Service

QPSK
Quadrature Phase Shift Keying (modulation)
RAB
Radio Access Bearer

RB
Radio Bearer

RAN
Radio Access Network

RF
Radio Frequency

Rx
Receiver

SAM
Specific Anthropomorphic Mannequin

TFCI
Transport Format Combination Indicator


Tx
Transmitter

TRP
Total Radiated Power
TRS
Total Radiated Sensitivity (also: Total Isotropic Sensitivity)

UTRA
UMTS Terrestrial Radio Access
XPD
Cross-Polar Discrimination of the antenna

XPR
Cross-Polarization ratio of the channel

UL
Uplink

UE
User Equipment

UMTS
Universal Mobile Telecommunications System
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