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	In RAN5#52 R5-114111was agreed. Acc. to this CR the SRS is not needed in the test and thus the dedicated IE soundingRS-UL-ConfigDedicated was removed from the message PhysicalConfigDedicated-DEFAULT. In this way the UE will not send any SRS and since this is the only UE in the test, there will not be SRS transmission at all during the test.
However the IE soundingRS-UL-ConfigCommon still remains part of message RadioResourceConfigCommonSIB-DEFAULT in SIB-2. This prescribes empty resources in UL reserved for SRS, even though no SRS is transmitted in the test.
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	· In the annex H.2.4 for default messages content for RLM tests, following exception has been added:
Message:  RadioResourceConfigCommon-DEFAULT 
Exception: soundingRS-UL-ConfigCommon ( release
· Some editorial errors in Table H.2.4-1 have been corrected.
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< Unchanged sections omitted >

H.2.4
System information blocks message contents exceptions for E-UTRAN radio link monitoring (RLM)

SystemInformationBlockType2: (FDD/TDD) for E-UTRAN Radio Link Monitoring test for out-of-sync
Table H.2.4-1: SystemInformationBlockType2: E-UTRAN Radio Link Monitoring test for out-of-sync

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType 2 ::= SEQUENCE {
	
	
	

	
	
	
	

	  radioResourceConfigCommon SEQUENCE {
	
	
	

	    pdsch-ConfigCommon SEQUENCE {
	
	
	

	      referenceSignalPower
	Set to an arbitrarily selected value above
-11dBm and within the IE allowed range described in 36.331[5]
	The selected IE value depends on the test system implementation and should be declared in the test report.
	

	    }
	
	
	

	    soundingRS-UL-ConfigCommon CHOICE {
	
	
	

	         release
	NULL
	
	

	    }
	
	
	

	  }
	
	
	

	  ue-TimersAndConstants {
	
	
	

	    t300
	ms1000
	
	

	    t301
	ms1000
	
	

	    t310
	ms0
	
	

	    n310
	n1
	
	

	    t311
	ms1000
	
	

	    n311
	n1
	
	

	  }
	
	
	


SystemInformationBlockType2: (FDD/TDD) for E-UTRAN Radio Link Monitoring test for in-sync
Table H.2.4-2: SystemInformationBlockType2: E-UTRAN Radio Link Monitoring test for in-sync

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType 2 ::= SEQUENCE {
	
	
	

	  radioResourceConfigCommon SEQUENCE {
	
	
	

	    pdsch-ConfigCommon SEQUENCE {
	
	
	

	      referenceSignalPower
	Set to an arbitrarily selected value above
-11dBm and within the IE allowed range described in 36.331[5]
	The selected IE value depends on the test system implementation and should be declared in the test report.
	

	    }
	
	
	

	    soundingRS-UL-ConfigCommon CHOICE {
	
	
	

	         release
	NULL
	
	

	    }
	
	
	

	  }
	
	
	

	  ue-TimersAndConstants {
	
	
	

	    t300
	ms1000
	
	

	    t301
	ms1000
	
	

	    t310
	ms2000
	
	

	    n310
	n1
	
	

	    t311
	ms1000
	
	

	    n311
	n1
	
	

	  }
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