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Reason for change:
(

Test case failure at step 2 as a result of the timing Advance timer expiry during the configuration of the UTRA 64K dedicated channel before the transmission of HandoverToUTRANCommand is sent.




Summary of change:
(

Stop periodic TA transmission until the completion of the corresponding UTRA configuration of the UTRA 64K dedicated channel prior to the transmission of HandoverToUTRANCommand.
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Change 1

Testcase name
8.4.1.2

Reason for change
Test case failure at step 2 as a result of the timing Advance timer expiry during the configuration of the UTRA 64K dedicated channel before the transmission of HandoverToUTRANCommand is sent.

Summary of change
Stop periodic TA transmission until the completion of the corresponding UTRA configuration of the UTRA 64K dedicated channel prior to the transmission of HandoverToUTRANCommand.

Source of change
InterRat_Handover_to_UTRA.ttcn

Before change:

  function f_TC_8_4_1_2_EUTRA() runs on EUTRA_PTC

  { // Test case 8.4.1.2 Inter-RAT Handover / from E-UTRA to UTRA(PS) / Data

    //cell config and preamble

    var IRAT_CoOrd_SysInfo_Type v_UTRANSysInfo;

    var integer v_UTRAN_ARFCN_Cell5;

    var integer v_UTRAN_ScrCode_Cell5;

    :

    :

        /* nas-securityParamFromEUTRA. The 4 least significant bits of the NAS downlink COUNT value

           36.508, Table 4.6.1-6 */

        v_NasCountDL := f_EUTRA_SS_NAS_CountGetDLNext(); // @sic R5s110382 sic@

        v_Nas_SecurityParamFromEUTRA := substr( v_NasCountDL, 3, 1);

        //Stop periodic TA on source cell

        f_EUTRA_SS_CommonCellConfig(eutra_Cell1, cas_PUCCH_Synch_Config_REQ(eutra_Cell1, cs_TimingInfo_Now, cs_PUCCH_Synch_None));
        // Wait and tell SS to transmit MobilityFromEUTRACommand message

        f_WaitForIRATCoOrd_Trigger(UTRAN);

        //@siclog "Step 2" siclog@

    //The SS transmits a MobilityFromEUTRACommand message

After change:

  function f_TC_8_4_1_2_EUTRA() runs on EUTRA_PTC

  { // Test case 8.4.1.2 Inter-RAT Handover / from E-UTRA to UTRA(PS) / Data

    //cell config and preamble

    var IRAT_CoOrd_SysInfo_Type v_UTRANSysInfo;

    var integer v_UTRAN_ARFCN_Cell5;

    var integer v_UTRAN_ScrCode_Cell5;

    :

    :

        /* nas-securityParamFromEUTRA. The 4 least significant bits of the NAS downlink COUNT value

           36.508, Table 4.6.1-6 */

        v_NasCountDL := f_EUTRA_SS_NAS_CountGetDLNext(); // @sic R5s110382 sic@

        v_Nas_SecurityParamFromEUTRA := substr( v_NasCountDL, 3, 1);

        // Wait and tell SS to transmit MobilityFromEUTRACommand message

        f_WaitForIRATCoOrd_Trigger(UTRAN);

        // Anrtisu_8_4_1_2_Debug - stop periodic TA transmission until the completion of the corresponding UTRA configuration of a deicated channel

        f_EUTRA_SS_CommonCellConfig(eutra_Cell1, cas_PUCCH_Synch_Config_REQ(eutra_Cell1, cs_TimingInfo_Now, cs_PUCCH_Synch_None));
        //@siclog "Step 2" siclog@

    //The SS transmits a MobilityFromEUTRACommand message
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