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Reason for change:
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Test cases 7.1.7.1.1, 7.1.7.1.2, 7.1.7.1.3, 7.1.7.1.4, 7.1.7.1.5, 7.1.7.1.6 and 7.1.7.2.1 does not support Band 25 currently as f_EUTRA_GetHighestDL_Bandwidth and f_EUTRA_GetHighestDL_Bandwidth give fatal error for Band 25




Summary of change:
(

f_EUTRA_GetHighestDL_Bandwidth and f_EUTRA_GetHighestDL_Bandwidth are modified to support Band 25
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TTCN implementation will not be as per specification
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Change 1

Testcase name
f_EUTRA_GetHighestDL_Bandwidth, f_EUTRA_GetHighestUL_Bandwidth

Reason for change
Test cases 7.1.7.1.1, 7.1.7.1.2, 7.1.7.1.3, 7.1.7.1.4, 7.1.7.1.5, 7.1.7.1.6 and 7.1.7.2.1 does not support Band 25 currently as f_EUTRA_GetHighestDL_Bandwidth and f_EUTRA_GetHighestDL_Bandwidth give fatal error for Band 25

Summary of change
f_EUTRA_GetHighestDL_Bandwidth and f_EUTRA_GetHighestDL_Bandwidth are modified to support Band 25

Source of change
EUTRA_CellInfoFrequency.ttcn

Before change:

MAC_716.ttcn

  function f_EUTRA_GetHighestDL_Bandwidth (FrequencyBand_Type p_Band) return Dl_Bandwidth_Type

  {

    var Dl_Bandwidth_Type v_Dl_Bandwidth;

    select (p_Band){

      case (1,2,3,4,7,9,10,20,33,35,36,37,38,39,40,41,42,43) {

        v_Dl_Bandwidth := n100;   // Max ChBandwidth = 20

      }

      case (5,6,8,11,12,13,14,17,24) {

        v_Dl_Bandwidth := n50;     // Max ChBandwidth = 10

      }

      case (18,19,21,34) {

        v_Dl_Bandwidth := n75;    // Max ChBandwidth = 15

      }

      case else{

        FatalError (__FILE__, __LINE__, "invalid Band");

      }

    };

    return v_Dl_Bandwidth;

  }

function f_EUTRA_GetHighestUL_Bandwidth (FrequencyBand_Type p_Band) return Ul_Bandwidth_Type

  {

    var Ul_Bandwidth_Type v_Ul_Bandwidth;

    select (p_Band){

      case (1,2,3,4,7,9,10,20,33,35,36,37,38,39,40,41,42,43) {

        v_Ul_Bandwidth := n100;   // Max ChBandwidth = 20

      }

      case (5,6,8,11,12,13,14,17,24) {

        v_Ul_Bandwidth := n50;   // Max ChBandwidth = 10

      }

      case (18,19,21,34) {

        v_Ul_Bandwidth := n75;   // Max ChBandwidth = 15

      }

      case else{

        FatalError (__FILE__, __LINE__, "invalid Band");

      }

    };

    return v_Ul_Bandwidth;

  }

  

After change:

MAC_716.ttcn

  function f_EUTRA_GetHighestDL_Bandwidth (FrequencyBand_Type p_Band) return Dl_Bandwidth_Type

  {

    var Dl_Bandwidth_Type v_Dl_Bandwidth;

    select (p_Band){

      case (1,2,3,4,7,9,10,20,25,33,35,36,37,38,39,40,41,42,43) {

        v_Dl_Bandwidth := n100;   // Max ChBandwidth = 20

      }

      case (5,6,8,11,12,13,14,17,24) {

        v_Dl_Bandwidth := n50;     // Max ChBandwidth = 10

      }

      case (18,19,21,34) {

        v_Dl_Bandwidth := n75;    // Max ChBandwidth = 15

      }

      case else{

        FatalError (__FILE__, __LINE__, "invalid Band");

      }

    };

    return v_Dl_Bandwidth;

  }

function f_EUTRA_GetHighestUL_Bandwidth (FrequencyBand_Type p_Band) return Ul_Bandwidth_Type

  {

    var Ul_Bandwidth_Type v_Ul_Bandwidth;

    select (p_Band){

      case (1,2,3,4,7,9,10,20,25,33,35,36,37,38,39,40,41,42,43) {

        v_Ul_Bandwidth := n100;   // Max ChBandwidth = 20

      }

      case (5,6,8,11,12,13,14,17,24) {

        v_Ul_Bandwidth := n50;   // Max ChBandwidth = 10

      }

      case (18,19,21,34) {

        v_Ul_Bandwidth := n75;   // Max ChBandwidth = 15

      }

      case else{

        FatalError (__FILE__, __LINE__, "invalid Band");

      }

    };

    return v_Ul_Bandwidth;

  }
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