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8.2.17
Radio Link Setup

8.2.17.1
General

This procedure is used for establishing the necessary resources for a new Node B Communication Context in the Node B.

[FDD - The Radio Link Setup procedure is used to establish one or more radio links. The procedure establishes one or more DCHs on all radio links, and in addition, it can include the establishment of an HS-DSCH on one radio link and it can include the establishment of an E-DCH on one or more radio links.]

[TDD - The Radio Link Setup procedure is used to establish one radio link including one or more transport channels. The transport channels can be a mix of DCHs, DSCHs, and USCHs, or DCHs and an HS-DSCH, or DCHs, an HS-DSCH and an E-DCH, including also combinations where one or more transport channel types are not present.]

8.2.17.2
Successful Operation
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Figure 24: Radio Link Setup procedure, Successful Operation

The procedure is initiated with a RADIO LINK SETUP REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception of the RADIO LINK SETUP REQUEST message, the Node B shall reserve necessary resources and configure the new Radio Link(s) according to the parameters given in the message.

The Node B shall prioritise resource allocation for the RL(s) to be established according to Annex A.

Transport Channels Handling:

*partially omitted*
HS-DSCH:

If the HS-DSCH Information IE is present in the RADIO LINK SETUP REQUEST message, then:

-
The Node B shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.

*partially omitted*
-
[FDD - If the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH FDD Information IE, then the Node B may use: ]

-
 [FDD - a different HS-SCCH in consecutive TTIs for this UE]

-
 [FDD - HS-SCCH orders for the case of HS-SCCH-less operation to this UE]

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH FDD Information IE the Node B may use the supported HSDPA functions for this UE.]
-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH FDD Information IE with the bit UE DTXDRX related HS-SCCH orders uniform behavior indicator set to 0, then the NodeB shall, if supported, include the Support of dynamic DTXDRX related HS-SCCH order IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[1.28Mcps TDD - If the TSN-Length IE is included in the HS-DSCH TDD Information IE, then the IE is used to indicate the TSN bits applied to the MAC-hs PDU frame.]

*partially omitted*
[FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]

[FDD – If the RADIO LINK SETUP REQUEST message includes the HS-DSCH Preconfiguration Setup IE in the RL Information IE for a Radio Link not indicated by the HS-PDSCH RL ID IE the Node B shall if supported preconfigure the indicated cells for Enhanced HS Serving Cell Change acoording to [49]: ]
-
[FDD – The Node B shall preconfigure sets of HS-SCCH codes on the cells preconfigured for HS-DSCH, primary serving HS-DSCH cell, as well as on the secondary serving HS-DSCH cells. The primary serving HS-DSCH cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK SETUP REQUEST message. The list of secondary serving HS-DSCH cells is designated by the list of C-IDs in the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK SETUP REQUEST message. ]

-
[FDD – The number of HS-SCCH codes to preconfigure for each cell may be optionally specified: ]

-
[FDD – - by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary serving HS-DSCH cell]

-
[FDD – - by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary serving HS-DSCH cells]

-
[FDD – If Num Primary HS-SCCH Codes IE or Num Secondary HS-SCCH Codes IE is not included in the message the number and distribution of codes on primary and any secondary cells shall be preconfigured to satisfy any limitations in [10]. ]

-
[FDD – The Node B shall return these codes in the Sets of HS-SCCH Codes IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message. ]

-
[FDD – The Node B shall use the first in the numbered list of the primary serving HS-DSCH cell’s HS-SCCH codes in the HS-SCCH Preconfigured Codes IE sent to the RNC to signal the Target Cell HS-SCCH Order defined in [18]. ]

-
[FDD – The Node B shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message, IEs according to the rules defined for HS-DSCH Setup and: ]

-
[FDD – - if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE]
-
[FDD – - if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio IE ]
-
[FDD – - if HS-DSCH MAC-d PDU Size Format IE is included in  the HS-DSCH Preconfiguration Setup IE and set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used in the preconfigured configuration  the HS-DSCH TB Size Table Indicator IE for each preconfigured cell]
-
[FDD – - if Sixtyfour QAM Usage Allowed Indicator is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell]

-
[FDD – - if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE the Continuous Packet Connectivity HS-SCCH less Information Response IE]

-
[FDD – - if the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B shall store this information in the preconfigured configuration. ]

-
[FDD – - if the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B may store this information in the preconfigured configuration. ]
-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE with the bit UE DTXDRX related HS-SCCH orders uniform behavior indicator set to 0, then the NodeB shall, if supported, include the Support of dynamic DTXDRX related HS-SCCH order IE in the HS-DSCH Preconfiguration Info IE in the RADIO LINK SETUP RESPONSE message.]

[FDD – The Node B shall include in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the E-DCH serving cell according to the rules defined for Serving E-DCH Radio Link Change as follows:  ]
*partially omitted*
8.3
NBAP Dedicated Procedures

8.3.1
Radio Link Addition

8.3.1.1
General

This procedure is used for establishing the necessary resources in the Node B for one or more additional RLs towards a UE when there is already a Node B Communication Context for this UE in the Node B.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.1.2
Successful Operation
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Figure: 28 Radio Link Addition procedure, Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the CRNC to the Node B using the Communication Control Port assigned to the concerned Node B Communication Context.

Upon reception, the Node B shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The Node B shall prioritise resource allocation for the RL(s) to be established according to Annex A.
*partially omitted*
Radio Link Handling:

*partially omitted*
 [FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]
*partially omitted*
-
[FDD – - if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE the Continuous Packet Connectivity HS-SCCH less Information Response IE]

-
[FDD – - If the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B shall store this information in the preconfigured configuration. ]

-
[FDD – - If the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B may store this information in the preconfigured configuration. ]
-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE with the bit UE DTXDRX related HS-SCCH orders uniform behavior indicator set to 0, then the NodeB shall, if supported, include the Support of dynamic DTXDRX related HS-SCCH order IE in the HS-DSCH Preconfiguration Info IE in the RADIO LINK ADDITION RESPONSE message.]
-
[FDD – The Node B shall include in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the E-DCH serving cell according to the rules defined for Serving E-DCH Radio Link Change as follows: ]
*partially omitted*
[FDD - Serving HS-DSCH Radio Link Change]:

[FDD - If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH Serving Cell Change Information IE, then HS-PDSCH RL ID IE indicates the new Serving HS-DSCH Radio Link:]

-
[FDD - In the new configuration the Node B shall allocate the HS-PDSCH resources for the new Serving HS-PDSCH Radio Link.]

-
[FDD - The Node B may include the HARQ Memory Partitioning IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message. The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]

-
[FDD - The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related MAC-d flow.] 

-
[FDD - If the Node B Communication Context is configured with Sixtyfour QAM allowed for the serving HS-DSCH Radio Link and not used in the current configuration and then if the Node B decides to use 64 QAM in the new configuration, then it shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

[FDD - HS-DSCH Setup on a New Radio Link at Serving HS-DSCH Radio Link Change:]

[FDD - If the HS-DSCH Information IE is present in the HS-DSCH Serving Cell Change Information IE, then:]

*partially omitted*
-
[FDD - If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK ADDITION RESPONSE message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]

-
[FDD - If the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH FDD Information IE, then the Node B may use:]

-
 [FDD - a different HS-SCCH in consecutive TTIs for this UE.]

-
 [FDD - HS-SCCH orders for the case of HS-SCCH-less operation to this UE.]

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH FDD Information IE the Node B may use the supported HSDPA functions for this UE.]
-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH FDD Information IE with the bit UE DTXDRX related HS-SCCH orders uniform behavior indicator set to 0, then the NodeB shall, if supported, include the Support of dynamic DTXDRX related HS-SCCH order IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]
-
[FDD - If the RADIO LINK ADDITION REQUEST message includes DL RLC PDU Size Format IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the DL RLC PDU Size Format IE may be used by the Node B to determine the allocated capacity on user plane as described in [24].]

*partially omitted*
8.3.2
Synchronised Radio Link Reconfiguration Preparation

8.3.2.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one Node B Communication Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.2.2
Successful Operation
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Figure 30: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the CRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.

Upon reception, the Node B shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The Node B shall prioritise resource allocation for the RL(s) to be modified according to Annex A.

*partially omitted*
-
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]
-
[FDD - If the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH FDD Information IE, then the Node B may use:]

-
 [FDD -  a different HS-SCCH in consecutive TTIs for this UE]

-
 [FDD - HS-SCCH orders for the case of HS-SCCH-less operation to this UE]

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH FDD Information IE the Node B may use the supported HSDPA functions for this UE.]
-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH FDD Information IE with the bit UE DTXDRX related HS-SCCH orders uniform behavior indicator set to 0, then the NodeB shall, if supported, include the Support of dynamic DTXDRX related HS-SCCH order IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[1.28Mcps TDD - For a multi-frequency cell, if the RADIO LINK RECONFIGURATION PREPARE message includes the Number of Supported Carriers IE in the UE Capabilities Information IE in the HS-DSCH Information IE, the Node B shall use this information to allocate HSDPA resources over multiple frequencies for UE.]

*partially omitted*
HS-DSCH Modification:

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Information To Modify IE, then:
*partially omitted*
-
[1.28Mcps TDD- If the MIMO Mode Indicator IE is included in the HS-DSCH Information To Modify IE, then the Node B shall activate/deactivate the MIMO mode for the HS-DSCH Radio Link in accordance with the MIMO Mode Indicator IE.]

-
[1.28 Mcps TDD - If the MIMO Mode Indicator IE is set to "Activate", then the Node B shall decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
If the RADIO LINK RECONFIGURATION PREPARE message includes DL RLC PDU Size Format IE for a Priority Queue in the in the HS-DSCH Information To Modify IE, the DL RLC PDU Size Format IE may be used by the Node B to determine the allocated capacity on user plane as described in [24].

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH Information To Modify IE the Node B may use the supported HSDPA functions for this UE.
-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH Information To Modify IE with the bit UE DTXDRX related HS-SCCH orders uniform behavior indicator set to 0, then the NodeB shall, if supported, include the Support of dynamic DTXDRX related HS-SCCH order IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
*partially omitted*
[FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]

[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Preconfiguration Setup IE in the RL Information IE the Node B shall if supported preconfigure the indicated cells for Enhanced HS Serving Cell Change acoording to [49]: ]
-
[FDD – The Node B shall preconfigure sets of HS-SCCH codes on the cells preconfigured for HS-DSCH, primary serving HS-DSCH cell, as well as on the secondary serving HS-DSCH cells. The primary serving HS-DSCH cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK RECONFIGURATION PREPARE message. The list of secondary serving HS-DSCH cells is designated by the list of C-IDs in the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK RECONFIGURATION PREPARE message. ]
-
[FDD – The number of HS-SCCH codes to preconfigure for each cell may be optionally specified: ]
-
[FDD – by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary serving HS-DSCH cell]
-
[FDD – by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary serving HS-DSCH cells]
-
[FDD – If Num Primary HS-SCCH Codes IE or Num Secondary HS-SCCH Codes IE is not included in the message, the number and distribution of codes on primary and any secondary cells shall be preconfigured to satisfy any limitations in [10]. ]
-
[FDD – The Node B shall return these codes in the Sets of HS-SCCH Codes IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK RECONFIGURATION READY message. ]
-
[FDD – The Node B shall use the first in the numbered list of the primary serving HS-DSCH cell’s HS-SCCH codes in the HS-SCCH Preconfigured Codes IE sent to the RNC to signal the Target Cell HS-SCCH Order defined in [18]. ]
-
[FDD – The Node B shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK RECONFIGURATION READY message, IEs according to the rules defined for HS-DSCH Setup and: ]
-
[FDD – if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE.]
-
[FDD – if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio IE.]
-
[FDD – if HS-DSCH MAC-d PDU Size Format IE is included in the HS-DSCH Preconfiguration Setup IE and set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used in the preconfigured configuration  the HS-DSCH TB Size Table Indicator IE for each preconfigured cell.]
-
[FDD – if Sixtyfour QAM Usage Allowed Indicator IE is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell.]
-
[FDD – if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE the Continuous Packet Connectivity HS-SCCH less Information Response IE.]
-
[FDD – if the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B shall store this information in the preconfigured configuration.]
-
[FDD – if the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B may store this information in the preconfigured configuration.]
-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE with the bit UE DTXDRX related HS-SCCH orders uniform behavior indicator set to 0, then the NodeB shall, if supported, include the Support of dynamic DTXDRX related HS-SCCH order IE in the HS-DSCH Preconfiguration Info IE in the RADIO LINK RECONFIGURATION READY message.]
*partially omitted*
8.3.5
Unsynchronised Radio Link Reconfiguration

8.3.5.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE-UTRAN connection within a Node B.

The Unsynchronised Radio Link Reconfiguration procedure is used when there is no need to synchronise the time of the switching from the old to the new configuration in one Node B used for a UE-UTRAN connection with any other Node B also used for the UE–UTRAN connection.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.5.2
Successful Operation
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Figure 34: Unsynchronised Radio Link Reconfiguration Procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the CRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.

Upon reception, the Node B shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The Node B shall prioritise resource allocation for the RL(s) to be modified according to Annex A.

*partially omitted*
HS-DSCH Setup:

If the HS-DSCH Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message, then:

*partially omitted*
-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to "not allowed", then the Node B shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH MAC-d PDU Size Format IE set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used, the Node B shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK RECONFIGURATION RESPONSE message if it decides to use the octet aligned table defined in [32] for HS-DSCH Transport Block Size signalling.]
-
[FDD - If the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH FDD Information IE, then the Node B may use:]

-
[FDD - a different HS-SCCH in consecutive TTIs for this UE]

-
 [FDD - HS-SCCH orders for the case of HS-SCCH-less operation to this UE]

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH FDD Information IE the Node B may use the supported HSDPA functions for this UE.]
-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH FDD Information IE with the bit UE DTXDRX related HS-SCCH orders uniform behavior indicator set to 0, then the NodeB shall, if supported, include the Support of dynamic DTXDRX related HS-SCCH order IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD - If secondary serving HS-DSCH is applied also in the new configuration, then any changes related to parameters that are common for both the serving and the secondary serving HS-DSCH should be applied also for the secondary serving HS-DSCH.]
*partially omitted*
HS-DSCH Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Information To ModifyUnsynchronised IE and if the Serving HS-DSCH Radio Link is in the Node B, then:

*partially omitted*
-
[1.28Mcps TDD- If the MIMO Mode Indicator IE is included in the HS-DSCH Information To Modify Unsynchronised IE, then the Node B shall activate/deactivate the MIMO mode for the HS-DSCH Radio Link in accordance with the MIMO Mode Indicator IE.]

-
[1.28 Mcps TDD - If the MIMO Mode Indicator IE is set to "Activate", then the Node B shall decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH Information To Modify Unsynchronised IE the Node B may use the supported HSDPA functions for this UE.]
-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH Information To Modify IE with the bit UE DTXDRX related HS-SCCH orders uniform behavior indicator set to 0, then the NodeB shall, if supported, include the Support of dynamic DTXDRX related HS-SCCH order IE in the HS-DSCH FDD Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
*partially omitted*
[FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]

[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Preconfiguration Setup IE in the RL Information IE the Node B shall if supported preconfigure the indicated cells for Enhanced HS Serving Cell Change acoording to [49]: ]
-
[FDD – The Node B shall preconfigure sets of HS-SCCH codes on the cells preconfigured for HS-DSCH, primary serving HS-DSCH cell, as well as on the secondary serving HS-DSCH cells. The primary serving HS-DSCH cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK RECONFIGURATION REQUEST message. The list of secondary serving HS-DSCH cells is designated by the list of C-IDs in the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK RECONFIGURATION REQUEST message. ]
-
[FDD – The number of HS-SCCH codes to preconfigure for each cell may be optionally specified: ]
-
[FDD – by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary serving HS-DSCH cell]
-
[FDD – by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary serving HS-DSCH cells]
-
[FDD – If Num Primary HS-SCCH Codes IE or Num Secondary HS-SCCH Codes IE is not included in the message, the number and distribution of codes on primary and any secondary cells shall be preconfigured to satisfy any limitations in [10]. ]
-
[FDD – The Node B shall return these codes in the Sets of HS-SCCH Codes IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK RECONFIGURATION RESPONSE message. ]
-
[FDD – The Node B shall use the first in the numbered list of the primary serving HS-DSCH cell’s HS-SCCH codes in the HS-SCCH Preconfigured Codes IE sent to the RNC to signal the Target Cell HS-SCCH Order defined in [18]. ]
-
[FDD – The Node B shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message, IEs according to the rules defined for HS-DSCH Setup and: ]
-
[FDD – if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE]
-
[FDD – if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio IE ]
-
[FDD – if HS-DSCH MAC-d PDU Size Format IE is included in the HS-DSCH Preconfiguration Setup IE and set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used in the preconfigured configuration the HS-DSCH TB Size Table Indicator IE for each preconfigured cell]
-
[FDD – if Sixtyfour QAM Usage Allowed Indicator IE is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell]
-
[FDD – if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE the Continuous Packet Connectivity HS-SCCH less Information Response IE]
-
[FDD – if the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B shall store this information in the preconfigured configuration. ]
-
[FDD – if the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the Node B may store this information in the preconfigured configuration. ]
-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE with the bit UE DTXDRX related HS-SCCH orders uniform behavior indicator set to 0, then the NodeB shall, if supported, include the Support of dynamic DTXDRX related HS-SCCH order IE in the Preconfiguration Info IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
*partially omitted*
8.3.19
Radio Link Parameter Update 

8.3.19.1
General

The Radio Link Parameter Update procedure is excuted by the Node B when the update of HS-DSCH [FDD - or E-DCH] related radio link parameter values are needed on the Node B side. With this procedure, Node B can suggest some HS-DSCH [FDD - or E-DCH] related Radio Link Parameter values to RNC. 
The Radio Link Parameter Update procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.19.2
Successful Operation
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Figure 48: Radio Link Parameter Update Indication, Successful Operartion

The Node B initiates the Radio Link Parameter Update procedure by sending the RADIO LINK PARAMETER UPDATE INDICATION message to the CRNC. The message contains suggested value(s) of the HS-DSCH [FDD - or E-DCH] related parameter(s) that should be reconfigured on the radio link(s). 

If the Node B needs to update HS-DSCH related parameters, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including [FDD - HS-DSCH FDD Update Information IE] [TDD - HS-DSCH TDD Update Information IE].

If the Node B needs to allocate new HS-SCCH Codes, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including HS-SCCH Code Change Indicator IE.
[FDD - If the Node B needs to allocate new HS-PDSCH Codes, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including HS-PDSCH Code Change Indicator IE.]
[FDD - If the Node B needs to update the CQI Feedback Cycle k, CQI Repetition Factor, ACK-NACK Repetition Factor, CQI Power Offset, ACK Power Offset and/or NACK Power Offset, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including CQI Feedback Cycle k IE, CQI Repetition Factor IE, ACK-NACK Repetition Factor IE, CQI Power Offset IE, ACK Power Offset IE and/or NACK Power Offset IE.]

[FDD - If the Node B needs to update Secondary Serving HS-DSCH related parameters, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including Additional HS Cell Information RL Param Upd IE.]

-
[FDD - If the Node B needs to allocate new secondary serving HS-SCCH Codes, the Node B shall include the HS-SCCH Code Change Indicator IE in the HS-DSCH FDD Secondary Serving Update Information IE.]
 [TDD - If the Node B needs to update the TDD ACK-NACK Power Offset the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including TDD ACK-NACK Power Offset IE.]

[FDD - If the Node B needs to update E-DCH related parameters, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including the E-DCH FDD Update Information IE.]

[FDD - If the Node B needs to update the HARQ process allocation for non-scheduled transmission and/or HARQ process allocation for scheduled Transmission, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE for the concerned MAC-d Flows and/or HARQ Process Allocation For 2ms Scheduled Transmission Grant IE.]

[FDD - If the Node B needs to allocate new E-AGCH Channelisation Code, new E-RGCH/E-HICH Channelisation Code, new E-RGCH Signature Sequence and/or new E-HICH Signature Sequence, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including E-DCH DL Control Channel Change Information IE.]
[FDD - If the Node B needs to update Additional E-DCH related parameters, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including Additional E-DCH Cell Information RL Param Upd IE.]

-
[FDD - If the Node B needs to update the HARQ process allocation for scheduled Transmission, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including the HARQ Process Allocation For 2ms Scheduled Transmission Grant IE for the concerned MAC-d Flows.]
-
[FDD - If the Node B needs to allocate new E-AGCH Channelisation Code, new E-RGCH/E-HICH Channelisation Code, new E-RGCH Signature Sequence and/or new E-HICH Signature Sequence, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including Additional E-DCH DL Control Channel Change Information IE.]

[FDD – If  the Node B needs to indicate that the CPC Recovery has been initiated, the Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including CPC Recovery Report  IE.]

*partially omitted*
9.1.89
RADIO LINK PARAMETER UPDATE INDICATION

9.1.89.1
FDD Message
	IE/Group name
	Presence
	Range
	IE Type and Reference
	Semantic Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	ignore

	Transaction ID 
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	ignore

	HS-DSCH FDD Update Information
	O
	
	9.2.2.18Ea
	
	YES
	ignore

	E-DCH FDD Update Information
	O
	
	9.2.2.13DA
	
	YES
	ignore

	Additional HS Cell Information RL Param Upd
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 3 in this 3GPP release. 
	EACH
	ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.53
	
	–
	

	>HS-DSCH FDD Secondary Serving Update Information
	M
	
	9.2.2.18Eaa
	
	–
	

	Additional E-DCH Cell Information RL Param Upd
	
	0..<maxnoofEDCH-1>
	
	E-DCH on Secondary uplink frequency - max 1 in this 3GPP release. 
	EACH
	ignore

	>>Additional E-DCH FDD  Update Information
	M
	
	9.2.2.138
	
	–
	

	CPC Recovery Report
	O
	
	ENUMERATED(Initiated, …)
	
	YES
	ignore


	Range Bound
	Explanation

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE

	maxnoofEDCH-1
	Maximum number of uplink frequencies -1 for E-DCH for one UE


*partially omitted*
9.2.2.18E
HS-DSCH FDD Information Response

The HS-DSCH Information Response provides information for HS-DSCH that have been established or modified. It also provides additional HS-DSCH information determined within the Node B.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information Response
	
	0..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.31I
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	
	–
	

	>Transport Layer Address
	O
	
	9.2.1.63
	
	–
	

	>HS-DSCH Initial Capacity Allocation
	O
	
	9.2.1.31Ha
	
	–
	

	HS-SCCH Specific Information Response
	
	0..<maxnoofHSSCCHcodes>
	
	
	–
	

	>Code Number
	M
	
	INTEGER (0..127)
	
	–
	

	HARQ Memory Partitioning 
	O
	
	9.2.1.102
	
	–
	

	HARQ Preamble Mode Activation Indicator
	O
	
	9.2.2.18b
	
	YES
	ignore

	MIMO N/M Ratio
	O
	
	9.2.2.96
	
	YES
	ignore

	SixtyfourQAM DL Usage Indicator
	O
	
	9.2.2.74B
	
	YES
	ignore

	HS-DSCH TB Size Table Indicator
	O
	
	9.2.2.18Ee
	
	YES
	Ignore

	Support of dynamic DTXDRX related HS-SCCH order
	O
	
	9.2.2.x
	
	YES
	ignore


*partially omitted*
9.2.2.111
HS-DSCH Preconfiguration Info

The HS-DSCH Preconfiguration Info IE provides information of the target cell preconfiguration in the Node B as defined in TS 25.331 [18].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Sets of HS-SCCH Codes
	
	1…<maxnoofHSDSCH>
	
	Index 1 refers to the serving HS-DSCH cell

Index 2…<maxnoofHSDSCH> refer to secondary serving HS-DSCH cells in the order as listed in 9.2.2.112 HS-DSCH Preconfiguration Setup. Max index is 2 in this 3GPP release.
	–
	

	> HS-SCCH Preconfigured Codes
	
	1..<maxnoofHSSCCHcodes>
	
	
	–
	

	>> Code Number
	M
	
	INTEGER (0..127)
	
	–
	

	> SixtyfourQAM DL Usage Indicator
	O
	
	9.2.2.74B
	
	–
	

	> HS-DSCH TB Size Table Indicator
	O
	
	9.2.2.18Ee
	
	–
	

	> MIMO N/M Ratio
	O
	
	9.2.2.96
	Applicable for multicarrier mode of operation.
	YES
	ignore

	HARQ Memory Partitioning
	M
	
	9.2.1.102
	
	–
	

	E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.13Dc
	For the primary UL frequency in Dual-cell E-DCH mode of operation.
	–
	

	HARQ Preamble Mode Activation Indicator
	O
	
	9.2.2.18b
	
	–
	

	MIMO N/M Ratio
	O
	
	9.2.2.96
	Only applicable for MIMO in singe carrier mode of operation. Shall be ignored in multicarrier mode of operation.
	–
	

	Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.69
	
	–
	

	Additional E-DCH Preconfiguration Information
	
	0..<maxnoofEDCH-1>
	
	For E-DCH on multiple frequencies in this Node B.

E-DCH on Secondary uplink frequency - max 1 in this 3GPP release.

Index 1 correspond to the secondary serving HS-DSCH cells with index 2 in the IE Sets of HS-SCCH Codes. The list is in the order as listed in 9.2.2.112 HS-DSCH Preconfiguration Setup.
	EACH
	ignore

	>E-DCH FDD DL Control Channel Information
	M
	
	9.2.2.13Dc
	For the secondary  UL frequency In Dual-cell E-DCH mode of operation.
	–
	

	Support of dynamic DTXDRX related HS-SCCH order
	O
	
	9.2.2.x
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofHSSCCHcodes
	Maximum number of HS-SCCH codes

	maxnoofHSDSCH
	Maximum number of Primary Serving plus Secondary Serving HS-DSCH cells for one UE


*partially omitted*
9.2.2.117
UE Support Indicator Extension
The UE Support Indicator Extension IE is used to indicate the support level in the UE for optional HSDPA functions to the Node B.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UE support indicator extension
	
	
	BIT STRING (32)
	Each bit indicates whether the UE supports a particular HSDPA function or not. The value 1 of a bit indicates that the corresponding functionality is supported in the UE and value 0 indicates that the corresponding functionality is not supported in the UE. Each bit is defined as follows:

the first bit: Different HS-SCCH In Consecutive TTIs Support Indicator,

the second bit: HS-SCCH orders in HS-SCCH-less Operation Support Indicator,

the third bit: RRC Rel-9 (onwards) handling of DL secondary HS-DSCH (de)activation state Support Indicator,
the fourth bit: UE DTXDRX related HS-SCCH orders uniform behavior indicator
Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver.



*partially omitted*
9.2.2.x
Support of Dynamic DTXDRX Related HS-SCCH Order
The Support of dynamic DTXDRX related HS-SCCH order IE is to indicate if DRNS supports the DRX/DTX related HS-SCCH order for CPC non-uniform UE.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Support of dynamic DTXDRX related HS-SCCH order
	
	
	ENUMERATED (Supported, Not Supported)
	


*partially omitted*
9.3
Message and Information Element Abstract Syntax (with ASN.1)

9.3.0
General

*partially omitted*
9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfRLs,

maxNrOfTFCs,


maxNrOfErrors,

*partially omitted*

id-BroadcastCommonTransportBearerIndication,

id-MessageStructure,

id-ReportCharacteristicsType-OnModification,

id-Rx-Timing-Deviation-Value-LCR,

id-SFNSFNMeasurementValueInformation,

id-SFNSFNMeasurementThresholdInformation,


id-TUTRANGPSMeasurementValueInformation,
*partially omitted*

id-Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst-Ext,


id-Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst-Ext,


id-DGNSS-ValidityPeriod,


id-AssociatedPhsicalChannelID,


id-PhysicalChannelID-for-CommonERNTI-RequestedIndicator,

id-Initial-DL-Transmission-Power,


id-Maximum-DL-Power,


id-Minimum-DL-Power,


id-Multicell-EDCH-InformationItemIEs,

id-Multicell-EDCH-RL-Specific-InformationItemIEs,


id-ContinuousPacketConnectivityDTX-DRX-Information,


id-Additional-E-DCH-Non-Serving-RL-Preconfiguration-Setup,


id-Additional-E-DCH-New-non-serving-RL-E-DCH-FDD-DL-Control-Channel-InfoList,


id-Ul-common-E-DCH-MACflow-Specific-InfoListLCR-Ext,


id-CommonMACFlow-Specific-InfoList-ResponseLCR-Ext,


id-Enabling-Delay-Ext-LCR,


id-HS-SCCH-Inactivity-Threshold-for-UE-DRX-Cycle-LCR-Ext,


id-CommonEDCH-AdditionalTransmissionBackOff,


id-Support-of-Dynamic-DTXDRX-Related-HS-SCCH-Order,


id-CPC-RecoveryReport
*partially omitted*
FROM NBAP-Constants


Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM NBAP-CommonDataTypes


NBAP-PROTOCOL-IES,


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},


NBAP-PROTOCOL-EXTENSION



FROM NBAP-Containers;

-- ==========================================

--
A

-- ==========================================

AckNack-RepetitionFactor ::= INTEGER (1..4,...)

-- Step: 1

Ack-Power-Offset ::= INTEGER (0..8,...)
-- According to mapping in ref. TS 25.213 [9] subclause 4.2.1
*partially omitted*
HSDSCH-Information-to-Modify-Unsynchronised-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-HARQ-Preamble-Mode





CRITICALITY ignore
EXTENSION HARQ-Preamble-Mode


PRESENCE optional}|


{ ID id-HSSICH-SIRTarget





CRITICALITY ignore
EXTENSION UL-SIR




PRESENCE optional}|

 -- Applicable to 1.28Mcps TDD only

{ ID id-ueCapability-Info





CRITICALITY ignore
EXTENSION UE-Capability-Information


PRESENCE optional}|

{ ID id-HSSICH-TPC-StepSize





CRITICALITY ignore
EXTENSION TDD-TPC-UplinkStepSize-LCR


PRESENCE optional}|

 -- Applicable to 1.28Mcps TDD only


{ ID id-MIMO-Mode-Indicator





CRITICALITY reject
EXTENSION MIMO-Mode-Indicator


PRESENCE
optional}|

{ ID id-SixtyfourQAM-UsageAllowedIndicator

CRITICALITY ignore
EXTENSION SixtyfourQAM-UsageAllowedIndicator

PRESENCE optional}|


{ ID id-EnhancedHSServingCC-Abort



CRITICALITY reject
EXTENSION EnhancedHSServingCC-Abort


PRESENCE optional}|

{ ID id-UE-SupportIndicatorExtension


CRITICALITY ignore
EXTENSION UE-SupportIndicatorExtension


PRESENCE optional}|

{ ID id-Single-Stream-MIMO-Mode-Indicator

CRITICALITY reject
EXTENSION Single-Stream-MIMO-Mode-Indicator


PRESENCE optional}|


{ ID id-Puncturing-Handling-in-First-Rate-Matching-Stage
CRITICALITY ignore
EXTENSION Puncturing-Handling-in-First-Rate-Matching-Stage
PRESENCE optional},

 -- Applicable to FDD only


...

}

HSDSCH-FDD-Information-Response ::= SEQUENCE {


hsDSCH-MACdFlow-Specific-InformationResp

HSDSCH-MACdFlow-Specific-InformationResp






OPTIONAL,


hsSCCH-Specific-Information-ResponseFDD


HSSCCH-Specific-InformationRespListFDD







OPTIONAL,


hARQ-MemoryPartitioning






HARQ-MemoryPartitioning











OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { HSDSCH-FDD-Information-Response-ExtIEs } }

OPTIONAL,


...

}

HSDSCH-FDD-Information-Response-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{
ID id-HARQ-Preamble-Mode-Activation-Indicator

CRITICALITY
ignore
EXTENSION
HARQ-Preamble-Mode-Activation-Indicator





PRESENCE
optional}|

{ ID id-MIMO-N-M-Ratio







CRITICALITY
ignore
EXTENSION
MIMO-N-M-Ratio









PRESENCE optional}|


{ ID id-SixtyfourQAM-DL-UsageIndicator



CRITICALITY ignore
EXTENSION SixtyfourQAM-DL-UsageIndicator

PRESENCE optional }|


{ ID id-HSDSCH-TBSizeTableIndicator




CRITICALITY ignore
EXTENSION HSDSCH-TBSizeTableIndicator


PRESENCE optional }|


{ ID id-Support-of-Dynamic-DTXDRX-Related-HS-SCCH-Order




CRITICALITY ignore
EXTENSION Support-of-Dynamic-DTXDRX-Related-HS-SCCH-Order


PRESENCE optional },

...

}

HS-DSCH-FDD-Secondary-Serving-Information ::= SEQUENCE {


hsscch-PowerOffset





HSSCCH-PowerOffset






OPTIONAL,

measurement-Power-Offset



Measurement-Power-Offset,

sixtyfourQAM-UsageAllowedIndicator

SixtyfourQAM-UsageAllowedIndicator


OPTIONAL,


hSDSCH-RNTI







HSDSCH-RNTI,


iE-Extensions






ProtocolExtensionContainer { { HS-DSCH-FDD-Secondary-Serving-Information-ExtIEs } }

OPTIONAL,


...

}

*partially omitted*
HSDSCH-Initial-Capacity-Allocation::= SEQUENCE (SIZE (1..maxNrOfPriorityQueues)) OF HSDSCH-Initial-Capacity-AllocationItem

HSDSCH-Initial-Capacity-AllocationItem ::= SEQUENCE {


schedulingPriorityIndicator

SchedulingPriorityIndicator,


maximum-MACdPDU-Size


MACdPDU-Size,

hSDSCH-InitialWindowSize

HSDSCH-InitialWindowSize,


iE-Extensions




ProtocolExtensionContainer { { HSDSCH-Initial-Capacity-AllocationItem-ExtIEs } } OPTIONAL,


...

}

HSDSCH-Initial-Capacity-AllocationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-MaximumMACdPDU-SizeExtended 
CRITICALITY ignore

EXTENSION
MAC-PDU-SizeExtended
PRESENCE optional},


...

}

HSDSCH-InitialWindowSize


::= INTEGER (1..255)

-- Number of MAC-d PDUs.

HSDSCH-PreconfigurationInfo ::= SEQUENCE {


setsOfHS-SCCH-Codes

SetsOfHS-SCCH-Codes,


hARQ-MemoryPartitioning

HARQ-MemoryPartitioning,


e-DCH-FDD-DL-Control-Channel-Information

E-DCH-FDD-DL-Control-Channel-Information

OPTIONAL,

hARQ-Preamble-Mode-Activation-Indicator

HARQ-Preamble-Mode-Activation-Indicator

OPTIONAL,


mIMO-N-M-Ratio


MIMO-N-M-Ratio

OPTIONAL,


continuousPacketConnectivityHS-SCCH-less-Information-Response
ContinuousPacketConnectivityHS-SCCH-less-Information-Response

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { HSDSCH-PreconfigurationInfo-ExtIEs} }

OPTIONAL,


...

}

HSDSCH-PreconfigurationInfo-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Additional-EDCH-Preconfiguration-Information
CRITICALITY ignore
EXTENSION Additional-EDCH-Preconfiguration-Information


PRESENCE optional }|


{ ID id-Support-of-Dynamic-DTXDRX-Related-HS-SCCH-Order




CRITICALITY ignore
EXTENSION Support-of-Dynamic-DTXDRX-Related-HS-SCCH-Order


PRESENCE optional },

...

}

Additional-EDCH-Preconfiguration-Information
::= SEQUENCE (SIZE (1..maxNrOfEDCH-1)) OF Additional-EDCH-Preconfiguration-Information-ItemIEs
Additional-EDCH-Preconfiguration-Information-ItemIEs
::= SEQUENCE {


e-DCH-FDD-DL-Control-Channel-Information

E-DCH-FDD-DL-Control-Channel-Information,


iE-Extensions




ProtocolExtensionContainer { { Additional-EDCH-Preconfiguration-Information-ItemIEs-ExtIEs} } OPTIONAL,


...

}
Additional-EDCH-Preconfiguration-Information-ItemIEs-ExtIEs
NBAP-PROTOCOL-EXTENSION ::= {


...

}

*partially omitted*
-- **************************************************************

--

-- RADIO LINK PARAMETER UPDATE INDICATION FDD

--

-- **************************************************************

RadioLinkParameterUpdateIndicationFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkParameterUpdateIndicationFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkParameterUpdateIndicationFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkParameterUpdateIndicationFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID


CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID


PRESENCE
mandatory
} |

{ ID id-HSDSCH-FDD-Update-Information

CRITICALITY

ignore

TYPE
HSDSCH-FDD-Update-Information


PRESENCE
optional
},

...

}

RadioLinkParameterUpdateIndicationFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-DCH-FDD-Update-Information

CRITICALITY

ignore

EXTENSION
E-DCH-FDD-Update-Information


PRESENCE
optional
}|


{ ID id-Additional-HS-Cell-Information-RL-Param-Upd
CRITICALITY ignore

EXTENSION Additional-HS-Cell-Information-RL-Param-Upd

PRESENCE optional }|


{ ID id-Additional-EDCH-Cell-Information-RL-Param-Upd
CRITICALITY ignore

EXTENSION Additional-EDCH-Cell-Information-RL-Param-Upd

PRESENCE optional }|


{ ID id-CPC-RecoveryReport



CRITICALITY ignore

EXTENSION CPC-RecoveryReport

PRESENCE optional },


...

}

Additional-HS-Cell-Information-RL-Param-Upd
::= SEQUENCE (SIZE (1..maxNrOfHSDSCH-1)) OF Additional-HS-Cell-Information-RL-Param-Upd-ItemIEs
Additional-HS-Cell-Information-RL-Param-Upd-ItemIEs
::=SEQUENCE{


hSPDSCH-RL-ID









RL-ID,


hS-DSCH-FDD-Secondary-Serving-Update-Information
HS-DSCH-FDD-Secondary-Serving-Update-Information,


iE-Extensions




ProtocolExtensionContainer { { Additional-HS-Cell-Information-RL-Setup-ExtIEs} } OPTIONAL,


...

}
Additional-HS-Cell-Information-RL-Setup-ExtIEs
NBAP-PROTOCOL-EXTENSION ::= {


...

}

Additional-EDCH-Cell-Information-RL-Param-Upd
::= SEQUENCE (SIZE (1..maxNrOfEDCH-1)) OF Additional-EDCH-Cell-Information-RL-Param-Upd-ItemIEs
Additional-EDCH-Cell-Information-RL-Param-Upd-ItemIEs
::=SEQUENCE{

additional-EDCH-FDD-Update-Information









Additional-EDCH-FDD-Update-Information,


iE-Extensions




ProtocolExtensionContainer { { Additional-EDCH-Cell-Information-RL-Param-Upd-ItemIEs-ExtIEs} } OPTIONAL,


...

}
Additional-EDCH-Cell-Information-RL-Param-Upd-ItemIEs-ExtIEs
NBAP-PROTOCOL-EXTENSION ::= {


...

}

*partially omitted*
CPC-RecoveryReport ::= ENUMERATED {

initiated,


...
}

*partially omitted*
Sub-Frame-Number ::= INTEGER (0..4,...)
Support-of-Dynamic-DTXDRX-Related-HS-SCCH-Order ::= ENUMERATED {

supported,


not-supported
}

SyncCase ::= INTEGER (1..2,...)

SYNCDlCodeId ::= INTEGER (1..32,...)

SyncFrameNumber ::= INTEGER (1..10)

SynchronisationReportCharacteristics ::= SEQUENCE {


synchronisationReportCharacteristicsType
SynchronisationReportCharacteristicsType,


synchronisationReportCharactThreExc


SynchronisationReportCharactThreExc

OPTIONAL,



-- This IE shall be included if the synchronisationReportCharacteristicsType IE is set to “thresholdExceeding”.


iE-Extensions







ProtocolExtensionContainer { { SynchronisationReportCharacteristics-ExtIEs } }
OPTIONAL,


...

}

*partially omitted*
UE-TS0-CapabilityLCR ::= ENUMERATED {


uE-TS0-Capable,


uE-TS0-Not-Capable

}

UE-SupportIndicatorExtension ::= BIT STRING (SIZE (32))
-- First bit: Different HS-SCCH In Consecutive TTIs Support Indicator
-- Second bit: HS-SCCH orders in HS-SCCH-less Operation Support Indicator

-- Third bit: RRC Rel-9 (onwards) handling of DL secondary HS-DSCH (de)activation state Support Indicator
-- Fourth bit: UE DTX/DRX related HS-SCCH orders uniform behavior indicator
-- Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver.
LCRTDD-HSDSCH-Physical-Layer-Category ::= INTEGER (1..64)

UE-DPCCH-burst1 ::= ENUMERATED {v1, v2, v5}


-- Unit subframe

UE-DPCCH-burst2 ::= ENUMERATED {v1, v2, v5}

-- Unit subframe

*partially omitted*
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NBAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-audit 











ProcedureCode ::= 0

id-auditRequired 









ProcedureCode ::= 1

id-blockResource 









ProcedureCode ::= 2

id-cellDeletion 









ProcedureCode ::= 3

*partially omitted*
id-Cell-Capability-Container-TDD-LCR







ProtocolIE-ID ::= 1186

id-Multi-Carrier-EDCH-Setup










ProtocolIE-ID ::= 1187

id-Multi-Carrier-EDCH-Reconfigure








ProtocolIE-ID ::= 1188

id-Multi-Carrier-EDCH-Response









ProtocolIE-ID ::= 1189

id-SNPL-Carrier-Group-Indicator









ProtocolIE-ID ::= 1190

id-MU-MIMO-Capability-ContainerLCR








ProtocolIE-ID ::= 1191

id-MU-MIMO-InformationLCR










ProtocolIE-ID ::= 1192

id-MU-MIMO-Information-Response









ProtocolIE-ID ::= 1193

id-MU-MIMO-Information-To-ReconfigureLCR






ProtocolIE-ID ::= 1194

id-HS-SCCH-Inactivity-Threshold-for-UE-DRX-Cycle-LCR-Ext


ProtocolIE-ID ::= 1195

id-Adaptive-Special-Burst-Power-CapabilityLCR





ProtocolIE-ID ::= 1196

id-Usefulness-Of-Battery-Optimization







ProtocolIE-ID ::= 1197

id-Multi-Carrier-E-DCH-LCRTDD-PhysicalLayerCategory




ProtocolIE-ID ::= 1198

id-Common-HSDSCH-RNTI-List










ProtocolIE-ID ::= 1199

id-CommonEDCH-AdditionalTransmissionBackOff






ProtocolIE-ID ::= 1200
id-Support-of-Dynamic-DTXDRX-Related-HS-SCCH-Order




ProtocolIE-ID ::= 1213 
id-CPC-RecoveryReport











ProtocolIE-ID ::= 1214
END

*partially omitted*
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