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	Reason for change:
(

	In current specification, if the UE is configured to read SFN of an inter-frequency cell indicated by the IE "Read SFN indicator" included in the IE "Cell info" in Measurement Control, the frequency of this cell should be measured without CM by the UE, otherwise the configuration is considered incomplete.

After introduction of new measurement capabilities for multi-cell capable UE, besides the UE with DL "Measurement capability" for "FDD measurements" set to false, the UE with new measurement capabilities also can perform measurement on adjacent inter-frequency without CM. Hence the new measurement capabilities should also be taken into account for the INCOMPLET_CONFIGURATION check if IE "Read SFN indicator" is set to TRUE.

	
	

	Summary of change:
(

	It’s clarified that UE’s measurement capabilities should be all taken into account for measurement configuration check for SFN reading.
Impact Analysis

Impacted functionality:

The change only impacts the corrected functionality.

Inter-operability:

1.
If the network is implemented according to the CR and the UE is not, the UE with new measurement capabilities may consider the measurement configuration incomplete.
2.
If the UE is implemented according to the CR and the network is not then the network may not configure UE to read SFN even if the UE is able to.

	
	

	Consequences if 
(

not approved:
	The multi-cell capable UE with new measurement capabilities may not be able to read SFN.
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8.4.1.3
Reception of MEASUREMENT CONTROL by the UE
Upon reception of a MEASUREMENT CONTROL message the UE shall perform actions specified in subclause 8.6 unless otherwise specified below.

…omitted text…
1>
if the UE in CELL_FACH state receives a MEASUREMENT CONTROL message, which indicates the same measurement identity as that stored in the variable MEASUREMENT_IDENTITY:

2>
update the stored information with the traffic volume measurement control information in variable MEASUREMENT_IDENTITY; and

2>
refrain from updating the traffic volume measurement control information associated with this measurement identity in the variable MEASUREMENT_IDENTITY with the information received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11) until this measurement is explicitly released with another MEASUREMENT CONTROL message.

1>
for FDD, if the IE "Read SFN indicator" included in the IE "Cell info" of an inter-frequency cell is set to TRUE and  according  to the UE’s measurement capabilies, the UE requires DL compressed mode in order to perform measurements on the frequency for which the SFN is to be read:
2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

1>
clear the entry for the MEASUREMENT CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS.
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