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Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	6
	IDLE MODE
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	

	
	
	
	C02
	UEs supporting TDD
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	12.5
	P-TMSI reallocation
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.6.1.1
	Authentication accepted
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.6.1.2
	Authentication rejected - by the network
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.6.1.3.1
	GMM cause ‘MAC failure’
	R99
	C12
	UE supporting PS domain services
	1 Execution: PS

	12.6.1.3.2
	GMM cause ‘Synch failure’
	R99
	C12
	UE supporting PS domain services
	1 Execution: PS

	12.6.1.3.3
	Authentication rejected by the UE / fraudulent network
	R99
	C12
	UE supporting PS domain services
	1 Execution: PS

	12.7.1
	General Identification
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.8
	GMM READY timer handling
	R99
	Cxxx
	UEs supporting FDD and GSM. UE supporting PS domain services.
	1 Execution: PS

	12.9.1
	Service Request Initiated by UE Procedure
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.9.2
	Service Request Initiated by Network Procedure
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.9.3
	Service Request / rejected / Illegal MS
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.9.4
	Service Request / rejected / PS services not allowed
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.9.5
	Service Request / rejected / MS identity cannot be derived by the network
	R99
	C12
	UE supporting PS domain services.
	

	12.9.6
	Service Request / rejected / PLMN not allowed
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.9.7a
	Service Request / rejected / No PDP context activated
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.9.7b
	Service Request / rejected / No Suitable Cells In Location Area
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.9.7c
	Service Request / rejected / Roaming not allowed in this location area
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.9.7d
	Service Request / rejected / Not authorized for this CSG
	Rel-8
	C653
	UE supporting PS domain services and CSG.
	1 Execution: PS

	12.9.8
	Service Request / Abnormal cases / Access barred due to access class control
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.9.9
	Service Request / Abnormal cases / Routing area update procedure is triggered
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.9.10
	Service Request / Abnormal cases / Power off
	R99
	C12
	UE supporting PS domain services.
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Table 1a: Applicability of tests Conditions

	C01
IF A.1/1 THEN R ELSE N/A

	C01d
IF A.1/1 AND ( (A.3/1 AND A.20/81) OR A.3/2 )THEN R ELSE N/A

	C02
IF A.1/2 OR A.1/3 OR A.1/8 THEN R ELSE N/A

	C03
IF A.1/3 THEN R ELSE N/A

	C04
IF A.1/1 AND A.2/2 THEN R ELSE N/A

	C05
IF A.1/1 AND A.1/4 THEN R ELSE N/A

	C05d
IF A.1/1 AND ( (A.3/1 AND A.20/81) OR A.3/2) AND A.1/4 THEN R ELSE N/A

	C06
IF A.1/1 AND A.3/2 THEN R ELSE N/A

	C07
Void

	C08
Void

	C09
IF A.1/1 AND NOT A.20/3 THEN R ELSE N/A

	C10
IF A.20/4 THEN R ELSE N/A

	C11
IF A.20/5 THEN R ELSE N/A

	C12
IF A.3/2 THEN R ELSE N/A

	C13
IF A.2/1 OR A.2/2 OR A.10/2 THEN R ELSE N/A
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	C819
IF A.1/3 AND A.18b/10 AND A.18b/25 THEN R ELSE N/A

	C820
IF A.1/3 AND A.18b/10 AND A.18b/19 AND A.18b/25 THEN R ELSE N/A

	C821
IF A.1/1 AND A.20/38 THEN R ELSE N/A

	C822
IF A.1/1 AND A.18a/46 AND (A.18a/22 OR A.18a/31) AND (A.18a.1b/21 OR A.18a.1b/22  OR A.18a.1b/23 OR A.18a.1b/24) AND (A.18a.2b/1 OR A.18a.2b/2) THEN R ELSE N/A

	C823
IF A.1/1 AND A.18a/46 AND (A.18a/22 OR A.18a/31) AND (A.18a.1b/23 OR A.18a.1b/24) AND (A.18a.2b/1 OR A.18a.2b/2)  THEN R ELSE N/A

	C824
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1b/21 OR A.18a.1b/22 OR A.18a.1b/23 OR A.18a.1b/24) AND (A.18a.2b /1 OR A.18a.2b /2) THEN R ELSE N/A

	C825
IF A.1/1 AND (A.18a.2b/1 OR A.18a.2b/2) THEN R ELSE N/A

	C826
IF A.1/1 AND ((A.10/12 AND A.10/23) AND A.10/26) THEN R ELSE N/A

	Cxxx         IF (A.1/1 AND A.3/2) AND (A.1/4 AND [52] A.2/41) THEN R ELSE N/A

	NOTE 1:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]

NOTE 2:
eCall is a Rel-8 feature but conformance testing of early implementations of eCall shall be tested if supported in Rel-7 UEs.
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