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{ Unchanged section skipped here }
Annex J (normative):
Cell configuration mapping

The cells defined in TS 25.133 [2] and used in TS 34.122 do not correspond to the cells defined in TS 34.108 [3] section 6.1.4 and TS 36.508 [33] section 4.4.2 and 4.4.3. Table J.1 and J.2 describes the mapping between cells described in TS 34.122 and those defined in TS 34.108 [3] and TS 36.508 [33] respectively. For each test case in section 8 the cells as defined in TS 34.108 [3] section 6.1.4 or TS 36.508 [33] section 4.4.2 and 4.4.3are listed in one row. The test case shall apply the RF parameters as defined in TS 34.121 according to the column heading. The use of cells as defined in TS 34.108 [3] and TS 36.508 [33] is important in order to have consistent SIB11 configurations between the different cells.

NOTE:
For example if the second cell in a test case is an inter-frequency cell then Cell4 from TS 34.108 [3] section 6.1.4 is used with the radio parameters as defined for Cell2 in TS 34.121.

Table J.1: Cell configuration mapping for RF testing between TS34.122 and TS 34.108
	Test Case
	Description
	34.122 Cell1
	34.122 Cell2
	34.122 Cell3
	34.122

Cell4
	34.122 Cell5
	34.122 Cell6

	
	
	
	
	
	
	
	


Table J.2: Cell configuration mapping for UTRA-EUTRA RRM test cases between TS 34.122 and TS 36.508
	Test Case
	Description
	34.122 Cell1
	34.122 Cell2
	34.122 Cell3
	34.122 Cell4
	34.122 Cell5
	34.122 Cell6

	8.2.2.6.1
	UTRA to E-UTRA TDD cell reselection
E-UTRA is of higher priority
	Cell 8
	Cell 6
	
	
	
	

	8.2.2.6.2
	UTRA to E-UTRA TDD cell reselection
E-UTRA is of lower priority
	Cell 8
	Cell 6
	
	
	
	

	8.3.3a
	UTRAN Connected Mode Mobility / UTRA TDD to E-UTRA FDD Handover
	Cell 8
	Cell 1
	
	
	
	

	8.3.3b
	UTRAN Connected Mode Mobility / UTRA TDD to E-UTRA TDD Handover
	Cell 8
	Cell 6
	
	
	
	

	8.3.3c
	UTRAN Connected Mode Mobility / UTRA TDD to E-UTRA FDD Handover: unknown target cell
	Cell 8
	Cell 1
	
	
	
	

	8.3.3d
	UTRAN Connected Mode Mobility / UTRA TDD to E-UTRA TDD Handover: unknown target cell
	Cell 8
	Cell 6
	
	
	
	

	8.6.5.1
	UTRA TDD to E-UTRA FDD cell search under fading propagation conditions
	Cell 8
	Cell 1
	
	
	
	

	8.6.5.2
	UTRA TDD to E-UTRA TDD cell search under fading propagation conditions
	Cell 8
	Cell 6
	
	
	
	

	8.6.5.3
	Combined UTRA TDD inter-frequency and E-UTRA FDD cell search under fading propagation conditions
	Cell 8
	Cell 9
	Cell 1
	
	
	

	8.6.5.4
	Combined UTRA TDD inter-frequency and E-UTRA TDD cell search under fading propagation conditions
	Cell 8
	Cell 9
	Cell 6
	
	
	

	8.7.14
	Measurements Performance Requirements / E-UTRAN FDD RSRP
	Cell 8
	Cell 1
	
	
	
	

	8.7.15
	Measurements Performance Requirements / E-UTRAN TDD RSRP
	Cell 8
	Cell 6
	
	
	
	

	8.7.16
	Measurements Performance Requirements / E-UTRAN FDD RSRQ
	Cell 8
	Cell 1
	
	
	
	

	8.7.17
	Measurements Performance Requirements / E-UTRAN TDD RSRQ
	Cell 8
	Cell 6
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