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	Range for RLC buffer size was extended in Rel-9 version 25.306. This needs to be captured for Rel-9 devices
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	A confromant UE will remain untested for this extended range of RLC buffer.
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A.4.3.4
Layer 2/3 Baseline Implementation Capabilities (access stratum)

Table A.19a: PDCP Parameters

	Item
	PDCP Parameters
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of RFC 2507
	25.323, 5.1.2
	R99
	pc_RFC2507
	IP header compression protocol RFC 2507 is supported

	2
	Support of Lossless SRNS relocation
	25.323, 5.4
	R99
	pc_LosslessSRNS_Reloc
	Lossless SRNS Relocation is supported

	3
	More than one PDCP entity
	25.323, 5.1
	R99
	
	Establishment of more than one PDCP entities is supported

	4
	Support of UM RB and AM RB
	34.123-1, 7.3.2.2.4
	R99
	
	Support of two radio bearer RLC AM and RLC UM as defined in test case 7.3.2.2.4

	5
	Support of RFC 3095
	25.323, 5.1,

RFC IETF 3095
	Rel-4
	pc_RFC3095
	IP header compression protocol RFC 3095 is supported

	6
	Maximum header compression context space
	25.306, 4.1
	Rel-5
	pc_MaxHcContextSpace_r5_ext
	

	7
	Support for RFC 3095 context relocation
	25.306, 4.1
	Rel-5
	pc_SupportForRfc3095ContextRelocation
	


Table A.19b: BMC Parameters

	Item
	BMC Parameters
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of BMC
	25.324, 9.1
	R99
	
	BMC is supported, i.e. the UE is capable of receiving and forwarding BMC messages

	2
	Support of BMC Scheduling
	25.324, 9.1
	R99
	
	BMC DRX Scheduling (Level 2 Scheduling) is supported, i.e. the UE is capable to perform DRX for predicted, scheduled BMC messages

	3
	Support of ANSI-41 CB data
	25.324, 9.1
	R99
	
	BMC supports the reception of ANSI-41 CB data


Table A.19c: RLC Parameters

	Item
	RLC Parameters
	Ref.
	Release
	Mnemonic
	Comments

	1
	Total RLC AM and MAC-hs buffer size
	25.306, 5.1
	Rel-5
	pc_TotalRLC_AM_BufferSize_r5_ext
	

	2
	Total RLC AM, MAC-hs and MAC-ehs buffer size
	25.306, 5.1
	Rel-9
	pc_TotalRLC_AM_BufferSize_r9_ext
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