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4
Common test environment
4.1
Environmental conditions

The requirements in this clause apply to all types of UE(s).

4.1.1
Temperature

The UE shall fulfil all the requirements in the full temperature range of:

Table 4.1.1-1: Temperature Test Environment

	+15(C to +35(C
	for normal conditions (with relative humidity up to 75 %)

	-10(C to +55(C
	for extreme conditions (see IEC publications 68-2-1 and 68-2-2)


Outside this temperature range the UE, if powered on, shall not make ineffective use of the radio frequency spectrum. In no case shall the UE exceed the transmitted levels as defined in TS 36.101 [27] for extreme operation. 

The normative reference for this requirement is TS 36.101 [27] Annex E.1.
Some tests are performed also in extreme temperature conditions. These test conditions are denoted as TL (temperature low, -10(C) and TH (temperature high, +55(C).
4.1.2
Voltage

The UE shall fulfil all the requirements in the full voltage range, i.e. the voltage range between the extreme voltages.

The manufacturer shall declare the lower and higher extreme voltages and the approximate shutdown voltage. For the equipment that can be operated from one or more of the power sources listed below, the lower extreme voltage shall not be higher, and the higher extreme voltage shall not be lower than that specified below.

Table 4.1.2-1: Voltage Test Environment
	Power source
	Lower extreme

voltage
	Higher extreme

voltage
	Normal conditions

voltage

	AC mains
	0,9 * nominal
	1,1 * nominal
	nominal

	Regulated lead acid battery
	0,9 * nominal
	1,3 * nominal
	1,1 * nominal

	Non regulated batteries:

Leclanché 

Lithium

Mercury/nickel & cadmium
	0,85 * nominal

0,95 * nominal

0,90 * nominal
	Nominal

1,1 * Nominal
	Nominal

1,1 * Nominal

Nominal


Outside this voltage range the UE if powered on, shall not make ineffective use of the radio frequency spectrum. In no case shall the UE exceed the transmitted levels as defined in TS 36.101 [27] for extreme operation. In particular, the UE shall inhibit all RF transmissions when the power supply voltage is below the manufacturer declared shutdown voltage.
The normative reference for this requirement is TS 36.101 [27] Annex E.2.
Some tests are performed also in extreme voltage conditions. These test conditions are denoted as VL (lower extreme voltage) and VH (higher extreme voltage).
4.2
Common requirements of test equipment

Mobile conformance testing can be categorized into 3 distinct areas:

· RF Conformance Testing.

· EMC Conformance Testing.

· Signalling Conformance Testing.

The test equipment required for each category of testing may or not be different, depending on the supplier of the test equipment. However, there will be some generic requirements of the test equipment that are essential for all three categories of test, and these are specified in this clause.

In addition, there will be requirements to test operation in multi-system configurations (e.g. EUTRAN plus UTRAN). However, these would not form a common test equipment requirement for the three test areas and are not considered in the present document.
The test equipment shall use the same number of Tx antennas for all parts of the tests, Initial condition and Test procedure, as specified in the minimum requirement.
4.2.1
General functional requirements

NOTE:
This clause has been written such that it does not constrain the implementation of different architectures and designs of test equipment.

All test equipment used to perform conformance testing on a UE shall provide a platform suitable for testing UE's that are either:

a)
FDD Mode; or

b)
TDD Mode; or

c)
both FDD/TDD Modes. 

All test equipment shall provide (for the mode(s) supported) the following minimum functionality.

-
The capability of emulating a single E-UTRA cell with the appropriate channels to allow the UE to register on the cell.

-
The capability to allow the UE to set up an RRC connection with the system simulator, and to maintain the connection for the duration of the test.

-
The capability (for the specific test):

-
to select and support an appropriate radio bearer for the downlink;

-
to set the appropriate downlink power levels;

-
to set up and support the appropriate radio bearer for the uplink;

-
to set and control the uplink power levels.
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