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4.4.3.3
Common contents of system information blocks

-
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

Table 4.4.3.3-1: SystemInformationBlockType2
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  ac-BarringInfo SEQUENCE {}
	Not present
	
	

	  radioResourceConfigCommon SEQUENCE {}
	RadioResourceConfigCommonSIB-DEFAULT
	See subclause 4.6.3
	

	  ue-TimersAndConstants SEQUENCE {
	
	
	

	    t300
	ms1000
	Typical value in real network
	

	    t301
	ms1000
	Typical value in real network
	

	    t310
	ms1000
	Typical value in real network
	

	    n310
	n1
	
	

	    t311
	ms10000
	Typical value in real network
	

	    n311
	n1
	
	

	  }
	
	
	

	  freqInfo SEQUENCE {
	
	
	

	    ul-CarrierFreq
	Not present
	Default UL EARFCN applies
	

	    ul-Bandwidth
	Not Present
	
	

	    additionalSpectrumEmission
	1 (NS_01)
	A-MPR doesn’t apply by default.

See TS 36.101 table 6.2.4-1.
	

	  }
	
	
	

	  mbsfn-SubframeConfiguration
	Not present
	
	

	  timeAlignmentTimerCommon
	sf750
	‘sf750’ is applicable to the widest range of mobility (up to about 360km/h).
	

	}
	
	
	


-
SystemInformationBlockType3

The IE SystemInformationBlockType3 contains cell re-selection information common for intra-frequency, inter-frequency and/or inter-RAT cell re-selection (i.e. applicable for more than one type of cell re-selection but not necessarily all) as well as intra-frequency cell re-selection information other than neighbouring cell related.
Table 4.4.3.3-2: SystemInformationBlockType3
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType3 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    q-Hyst
	dB0
	To reduce interference between intra-frequency multiple cells
	

	    speedStateReselectionPars SEQUENCE {}
	Not present
	
	

	  }
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	    s-NonIntraSearch
	Not present
	
	

	    threshServingLow
	0 (0 dB)
	Typical value in real network
	

	    cellReselectionPriority
	4
	A middle value in the range has been selected.
	

	  }
	
	
	

	  intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	    q-RxLevMin
	-70 (-140 dBm)
	For RF/RRM test cases
	

	
	-106 dBm
	For signalling test cases
	

	    p-Max
	Not present
	
	

	    s-IntraSearch
	Not present
	
	

	    allowedMeasBandwidth
	Not present
	The downlink bandwidth of the serving cell applies.
	

	    presenceAntennaPort1
	FALSE
	
	

	    neighCellConfig
	'01'B (No MBSFN subframes are present in all neighbour cells)
	MBSFN doesn’t apply by default.
	

	    t-ReselectionEUTRA
	0
	Typical value in real network
	

	    t-ReselectionEUTRA-SF
	Not present
	
	

	  }
	
	
	

	}
	
	
	


-
SystemInformationBlockType4

The IE SystemInformationBlockType4 contains neighbouring cell related information relevant only for intra-frequency cell re-selection. The IE includes cells with specific re-selection parameters as well as blacklisted cells.
Table 4.4.3.3-3: SystemInformationBlockType4
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType4 ::= SEQUENCE {
	
	
	

	  intraFreqNeighCellList SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {}
	Not present
	Not required unless Qoffset configuration is tested. When Qoffset configuration is tested, see table 6.3.1.1-1.
	

	  intraFreqBlackCellList SEQUENCE (SIZE (1..maxCellBlack)) OF SEQUENCE {}
	Not present
	Not required unless Blacklisted cell list configuration is tested. When Blacklisted cell list configuration is tested, see table 6.3.1.1-1.
	

	  csg-PhysCellIdRange SEQUENCE {}
	Not present
	
	NonCSG

	  csg-PhysCellIdRange SEQUENCE {
	
	
	CSG

	    start
	Physical Cell ID of the cell on which this SIB is transmitted
	
	

	    range
	Not present
	The UE shall apply value 1 in case the field is absent, in which case only the physical cell identity value indicated by start applies.
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	NonCSG
	SIB4 transmitted on a non-CSG cell

	CSG
	SIB4 transmitted on a CSG cell


-
SystemInformationBlockType5

The IE SystemInformationBlockType5 contains information relevant only for inter-frequency cell re-selection i.e. information about other E‑UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
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