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<Start of new section>

4.4.3
Common parameters for simulated E-UTRA cells

The parameters specified in this sub clause apply to all simulated E-UTRA cells unless otherwise specified.

…

-
SystemInformationBlockType1

SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information.

Table 4.4.3.2-3: SystemInformationBlockType1
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    plmn-IdentityList SEQUENCE (SIZE (1..6)) OF SEQUENCE {
	1 entry
	
	

	      plmn-Identity[1] SEQUENCE {
	
	
	

	        mcc SEQUENCE (SIZE (3)) OF MCC-NMC-Digit
	See table 4.4.2-2
	For NAS test cases, see table 6.3.2.2-1.
	

	        mnc SEQUENCE (SIZE (2..3)) OF MCC-NMC-Digit
	See table 4.4.2-2
	For NAS test cases, see table 6.3.2.2-1.
	

	      }
	
	
	

	      cellReservedForOperatorUse[1]
	notReserved
	
	

	    }
	
	
	

	    trackingAreaCode
	See table 4.4.2-2
	For NAS test cases, see table 6.3.2.2-1.
	

	    cellIdentity
	Cell ID for the simulated cell
	
	

	    cellBarred
	notBarred
	
	

	    intraFreqReselection
	notAllowed
	
	

	    csg-Indication
	FALSE
	
	

	    csg-Identity
	Not present
	
	

	  }
	
	
	

	  cellSelectionInfo SEQUENCE {
	
	
	

	    q-RxLevMin
	-70 (-140 dBm)
	For RF/RRM test cases
	

	
	-106 dBm
	For signalling test cases
	

	    q-RxLevMinOffset
	Not present
	
	

	  }
	
	
	

	  p-Max
	Not present
	
	

	  freqBandIndicator
	Operating band under test.
	
	

	  schedulingInfoList SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {}
	See subclause 4.4.3.1
	
	

	  tdd-Config SEQUENCE {}
	Not present
	
	FDD

	  tdd-Config SEQUENCE {}
	TDD-Config-DEFAULT
	See subclause 4.6.3
	TDD

	  si-WindowLength
	ms20
	To allow sufficient number of retransmissions.
	

	  systemInfoValueTag
	0
	
	

	  nonCriticalExtension SEQUENCE {
	
	
	

	    lateNonCriticalExtension
	Not present
	
	

	    nonCriticalExtension SEQUENCE {
	
	
	

	      ims-EmergencySupport-r9
	True
	Support IMS emergency call in limited service mode.
	

	      cellSelectionInfo-v920 SEQUENCE {}
	Not present
	
	

	      cellSelectionInfo-v920 SEQUENCE {
	
	
	QBASED

	        q-QualMin-r9
	-20 (-20dB)
	
	

	        q-QualMinOffset-r9
	Not present
	
	

	      }
	
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	   }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	QBASED
	This condition applies to Quality based cell (re)selection signalling test cases.


4.4.3.3
Common contents of system information blocks

…

-
SystemInformationBlockType3

The IE SystemInformationBlockType3 contains cell re-selection information common for intra-frequency, inter-frequency and/or inter-RAT cell re-selection (i.e. applicable for more than one type of cell re-selection but not necessarily all) as well as intra-frequency cell re-selection information other than neighbouring cell related.
Table 4.4.3.3-2: SystemInformationBlockType3
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType3 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    q-Hyst
	dB0
	To reduce interference between intra-frequency multiple cells
	

	    speedStateReselectionPars SEQUENCE {}
	Not present
	
	

	  }
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	    s-NonIntraSearch
	Not present
	
	

	    threshServingLow
	0 (0 dB)
	Typical value in real network
	

	    cellReselectionPriority
	4
	A middle value in the range has been selected.
	

	  }
	
	
	

	  intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	    q-RxLevMin
	-70 (-140 dBm)
	For RF/RRM test cases
	

	
	-106 dBm
	For signalling test cases
	

	    p-Max
	Not present
	
	

	    s-IntraSearch
	Not present
	
	

	    allowedMeasBandwidth
	Not present
	The downlink bandwidth of the serving cell applies.
	

	    presenceAntennaPort1
	FALSE
	
	

	    neighCellConfig
	'01'B (No MBSFN subframes are present in all neighbour cells)
	MBSFN doesn’t apply by default.
	

	    t-ReselectionEUTRA
	0
	Typical value in real network
	

	    t-ReselectionEUTRA-SF
	Not present
	
	

	  }
	
	
	

	  lateNonCriticalExtension {
	
	
	

	    s-IntraSearch-v920 SEQUENCE {}
	Not present
	
	

	    s-NonIntraSearch-v920 SEQUENCE {}
	Not present
	
	

	    q-QualMin-r9
	Not present
	
	

	
	-20 (-20dB)
	
	QBASED

	    threshServingLowQ-r9
	Not present
	
	

	
	3 (3dB)
	
	QBASED

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	QBASED
	See the definition below table 4.4.3.2-3.


…
-
SystemInformationBlockType5

The IE SystemInformationBlockType5 contains information relevant only for inter-frequency cell re-selection i.e. information about other E‑UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
Table 4.4.3.3-4: SystemInformationBlockType5
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType5 ::= SEQUENCE {
	
	
	

	  interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	The same number of entries as the configured inter-freq carriers. For Signalling test cases except NAS, see table 6.3.1.2-1.

For NAS test cases when cells are on same PLMN, see table 6.3.2.3.2-1.
	n denotes the index of the entry
	

	    dl-CarrierFreq[n]
	Downlink EARFCN under test
For Signalling test cases except NAS, see table 6.3.1.2-1.

For NAS test cases when cells are on same PLMN, see table 6.3.2.3.2-1.
	
	

	    q-RxLevMin[n]
	-65 (-130 dBm)
	For RF/RRM test cases
	

	
	-106 dBm
	For signalling test cases
	

	    p-Max[n]
	Not present
	
	

	    t-ReselectionEUTRA[n]
	0
	Typical value in real network
	

	    t-ReselectionEUTRA-SF[n]
	Not present
	Not required unless speed-dependent cell re-selection is tested.
	

	    threshX-High[n]
	2 (4 dB)
	This value should be higher than threshServingLow of the serving cell to avoid ping-pong with lower priority cells.
	

	    threshX-Low[n]
	1 (2 dB)
	
	

	    allowedMeasBandwidth[n]
	See subclause 4.4.3.4
	Channel-bandwidth-dependent parameter
	

	    presenceAntennaPort1[n]
	FALSE
	
	

	    cellReselectionPriority[n]
	4
	The same priority as the one used for serving cell in SIB 3.
	

	    neighCellConfig[n]
	'01'B (No MBSFN subframes are present in all neighbour cells)
	MBSFN doesn’t apply by default.
	

	    q-OffsetFreq[n]
	dB0
	Qoffset doesn’t apply by default.
	

	    interFreqNeighCellList[n] SEQUENCE (SIZE (1..maxCellInter)) OF SEQUENCE {}
	Not present
	Not required unless Qoffset configuration is tested.
	

	    interFreqBlackCellList[n] SEQUENCE (SIZE (1..maxCellBlack)) OF SEQUENCE {}
	Not present
	Not required unless Blacklisted cell list configuration is tested.
	

	    q-QualMin-r9[n]
	Not present
	
	

	
	-20 (-20dB)
	
	QBASED

	    threshX-Q-r9[n] SEQUENCE {}
	Not present
	
	

	    threshX-Q-r9[n] SEQUENCE {
	
	
	QBASED

	      threshX-HighQ-r9
	5 (5dB)
	
	

	      threshX-LowQ-r9
	5 (5dB)
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	QBASED
	See the definition below table 4.4.3.2-3.


-
SystemInformationBlockType6

The IE SystemInformationBlockType6 contains information relevant only for inter-RAT cell re-selection i.e. information about UTRA frequencies and UTRA neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency.
Table 4.4.3.3-5: SystemInformationBlockType6
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType6 ::= SEQUENCE {
	
	
	

	  carrierFreqListUTRA-FDD SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {}
	Not present
	
	UTRA-TDD

	  carrierFreqListUTRA-FDD SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	The same number of entries as the configured UTRA FDD carriers

For Signalling test cases, see table 6.3.1.3-1
	n denotes the index of the entry
	UTRA-FDD

	    carrierFreq[n]
	Downlink UARFCN under test
For Signalling test cases, see table 6.3.1.3-1
	
	

	    cellReselectionPriority[n]
	3
	
	

	    threshX-High[n]
	2 (4 dB)
	
	

	    threshX-Low[n]
	1 (2 dB)
	
	

	    q-RxLevMin[n]
	-40 (-79 dBm)
	The same value as defined in TS 34.108 [5], table 6.1.1.
	

	    p-MaxUTRA[n]
	21 (21 dBm)
	The same value as defined in TS 34.108 [5], table 6.1.1.
	

	    q-QualMin[n]
	-24 (-24 dB)
	The same value as defined in TS 34.108 [5], table 6.1.1.
	

	    threshX-Q-r9[n] SEQUENCE {}
	Not present
	
	

	    threshX-Q-r9[n] SEQUENCE {
	
	
	QBASED

	      threshX-HighQ-r9
	9 (9dB)
	
	

	      threshX-LowQ-r9
	9 (9dB)
	
	

	    }
	
	
	

	  }
	
	
	

	  carrierFreqListUTRA-TDD SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {}
	Not present
	
	UTRA-FDD

	  carrierFreqListUTRA-TDD SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	The same number of entries as the configured UTRA TDD carriers

For Signalling test cases, see table 6.3.1.3-1
	n denotes the index of the entry
	UTRA-TDD

	    carrierFreq[n]
	Downlink UARFCN under test
For Signalling test cases, see table 6.3.1.3-1
	
	

	    cellReselectionPriority[n]
	3
	
	

	    threshX-High[n]
	2 (4 dB)
	
	

	    threshX-Low[n]
	1 (2 dB)
	
	

	    q-RxLevMin[n]
	-41 (-81 dBm)
	The same value as defined in TS 34.108 [5], table 6.1.6a
	

	    p-MaxUTRA[n]
	21 (21 dBm)
	The same value as defined in TS 34.108 [5], table 6.1.6a
	

	  }
	
	
	

	  t-ReselectionUTRA
	0
	Typical value in real network
	

	  t-ReselectionUTRA-SF
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment

	QBASED
	See the definition below table 4.4.3.2-3.


Editor’s note: Need for condition ‘UTRA-FDD-TDD’ where both UTRA FDD cell and UTRA TDD cell exist simultaneously is FFS.

…

4.4.4
Common parameters for simulated UTRA cells

The parameters specified in this subclause apply to all simulated UTRA cells unless otherwise specified.

…

4.4.4.1
Common contents of system information blocks for UTRA cells
-
System Information Block type 19
The system information block type 19 contains Inter-RAT frequency and priority information to be used in the cell.
Table 4.4.4.1-1: System Information Block type 19
	Derivation Path: 25.331 clause 11.3

	Information Element
	Value/remark
	Comment
	Condition

	SysInfoType19 ::= SEQUENCE {
	
	
	

	    utra-PriorityInfoList SEQUENCE {
	
	
	

	      utra-ServingCell SEQUENCE {
	
	
	

	        priority
	3
	
	

	        s-PrioritySearch1
	0 (0dB)
	
	

	        s-PrioritySearch2
	Not present
	default value is 0
	

	        threshServingLow
	0 (0dB)
	
	

	      }
	
	
	

	      utran-FDD-FrequencyList SEQUENCE (SIZE(1..maxNumFDDFreqs)) OF SEQUENCE {}
	Not present
	
	

	      utran-TDD-FrequencyList SEQUENCE (SIZE(1..maxNumTDDFreqs)) OF SEQUENCE {}
	Not present
	
	

	    gsm-PriorityInfoList SEQUENCE (SIZE (1..maxNumGSMCellGroup)) OF SEQUENCE {}
	Not present
	
	

	    eutra-FrequencyAndPriorityInfoList SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF SEQUENCE
	The same number of entries as the configured eutra carriers

For Signalling test cases, see table 6.3.1.7-1
	n denotes the index of the entry
	

	      earfcn[n]
	Downlink EARFCN under test

For Signalling test cases, see table 6.3.1.7-1
	
	

	      measurementBandwidth[n]
	See subclause 4.4.3.4
	
	

	      priority[n]
	4
	
	

	      qRxLevMinEUTRA[n]
	-53 (-106 dBm)
	For signalling test cases
	

	
	-70 (-140 dBm)
	For RF/RRM test cases
	

	      threshXhigh[n]
	2 (4 dB)
	
	

	      threshXlow[n]
	1 (2 dB)
	
	

	      eutra-blackListedCellList[n]
	Not present
	
	

	      eutraDetection[n]
	TRUE
	
	

	    }
	
	
	

	    v920NonCriticalExtensions SEQUENCE {}
	Not present
	
	

	    v920NonCriticalExtensions SEQUENCE {
	
	
	QBASED

	      sysInfoType19-v920ext SEQUENCE {
	
	
	

	        utra-PriorityInfoList-v920ext SEQUENCE {
	
	
	

	          threshServingLow2
	7 (7dB)
	default value is 0
	

	        }
	
	
	

	        eutra-FrequencyAndPriorityInfoList-v920ext (SIZE (1..maxNumEUTRAFreqs)) OF SEQUENCE {
	
	
	

	          qQualMinEUTRA[n]
	-20 (-20dB)
	
	

	          threshXhigh2[n]
	5 (5dB)
	
	

	          threshXlow2[n]
	5 (5dB)
	
	

	        }
	
	
	

	      }
	
	
	

	      nonCriticalExtensions SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	}
	
	
	


	Condition
	Explanation

	QBASED
	See the definition below table 4.4.3.2-3.
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