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<Start of Modified Section>

4.3.1.3
HRPD Test frequencies
4.3.1.3.1
HRPD test frequencies for Band Class 0
Table 4.3.1.3.1-1: Test frequencies for HRPD in Band Class 0
	Test Frequency ID
	Bandwidth
[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.23
	1013
	824.70
	869.70

	Mid Range
	1.23
	356
	835.68
	880.68

	High Range
	1.23
	779
	848.37
	893.37


4.3.1.3.2
HRPD test frequencies for Band Class 1
Table 4.3.1.3.2-1: Test frequencies for HRPD in Band Class 1
	Test Frequency ID
	Bandwidth
[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	25
	1851.25
	1931.25

	Mid Range
	1.25
	600
	1880.00
	1960.00

	High Range
	1.25
	1175
	1908.75
	1988.75


4.3.1.3.3
HRPD test frequencies for Band Class 3
Table 4.3.1.3.3-1: Test frequencies for HRPD in Band Class 3
	Test Frequency ID
	Bandwidth
[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	1120
	888.00
	833.00

	Mid Range
	1.25
	 872
	 898.90
	 843.90

	High Range
	1.25
	 76
	 915.95
	 860.95


4.3.1.3.4
HRPD test frequencies for Band Class 4
Table 4.3.1.3.4-1: Test frequencies for HRPD in Band Class 4
	Test Frequency ID
	Bandwidth
[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	 100
	 1755.00
	 1845.00

	Mid Range
	1.25
	 300
	 1765.00
	 1855.00

	High Range
	1.25
	 525
	 1776.25
	1866.25


4.3.1.3.5
HRPD test frequencies for Band Class 6
Table 4.3.1.3.5-1: Test frequencies for HRPD in Band Class 6
	Test Frequency ID
	Bandwidth
[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	125
	1926.25
	2116.25

	Mid Range
	1.25
	200
	1930.00
	2120.00

	High Range
	1.25
	350
	1937.50
	2127.50


4.3.1.3.6
HRPD test frequencies for Band Class 10
Table 4.3.1.3.6-1: Test frequencies for HRPD in Band Class 10
	Test Frequency ID
	Bandwidth
[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	 100
	 808.50
	 853.50

	Mid Range
	1.25
	 500
	 821.00
	 866.00

	High Range
	1.25
	 820
	 898.50
	 937.50


4.3.1.3.7
HRPD test frequencies for Band Class 15
Table 4.3.1.3.7-1: Test frequencies for HRPD in Band Class 15
	Test Frequency ID
	Bandwidth
[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	75
	  1713.75
	2113.75

	Mid Range
	1.25
	450
	 1732.50
	2132.50

	High Range
	1.25
	800
	1750.00
	2150.00


4.3.1.4
1xRTT Test frequencies
4.3.1.4.1
1xRTT test frequencies for Band Class 0
Table 4.3.1.4.1-1: Test frequencies for 1xRTT in Band Class 0
	Test Frequency ID
	Bandwidth
[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.23
	1013
	824.70
	869.70

	Mid Range
	1.23
	356
	835.68
	880.68

	High Range
	1.23
	779
	848.37
	893.37


4.3.1.4.2
1xRTT test frequencies for Band Class 1
Table 4.3.1.4.2-1: Test frequencies for 1xRTT in Band Class 1
	Test Frequency ID
	Bandwidth
[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	25
	1851.25
	1931.25

	Mid Range
	1.25
	600
	1880.00
	1960.00

	High Range
	1.25
	1175
	1908.75
	1988.75


4.3.1.4.3
1xRTT test frequencies for Band Class 3
Table 4.3.1.4.3-1: Test frequencies for 1xRTT in Band Class 3
	Test Frequency ID
	Bandwidth
[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	1120
	888.00
	833.00

	Mid Range
	1.25
	872
	898.90
	843.90

	High Range
	1.25
	76
	915.95
	860.95


4.3.1.4.4
1xRTT test frequencies for Band Class 4
Table 4.3.1.4.4-1: Test frequencies for 1xRTT in Band Class 4
	Test Frequency ID
	Bandwidth
[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	 100
	 1755.00
	 1845.00

	Mid Range
	1.25
	 300
	 1765.00 
	 1855.00 

	High Range
	1.25
	 525
	 1776.25
	 1866.25


4.3.1.4.5
1xRTT test frequencies for Band Class 6
Table 4.3.1.4.5-1: Test frequencies for 1xRTT in Band Class 6
	Test Frequency ID
	Bandwidth
[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	225
	1931.25
	2121.25

	Mid Range
	1.25
	275
	1933.75
	2123.75

	High Range
	1.25
	375
	1938.75
	2128.75


4.3.1.4.6
1xRTT test frequencies for Band Class 10
Table 4.3.1.4.6-1: Test frequencies for 1xRTT in Band Class 10
	Test Frequency ID
	Bandwidth
[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	 100
	 808.50
	 853.50

	Mid Range
	1.25
	 500
	 821.00 
	 866.00

	High Range
	1.25
	 820 
	 898.50
	 937.50


4.3.1.4.7
1xRTT test frequencies for Band Class 15
Table 4.3.1.4.7-1: Test frequencies for 1xRTT in Band Class 15
	Test Frequency ID
	Bandwidth
[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	 75
	 1713.75
	 2113.75

	Mid Range
	1.25
	 450
	 1732.50
	 2132.50

	High Range
	1.25
	 800
	 1750.00 
	 2150.00
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