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6.1.0b
Default System Information Block Messages

<Skipped>
Contents of System Information Block type 17 (3.84 Mcsps TDD and 1.28 Mcps TDD)

This system information block contains fast changing parameters for the configuration of the shared physical channels to be used in connected mode, so this is not present.

Contents of System Information Block type 18

	- Idle mode PLMN identities
	

	 - PLMNs of intra-frequency cells list
	Not present

	 - PLMNs of inter-frequency cells list
	Not present

	 - PLMNs of inter-RAT cells list
	Not present

	- Connected mode PLMN identities
	Not present


Contents of System Information Block type 19
The system information block type 19 contains Inter-RAT frequency and priority information to be used in the cell

	Information Element
	Value/remark
	Version

	SysInfoType19 
	
	REL-8 or later

	    utra-PriorityInfoList 
	
	

	      utra-ServingCell 
	
	

	        priority
	3
	

	        s-PrioritySearch1
	0 (0dB)
	

	        s-PrioritySearch2
	Not present
	

	        threshServingLow
	0 (0dB)
	

	      
	
	

	      utran-FDD-FrequencyList  (SIZE(1..maxNumFDDFreqs)) 
	Not present
	

	      utran-TDD-FrequencyList (SIZE(1..maxNumTDDFreqs)) 
	Not present
	

	    gsm-PriorityInfoList (SIZE (1..maxNumGSMCellGroup))
	Not present
	

	    eutra-FrequencyAndPriorityInfoList (SIZE (1..maxNumEUTRAFreqs)) 
	Not present
	

	    nonCriticalExtensions SEQUENCE 
	Not present
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