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Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iWD-EUTRA-B2011-03_D12wk09’.
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Corrections 

Change 1 – Correction to f_TC_9_2_3_2_9_UTRAN

	Test case name
	f_TC_9_2_3_2_9_UTRAN

	Reason for change
	In function f_TC_9_2_3_2_9_UTRAN the assignment to the variable v_PLMN is duplicated. Also when the first assignment is done there is an attempt to get the cell PLMN information before f_UTRAN_Init has been called thus producing an execution error.

	Summary of change
	The first call for the assignment of v_PLMN was deleted so that the second one is used to ensure that the access to cell info is done after f_UTRAN_Init has been called. 

	TTCN module
	NAS_TrackingArea_UG_UTRAN.ttcn

	MCC160 Comment
	


Before change:

	 function f_TC_9_2_3_2_9_UTRAN () runs on UTRAN_PTC

  { /* Test Purpose (see f_TC_9_2_3_2_9_EUTRA) */

    /* @sic R5-113805: pc_UTRA and px_RATComb_Tested are checked at top-level sic@ */

    var octetstring v_PLMN;

    var RRC_DATA_IND v_RRC_DataInd;

    var START_Value v_START_Value := '00000000000000000000'B;

    v_PLMN := f_U_Asn2Nas_PlmnId(f_UTRAN_CellInfo_GetPLMNIdentity(utran_Cell5));
    f_UTRAN_Init(EUTRA_UTRAN); // This is still only a 2 PTC test

    v_PLMN := f_U_Asn2Nas_PlmnId(f_UTRAN_CellInfo_GetPLMNIdentity(utran_Cell5));

    f_UTRAN_SS_CreateCellDCH(utran_Cell5);

    f_UTRAN_SendDefSysInfo (utran_Cell5);

    f_UTRAN_InterRAT_InitialiseAuthParams();  // The UE starts in EUTRA, so wait for it to send the Auth Params

    f_UTRAN_SetCellPower (utran_Cell5, tsc_AttenuationNonSuitableCell);

    f_UTRAN_TestBody_Set( true );  


After change:

	function f_TC_9_2_3_2_9_UTRAN () runs on UTRAN_PTC

  { /* Test Purpose (see f_TC_9_2_3_2_9_EUTRA) */

    /* @sic R5-113805: pc_UTRA and px_RATComb_Tested are checked at top-level sic@ */

    var octetstring v_PLMN;

    var RRC_DATA_IND v_RRC_DataInd;

    var START_Value v_START_Value := '00000000000000000000'B;

    //v_PLMN := f_U_Asn2Nas_PlmnId(f_UTRAN_CellInfo_GetPLMNIdentity(utran_Cell5));
    f_UTRAN_Init(EUTRA_UTRAN); // This is still only a 2 PTC test

    v_PLMN := f_U_Asn2Nas_PlmnId(f_UTRAN_CellInfo_GetPLMNIdentity(utran_Cell5));

    f_UTRAN_SS_CreateCellDCH(utran_Cell5);

    f_UTRAN_SendDefSysInfo (utran_Cell5);

    f_UTRAN_InterRAT_InitialiseAuthParams();  // The UE starts in EUTRA, so wait for it to send the Auth Params

    f_UTRAN_SetCellPower (utran_Cell5, tsc_AttenuationNonSuitableCell);

    f_UTRAN_TestBody_Set( true );
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