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Corrections required for test case 6.1.2.13

Change 1

	Testcase name
	6.1.2.13

	Reason for change
	The function f_EUTRA_ModifySysinfo calls f_EUTRA_GetCurrentTiming on swithed off cell. As this cell is not active, there is no possibility to return current timing. Since there is no need to Page the UE on a switched off cell there is no need to get System Timing.The new function for changing of the system informations for disabled cell is introduced. 

	Summary of change
	New function for the modification of the System information on disabled cell.

	Source of change
	\6_1\Idle_CellReselection.ttcn


Before change:

	function f_TC_6_1_2_13_EUTRA ( ) runs on EUTRA_PTC

  {

….

    f_EUTRA_ModifySysinfo (eutra_Cell3);

    //@siclog "Step 16" siclog@

    f_Delay(15.0);

    //@siclog "Step 16A" siclog@

    //Set cellReselectionPriority in SIB3 in cell 1

    f_EUTRA_CellInfo_SetSysInfo_CellRes_Prio (eutra_Cell1, 5);  // @sic R5-120771 sic@

    f_EUTRA_ModifySysinfo (eutra_Cell1);
    //@siclog "Step 17" siclog@

    f_EUTRA_SetCellPowerList (v_CellPowerList_T2toT3);

    //@siclog "Step 18" siclog@

    f_EUTRA_IdleMode_TAU (eutra_Cell1);

    f_EUTRA_TestBody_Set (false);

    //Switch/power off UE

    f_EUTRA_Postamble (eutra_Cell1, E1_IDLE);

  }


After change:

	function f_TC_6_1_2_13_EUTRA ( ) runs on EUTRA_PTC

  {

….

f_EUTRA_ModifySysinfo (eutra_Cell3);

    //@siclog "Step 16" siclog@

    f_Delay(15.0);

    //@siclog "Step 16A" siclog@

    //Set cellReselectionPriority in SIB3 in cell 1

    f_EUTRA_CellInfo_SetSysInfo_CellRes_Prio (eutra_Cell1, 5);  // @sic R5-120771 sic@

    f_EUTRA_ModifySysinfoOnDisabledCell(eutra_Cell1);  // Anritsu PTO TTCN CR required
    //@siclog "Step 17" siclog@

    f_EUTRA_SetCellPowerList (v_CellPowerList_T2toT3);

    //@siclog "Step 18" siclog@

    f_EUTRA_IdleMode_TAU (eutra_Cell1);

    f_EUTRA_TestBody_Set (false);

    //Switch/power off UE

    f_EUTRA_Postamble (eutra_Cell1, E1_IDLE);

  }


New function:

CommonEUTRA\EUTRA_RRCSteps.ttcn

	 function f_EUTRA_ModifySysinfoOnDisabledCell ( CellId_Type p_CellId,

                                                 template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now

                                                ) runs on EUTRA_PTC

  {

    var template (value) AllSiSchedul_Type v_SiSchedul;

    var EUTRA_CellSysInfo_Type  v_Sysinfo:= f_EUTRA_CellInfo_GetSYSINFO (p_CellId);  // Get SYSINFO to be sent

    var EUTRA_FDD_TDD_Mode_Type  v_EUTRA_FDD_TDD_Mode := f_EUTRA_CellInfo_GetFDD_TDD ( p_CellId );

    v_SiSchedul := f_EUTRA_SS_SetupSchedulingInfo(v_Sysinfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1, v_EUTRA_FDD_TDD_Mode);      /* derive SS's scheduling information from SIB1 */

    f_EUTRA_SS_CommonCellConfig(p_CellId,

                                cas_ModifySysinfo_Def_REQ( p_CellId,

                                                           p_TimingInfo,

                                                           v_SiSchedul,              /* scheduling of SIs */

                                                           v_Sysinfo.BCCH_Info,       /* system information to be scheduled */

                                                           f_EUTRA_CellInfo_GetDL_ChBandwidth (p_CellId)));

  }
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