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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions

	
	<Table rows skipped>
	
	
	
	
	
	

	8.2.4.16
	CA / RRC connection reconfiguration / Handover / Success / SCell addition
	Rel-10
	C136
	UEs supporting E-UTRA and Carrier Aggregation and Feature Group Indicator 13 and Feature Group Indicator 25 and Feature Group Indicator 112
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.4.17
	CA / RRC connection reconfiguration / Handover / Success / SCell becomes PCell
	Rel-10
	C135
	UEs supporting E-UTRA and Carrier Aggregation and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.2.4.18
	CA / RRC connection reconfiguration / Handover / Success / SCell release
	Rel-10
	C132
	UEs supporting E-UTRA and Carrier Aggregation
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.1.1
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A1
	Rel-8
	 R
	UEs supporting E-UTRA 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.1.2
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A2
	Rel-8
	 R
	UEs supporting E-UTRA 
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.3.1.3
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A3 (intra and inter-frequency measurements)
	Rel-8
	C10
	UEs supporting E-UTRA and Feature Group Indicator 25
	pc_eFDD
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	pc_eTDD
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