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	For UEs (non CA-capable UE and CA-capable UE) that is situated in the same macro cell coverage, the SIB combination to be broadcasted to these UEs should be the same. Hence, to setup SCell addition configuration in that macro cell, SIB 3 combination should be broadcasted to CA-capable UE. This implys that SIB 3 combination is also apply to non CA-capable UE.

However, SIB combination for intra-band Carrier Aggregation (CA) and inter-band CA is currently not define in clause 4.4.3.1.1 of TS 36.508.
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	The following text description was introduced in combination 3:

· Included E-UTRA FDD intra-band CA CCs cell scenario;

· Included E-UTRA FDD inter-band CA CCs cell scenario;

· Included E-UTRA TDD intra-band CA CCs cell scenario.
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<Start of new section>

4.4.3.1.1
Combinations of system information blocks

The combination of system information blocks required by a test case depends on the test case scenario. In this clause, the following combinations of system information blocks are defined.

Combination 1 is the default combination which applies to the following test case scenarios:

- E-UTRA FDD single cell scenario

- E-UTRA TDD single cell scenario

- E-UTRA FDD intra-frequency multi cell scenario

- E-UTRA TDD intra-frequency multi cell scenario
- E-UTRA FDD + E-UTRA TDD dual mode multi cell in different PLMN scenario

Editor’s Note: Different PLMN scenarios are intended for Roaming Scenarios only. Handover and Cell Reselection scenario configurations are FFS.
Combination 2 applies to the following test case scenarios:
- E-UTRA FDD intra-frequency multi cell scenario with neighbouring cell related information
- E-UTRA TDD intra-frequency multi cell scenario with neighbouring cell related information
Combination 3 applies to the following test case scenarios:
- E-UTRA FDD inter-frequency multi cell scenario

- E-UTRA TDD inter-frequency multi cell scenario

- E-UTRA FDD inter-band multi cell scenario

- E-UTRA TDD inter-band multi cell scenario
- E-UTRA FDD + E-UTRA TDD dual mode multi cell in single PLMN scenario
- E-UTRA FDD intra-band carrier aggregation component carriers cell scenario

- E-UTRA FDD inter-band carrier aggregation component carriers cell scenario

- E-UTRA TDD intra-band carrier aggregation component carriers cell scenario
Editor’s Note: Single PLMN scenarios are intended for Roaming Scenarios only. Handover and Cell Reselection scenario configurations are FFS.
…
<End of new section>
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