Page 1



3GPP TSG-RAN4 Meeting #63 
(
R4-122546
Prague, Czech, 21-25 May 2012
	CR-Form-v10

	CHANGE REQUEST

	

	(

	25.105
	CR
	284
	(

rev
	-
	(

Current version:
	a.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	Update to regional requirement table

	
	

	Source to WG:
(

	CATT

	Source to TSG:
(

	R4

	
	

	Work item code:
(

	TEI10
	
	Date: (

	2012-04-28

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	To ensure regional requirements table does not make reference to void claues


	
	

	Summary of change:
(

	Removal of four rows in table 4.1 which refer to void clauses 6.6.3.3.1, 6.6.3.3.2, 6.6.3.4.1 and 6.6.3.4.2.

Adding text in rows to align with clauses 6.6.3.2.1 and 6.6.3.2.2
Wording in 6.6.3.2.1 is reorgnized 


	
	

	Consequences if 
(

not approved:
	Regional requirements table is inconsistent.

	
	

	Clauses affected:
(

	4.3; 6.6.3.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	x
	
	 Test specifications
	TS25.142

	(show related CRs)
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


4.3
Regional requirements

Some requirements in TS 25.105 may only apply in certain regions. Table 4.1 lists all requirements that may be applied differently in different regions.

Table 4.1: List of regional requirements.

	Clause number
	Requirement
	Comments

	4.2
	Base station classes
	Only requirements for Wide Area Base Stations shall be applied as regional requirements in Japan.

	5.1
	General
	Only 3.84Mcps and 7.68Mcps TDD options are currently applicable in Japan

	5.2
	Frequency bands
	Some bands may be applied regionally.

	6.2.1
	Base station maximum output power
	In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the range of conditions defined as normal.

	6.6.2.1
	Spectrum emission mask
	The mask specified may be mandatory in certain regions. In other regions this mask may not be applied.

	6.6.3.1.1
	Spurious emissions (Category A)
	These requirements shall be met in cases where Category A limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [1], are applied.

	6.6.3.1.2
	Spurious emissions (Category B)
	These requirements shall be met in cases where Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329 [1], are applied.

	6.6.3.2.1
	Co-existence with GSM, DCS, UTRA and /or E-UTRA -Operation in the same geographic area
	This requirement may be applied for the protection of other BS or UE receivers when GSM, DCS, UTRA and/or E-UTRA BS are operating in the same geographic area with a UTRA TDD BS.

	6.6.3.2.2
	Co-existence with GSM, DCS, UTRA, and/or E-UTRA -
Co-located base stations
	This requirement may be applied for the protection of ohter BS receivers when GSM, DCS,  UTRA and/or E-UTRA BS are co-located with a UTRA TDD BS.

	
	
	

	
	
	

	
	
	

	
	
	

	6.6.3.5.1
	Co-existence with unsynchronized TDD - Operation in the same geographic area
	This requirement may be applied for the protection of UTRA-TDD BS receivers in same geographic areas in which unsynchronized TDD is deployed.

	6.6.3.5.2
	Co-existence with unsynchronized TDD -Co-located base stations
	This requirement may be applied for the protection of UTRA-TDD BS receivers when UTRA-TDD BS are unsynchronized co-located.

	6.6.3.6
	Co-existence with PHS
	This requirement may be applied for the protection of PHS in geographic areas in which both PHS and 3.84 Mcps and 7.68 Mcps UTRA TDD are deployed.

	7.5
	Blocking characteristic
	The requirement is applied according to what frequency bands in Clause 5.2 that are supported by the BS.

	7.5.1
	Blocking characteristic Co-location with GSM900 and/or DCS 1800
	This requirement may be applied for the protection of UTRA TDD BS receivers when UTRA TDD BS and GSM 900/DCS1800 BS are co-located.


<next changed scetion>
6.6.3.2
Co-existence with GSM, DCS, UTRA and/or E-UTRA
6.6.3.2.1
Operation in the same geographic area

These requirements may be applied for the protection of other UE and/or BS receivers when GSM DCS, UTRA and/or E-UTRA BS are operating in other frequency bands in the same geographical area with a UTRA TDD BS. 
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