Page 1



3GPP TSG-RAN WG4 Meeting #63
(
R4-122340
Prague, Czech Republic, 21 – 25 May, 2012

	CR-Form-v10

	CHANGE REQUEST

	

	(

	25.144
	CR
	34
	(

rev
	-
	(

Current version:
	11.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Clarification to TRP and TRS Requirements for LME and LEE UMTS Bands

	
	

	Source to WG:
(

	ZTE

	Source to TSG:
(

	R4

	
	

	Work item code:
(

	TEI11
	
	Date: (

	2012-05-21

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Include missing TRP and TRS requirements for LME and LEE UMTS release-independent band XIX

	
	

	Summary of change:
(

	TRP and TRS requirements are included for LME and LEE UMTS release-independent band XIX

	
	

	Consequences if 
(

not approved:
	TRP and TRS requirements for LME and LEE UMTS band XIX will remain incomplete

	
	

	Clauses affected:
(

	6.1.1.1, 7.2.1, B.2, B.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	TS 34.114

	(show related CRs)
	
	X
	 O&M Specifications
	 

	
	

	Other comments:
(

	


6
Transmitter Performance

6.1
Total Radiated Power

The average TRP of low, mid and high channel in beside head position shall be higher than minimum performance requirements for roaming bands shown in Table 5.2. The averaging shall be done in linear scale for the TRP results of both right and left side of the phantom head.
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Figure 6.1: Average TRP

In addition the minimum TRP of each measured channel in beside head position shall be higher than minimum performance requirements shown in the columns "Min".
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Figure 6.2: Minimum TRP

6.1.1
Minimum requirement for roaming bands

6.1.1.1
FDD

Minimum performance requirements for FDD roaming bands are shown in Table 6.1.

Table 6.1: TRP minimum performance requirement for FDD roaming bands in the speech position and the primary mechanical mode

	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Min
	Average
	Min
	Average
	Min

	I
	-
	-
	+15
	+13
	+15
	+13
	+13
	+11

	II
	-
	-
	+15
	+13
	+15
	+13
	+13
	+11

	III
	-
	-
	+15
	+13
	+15
	+13
	+13
	+11

	IV
	-
	-
	+15
	+13
	+15
	+13
	+13
	+11

	V
	-
	-
	+11
	+9
	+11
	+9
	+9
	+7

	VI
	-
	-
	+11
	+9
	+11
	+9
	+9
	+7

	VII
	-
	-
	+15
	+13
	+15
	+13
	+13
	+11

	VIII
	-
	-
	+12
	+10
	+12
	+10
	+10
	+8

	IX
	-
	-
	+15
	+13
	+15
	+13
	+13
	+11

	XIX
	-
	-
	+11.5
	+9.5
	+11.5
	+9.5
	+9.5
	+7.5

	NOTE: applicable for dual-mode GSM/UMTS.


6.1.1.2
GSM 

For GMSK in the speech position and the primary mechanical mode.

Table 6.2: TRP minimum performance requirement for GSM roaming bands in the speech position and the primary mechanical mode
	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 4
	Power Class 5

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	Average
	Min
	Average
	Min
	Average
	Min
	Average
	Min
	Average
	Min

	GSM 850
	
	
	
	
	
	
	19.5
	17.5
	
	

	GSM 900
	
	
	
	
	
	
	20.5
	18.5
	
	

	DCS 1800
	21
	19
	
	
	
	
	
	
	
	

	PCS 1900
	21
	19
	
	
	
	
	
	
	
	

	NOTE:
applicable for dual-mode GSM/UMTS.


6.1.1.3
UTRA LCR TDD

For URTA LCR TDD UE in the speech position and the primary mechanical mode, the TRP minimum performance requirements are listed in Table 6.3.
Table 6.3: TRP minimum performance requirement for UTRA LCR TDD roaming bands in the speech position and the primary mechanical mode
	Operating band 
	Power Class 1 
	Power Class 2 
	Power Class 3 
	Power Class 4 

	
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 

	
	Average 
	Min
	Average 
	Min
	Average 
	Min
	 Average 
	Min 

	a
	 －
	－
	+15
	+13 
	－
	－
	－
	－

	b
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	c
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	d
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	e
	 －
	－
	+15
	+13 
	－
	－
	－
	－

	f
	 －
	－
	+15
	+13 
	－
	－
	－
	－

	 Note: Applicable for dual-mode GSM/UTRA LCR TDD.


6.2
Total Radiated Power for LME/LEE
Requirements in this section are stated for free space configuration and are applicable to devices used in data transfer position such as laptop mounted equipment (LME) plug-in UEs and laptop embedded equipment (LEE) UEs.

The average TRP of low, mid and high channel shall be higher than minimum performance requirements for roaming bands shown in section 5.2. The averaging shall be done in linear scale for the TRP results.
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Figure 6.3: Average TRP

In addition the minimum TRP of each measured channel shall be higher than minimum performance requirements shown in the columns "Min".
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Figure 6.4: Minimum TRP
6.2.1
Minimum requirement for roaming bands
6.2.1.1
FDD

Minimum performance requirements for FDD roaming bands are shown in Table 6.4 and Table 6.5.
Table 6.4: TRP minimum performance requirement for LME devices in the data transfers position
	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Min
	Average
	Min
	Average
	Min

	I
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	II
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	III
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IV
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	V
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VI
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VII
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VIII
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IX
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	XIX
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	NOTE 1: Applicable for dual-mode GSM/UMTS.

NOTE 2: Applicable for USB plug-in devices.


Table 6.5: TRP minimum performance requirement for LEE devices in the data transfers position

	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Min
	Average
	Min
	Average
	Min

	I
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	II
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	III
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IV
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	V
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VI
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VII
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	VIII
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	IX
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	XIX
	-
	-
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	NOTE 1: Applicable for dual-mode GSM/UMTS.

NOTE 2: Applicable for notebook devices.


------------------------------------------ NEXT CHANGED SECTION -------------------------------------------------------
7
Receiver Performance

7.1
Total Radiated Sensitivity

The average TRS of low, mid and high channel in beside head position for 1% BER with 12.2kbps DL reference channel as defined in Annex C.3 of [2] shall be lower than minimum performance requirements for roaming bands shown in Table Y. The averaging shall be done in linear scale for the TRS results of both right and left side of the phantom head.
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Figure 7.1: Average TRS

In addition the minimum TRS of each measured channel in beside head position shall be better than minimum performance requirements for roaming bands shown in the columns "Min".
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Figure 7.2: Minimum TRS

7.2
Minimum requirement for roaming bands

7.2.1
FDD

Minimum performance requirements for FDD roaming bands are shown in Table 7.1. [The values in the tables are Îor with no interference.]

Table 7.1: TRS minimum requirements for FDD roaming bands in the speech position for the primary mechanical mode

	Operating Band
	Unit
	<REFÎor>

	
	
	Average
	Max

	I
	dBm/3.84 MHz
	-101
	-98

	II
	dBm/3.84 MHz
	-99
	-96

	III
	dBm/3.84 MHz
	-98
	-95

	IV
	dBm/3.84 MHz
	-101
	-98

	V
	dBm/3.84 MHz
	-96
	-93

	VI
	dBm/3.84 MHz
	-96
	-93

	VII
	dBm/3.84 MHz
	-99
	-96

	VIII
	dBm/3.84 MHz
	-96
	-93

	IX
	dBm/3.84 MHz
	-100
	-97

	XIX
	dBm/3.84 MHz
	-96
	-93

	NOTE 1
For Power Class 3, 3bis and 4 this shall be achieved at the maximum output power.

NOTE 2
For the UE which supports both Band III and Band IX operating frequencies, the reference level of TDB dBm TRS <REFÎor> [average and min] shall apply for Band IX. 
NOTE3 
Applicable for dual-mode GSM/UMTS.

NOTE 4    For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -98 dBm/3.84 MHz and max <REFÎor> level of -95 dBm/3.84 MHz shall apply for Band II.

NOTE 5    For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -100 dBm/3.84 MHz and max <REFÎor> level of -97 dBm/3.84 MHz shall apply for Band IV. 


7.2.2
GSM

Transmitted radiated sensitivity in the primary mechanical mode for TCH/FS at 2% class II (RBER) [3].

Table 7.2: TRS minimum requirements for FDD roaming bands in the speech position for the primary mechanical mode

	Operating Band
	Unit
	<REFÎor>

	
	
	Average
	Max

	GSM 850
	dBm
	-98
	-95

	GSM 900
	dBm
	-97
	-94

	DCS 1800
	dBm
	-99.5
	-96.5

	PCS 1900
	dBm
	-98.5
	-95.5

	NOTE 1:
For Power Class 1 and 4 this shall be achieved at the maximum output power.

NOTE2:
Applicable for dual-mode GSM/UMTS. 


Annexes are only to be used where appropriate.

7.2.3
UTRA LCR  TDD

For URTA LCR TDD UE in the speech position and the primary mechanical mode, the TRS minimum performance requirements are listed in Table 7.3.
Table 7.3: TRS minimum requirement for UTRA LCR TDD roaming bands in the speech position for the primary mechanical mode
	Operating Band 
	Unit 
	<REFÎor> 

	-
	-
	Average 
	Max 

	a
	dBm/1.28 MHz 
	-101
	-100

	b
	dBm/1.28 MHz
	TBD
	TBD

	c
	dBm/1.28 MHz
	TBD
	TBD

	d
	dBm/1.28 MHz
	TBD
	TBD

	e
	dBm/1.28 MHz
	-101
	-100

	f
	dBm/1.28 MHz
	-101
	-100

	Note: 
Applicable for dual-mode GSM/UTRA LCR TDD. 


7.3
Total Radiated Sensitivity for LME/LEE

Requirements in this section are stated for free space configuration and are applicable to devices used in data transfer position such as laptop mounted equipment (LME) plug-in UEs and laptop embedded equipment (LEE) UEs.

The average TRS of low, mid and high shall be lower than minimum performance requirements for roaming bands shown in section 5.2. The averaging shall be done in linear scale for the TRS results.
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Figure 7.3: Average TRS
In addition the maximum TRS of each measured channel shall be better than minimum performance requirements for bands shown in the columns "Min".
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Figure 7.4: Minimum TRS
7.3.1
Minimum requirement for roaming bands
7.3.1.1
FDD
Minimum performance requirements for FDD roaming bands are shown in Table 7.4 and Table 7.5. [The values in the tables are Îor with no interference.]
The average TRS in data transfer position for 1% BER with 12.2 kbps DL reference channel as defined in C.3 [2] shall be lower than minimum requirements for roaming bands shown in Table 7.4 and Table 7.5.

Table 7.4: TRS minimum requirements for LME devices in data transfer position
	Operating Band
	Unit
	<REFÎor>

	
	
	Average
	Max

	I
	dBm/3.84 MHz
	TBD
	TBD

	II
	dBm/3.84 MHz
	TBD
	TBD

	III
	dBm/3.84 MHz
	TBD
	TBD

	IV
	dBm/3.84 MHz
	TBD
	TBD

	V
	dBm/3.84 MHz
	TBD
	TBD

	VI
	dBm/3.84 MHz
	TBD
	TBD

	VII
	dBm/3.84 MHz
	TBD
	TBD

	VIII
	dBm/3.84 MHz
	TBD
	TBD

	IX
	dBm/3.84 MHz
	TBD
	TBD

	XIX
	dBm/3.84 MHz
	TBD
	TBD

	NOTE 1
For Power Class 3, 3bis and 4 this shall be achieved at the maximum output power.

NOTE 2 
Applicable for dual-mode GSM/UMTS.

NOTE 3 
Applicable for USB plug-in devices.


Table 7.5: TRS minimum requirements for LEE devices in data transfer position
	Operating Band
	Unit
	<REFÎor>

	
	
	Average
	Max

	I
	dBm/3.84 MHz
	TBD
	TBD

	II
	dBm/3.84 MHz
	TBD
	TBD

	III
	dBm/3.84 MHz
	TBD
	TBD

	IV
	dBm/3.84 MHz
	TBD
	TBD

	V
	dBm/3.84 MHz
	TBD
	TBD

	VI
	dBm/3.84 MHz
	TBD
	TBD

	VII
	dBm/3.84 MHz
	TBD
	TBD

	VIII
	dBm/3.84 MHz
	TBD
	TBD

	IX
	dBm/3.84 MHz
	TBD
	TBD

	XIX
	dBm/3.84 MHz
	TBD
	TBD

	NOTE 1
For Power Class 3, 3bis and 4 this shall be achieved at the maximum output power.

NOTE 2 
Applicable for dual-mode GSM/UMTS.

NOTE 3 
Applicable for notebook devices.


------------------------------------------ NEXT CHANGED SECTION -------------------------------------------------------
B.2

Total Radiated Power

The OTA performance for FDD, GSM and UTRA LCR TDD should be greater or equal than the recommended values shown in Tables B.1, B.1a, B.1b, B.2, B.2a, B.2b and B.3, B.3a, B.3b, respectively.

Table B.1: TRP recommended performance for FDD in the speech position and the primary mechanical mode.

	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Average
	Average

	I
	-
	-
	+18
	+18
	+16

	II
	-
	-
	+18
	+18
	+16

	III
	-
	-
	+18
	+18
	+16

	IV
	-
	-
	+18
	+18
	+16

	V
	-
	-
	+14
	+14
	+12

	VI
	-
	-
	+14.5
	+14.5
	+12.5

	VII
	-
	-
	+18
	+18
	+16

	VIII
	-
	-
	+15
	+15
	+13

	IX
	-
	-
	+18
	+18
	+16

	XIX
	-
	-
	+14.5
	+14.5
	+12.5

	NOTE: applicable for dual-mode GSM/UMTS.


Table B.1a: TRP recommended performance for FDD and LME devices in data transfer position
	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Average
	Average

	I
	-
	-
	TBD
	TBD
	TBD

	II
	-
	-
	TBD
	TBD
	TBD

	III
	-
	-
	TBD
	TBD
	TBD

	IV
	-
	-
	TBD
	TBD
	TBD

	V
	-
	-
	TBD
	TBD
	TBD

	VI
	-
	-
	TBD
	TBD
	TBD

	VII
	-
	-
	TBD
	TBD
	TBD

	VIII
	-
	-
	TBD
	TBD
	TBD

	IX
	-
	-
	TBD
	TBD
	TBD

	XIX
	-
	-
	TBD
	TBD
	TBD

	NOTE 1: Applicable for dual-mode GSM/UMTS.

NOTE 2: Applicable for USB plug-in devices.


Table B.1b: TRP recommended performance for FDD and LEE devices in data transfer position
	Operating band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)
	Power (dBm)

	
	
	
	Average
	Average
	Average

	I
	-
	-
	TBD
	TBD
	TBD

	II
	-
	-
	TBD
	TBD
	TBD

	III
	-
	-
	TBD
	TBD
	TBD

	IV
	-
	-
	TBD
	TBD
	TBD

	V
	-
	-
	TBD
	TBD
	TBD

	VI
	-
	-
	TBD
	TBD
	TBD

	VII
	-
	-
	TBD
	TBD
	TBD

	VIII
	-
	-
	TBD
	TBD
	TBD

	IX
	-
	-
	TBD
	TBD
	TBD

	XIX
	-
	-
	TBD
	TBD
	TBD

	NOTE 1: Applicable for dual-mode GSM/UMTS.

NOTE 2: Applicable for notebook devices.


------------------------------------------ NEXT CHANGED SECTION -------------------------------------------------------
B.3
Total Radiated Sensitivity

The OTA performance for FDD, GSM and UTRA LCR TDD should be lesser or equal than the recommended values shown in Tables B.4, B.4a, B.4b, B.5, B.5a, B.5b and B.6, B.6a, B.6b respectively.

Table B.4: TRS recommended performance for FDD in the speech position for the primary mechanical mode

	Operating Band
	Unit
	<REFÎor>

	
	
	Average

	I
	dBm/3.84 MHz
	-104

	II
	dBm/3.84 MHz
	-102

	III
	dBm/3.84 MHz
	-101

	IV
	dBm/3.84 MHz
	-104

	V
	dBm/3.84 MHz
	-99.5

	VI
	dBm/3.84 MHz
	-101

	VII
	dBm/3.84 MHz
	-102

	VIII
	dBm/3.84 MHz
	-100

	IX
	dBm/3.84 MHz
	-103

	XIX
	dBm/3.84 MHz
	-101

	NOTE 1:
For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -101 dBm/3.84 shall apply for Band II.

NOTE 2:
For the UE which supports DB-DC-HSDPA configuration 2, average <REFÎor> level of -103 dBm/3.84 MHz shall apply for Band IV.


Table B.4a: TRS recommended performance for FDD and LME devices in the data transfer position
	Operating Band
	Unit
	<REFÎor>

	
	
	Average

	I
	dBm/3.84 MHz
	TBD

	II
	dBm/3.84 MHz
	TBD

	III
	dBm/3.84 MHz
	TBD

	IV
	dBm/3.84 MHz
	TBD

	V
	dBm/3.84 MHz
	TBD

	VI
	dBm/3.84 MHz
	TBD

	VII
	dBm/3.84 MHz
	TBD

	VIII
	dBm/3.84 MHz
	TBD

	IX
	dBm/3.84 MHz
	TBD

	XIX
	dBm/3.84 MHz
	TBD

	NOTE 1: 
Applicable for USB plug-in devices.


Table B.4b: TRS recommended performance for FDD and LEE devices in the data transfer position
	Operating Band
	Unit
	<REFÎor>

	
	
	Average

	I
	dBm/3.84 MHz
	TBD

	II
	dBm/3.84 MHz
	TBD

	III
	dBm/3.84 MHz
	TBD

	IV
	dBm/3.84 MHz
	TBD

	V
	dBm/3.84 MHz
	TBD

	VI
	dBm/3.84 MHz
	TBD

	VII
	dBm/3.84 MHz
	TBD

	VIII
	dBm/3.84 MHz
	TBD

	IX
	dBm/3.84 MHz
	TBD

	XIX
	dBm/3.84 MHz
	TBD

	NOTE 1: 
Applicable for notebook devices.
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