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	SI/WI

	R2-122052
	Clarifications of the UE behaviours when initiating a cell update procedure for 1.28Mcps TDD
	Qualcomm Incorporated, Ericsson
	25.331
	4968
	-
	F
	REL-8
	RANimp-EnhState1.28TDD

	R2-122053
	Clarifications of the UE behaviours when initiating a cell update procedure for 1.28Mcps TDD
	Qualcomm Incorporated, Ericsson
	25.331
	4969
	-
	A
	REL-9
	RANimp-EnhState1.28TDD

	R2-122054
	Clarifications of the UE behaviours when initiating a cell update procedure for 1.28Mcps TDD
	Qualcomm Incorporated, Ericsson
	25.331
	4970
	-
	A
	REL-10
	RANimp-EnhState1.28TDD

	R2-122055
	Clarifications of the UE behaviours when initiating a cell update procedure for 1.28Mcps TDD
	Qualcomm Incorporated, Ericsson
	25.331
	4971
	-
	A
	REL-11
	RANimp-EnhState1.28TDD

	R2-122056
	Corrections on DSAC and PPAC
	Huawei, HiSilicon
	25.331
	4972
	-
	F
	REL-8
	PPACR

	R2-122057
	Corrections on DSAC and PPAC
	Huawei, HiSilicon
	25.331
	4973
	-
	A
	REL-9
	PPACR

	R2-122058
	Corrections on DSAC and PPAC
	Huawei, HiSilicon
	25.331
	4974
	-
	A
	REL-10
	PPACR

	R2-122059
	Corrections on DSAC and PPAC
	Huawei, HiSilicon
	25.331
	4975
	-
	A
	REL-11
	PPACR

	R2-122048
	Corrections regarding the UE behaviour on evaluating the variable HSPA_RNTI_STORED_CELL_PCH
	Qualcomm Incorporated, Broadcom Corporation
	25.331
	4964
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-122049
	Corrections regarding the UE behaviour on evaluating the variable HSPA_RNTI_STORED_CELL_PCH
	Qualcomm Incorporated, Broadcom Corporation
	25.331
	4965
	-
	A
	REL-9
	RANimp-UplinkEnhState

	R2-122050
	Corrections regarding the UE behaviour on evaluating the variable HSPA_RNTI_STORED_CELL_PCH
	Qualcomm Incorporated, Broadcom Corporation
	25.331
	4966
	-
	A
	REL-10
	RANimp-UplinkEnhState

	R2-122051
	Corrections regarding the UE behaviour on evaluating the variable HSPA_RNTI_STORED_CELL_PCH
	Qualcomm Incorporated, Broadcom Corporation
	25.331
	4967
	-
	A
	REL-11
	RANimp-UplinkEnhState

	R2-122029
	SI attachment during DCCH/DTCH EUL transmission in CELL_FACH state
	Ericsson, ST-Ericsson, Broadcom Corporation, ZTE
	25.321
	0755
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-122030
	SI attachment during DCCH/DTCH EUL transmission in CELL_FACH state
	Ericsson, ST-Ericsson, Broadcom Corporation, ZTE
	25.321
	0756
	-
	A
	REL-9
	RANimp-UplinkEnhState

	R2-122031
	SI attachment during DCCH/DTCH EUL transmission in CELL_FACH state
	Ericsson, ST-Ericsson, Broadcom Corporation, ZTE
	25.321
	0757
	-
	A
	REL-10
	RANimp-UplinkEnhState

	R2-122032
	SI attachment during DCCH/DTCH EUL transmission in CELL_FACH state
	Ericsson, ST-Ericsson, Broadcom Corporation, ZTE
	25.321
	0758
	-
	A
	REL-11
	RANimp-UplinkEnhState

	R2-122033
	Total E-DCH buffer size in case of CCCH transmission
	Ericsson, ST-Ericsson, ZTE
	25.321
	0759
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-122034
	Total E-DCH buffer size in case of CCCH transmission
	Ericsson, ST-Ericsson, ZTE
	25.321
	0760
	-
	A
	REL-9
	RANimp-UplinkEnhState

	R2-122035
	Total E-DCH buffer size in case of CCCH transmission
	Ericsson, ST-Ericsson, ZTE
	25.321
	0761
	-
	A
	REL-10
	RANimp-UplinkEnhState

	R2-122036
	Total E-DCH buffer size in case of CCCH transmission
	Ericsson, ST-Ericsson, ZTE
	25.321
	0762
	-
	A
	REL-11
	RANimp-UplinkEnhState
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