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1
Workplan related evaluation
1.1
History

	TSG meeting #
	TSG TDoc number of status report
	TSG Tdoc number of work/study item description sheet as approved by TSG (if any)
	overall level of completion as decided by TSG
	completion date
as decided by TSG

	53
	WI/SI started
	RP-111334
	0%
	September 2012

	54
	RP-111473
	
	8%
	September 2012

	55
	RP-120070
	
	30%
	September 2012

	56
	RP-120828
	
	70%
	September 2012

	
	
	
	
	


NOTE:
The table covers all TSG meetings from the start of the WI/SI.

1.2
Status at this TSG meeting
NOTE:
This status reflects the conclusion of the leading WG (e.g. achieved by email). In case there was no consensus a corresponding range has to be provided and reason for missing consensus has to be mentioned.

1.2.1
Estimated of the level of completion of the work/study item

Overall (mandatory to be provided):




85%

Per WG (optional information): 

RAN WG3

90%








RAN WG2:

80%

Additional comments:



1.2.2
Estimated completion date of the work/study item
The work/study item is planned to be 100% complete in:
December 2012

which is:
RAN #58
Additional comments:






Exception sheet is attached
2.
Technical status related evaluation
2.1
Detailed Progress report since last TSG meeting (for all involved WGs)
RAN3 #77 in Qingdao:

RAN3 has discussed and replied to SA2 LS regarding the contents of Handover Required message in [1].RAN3 clarifies that for inter-RAT PS HO, there is no restriction in the specification on whether or not to include PS bearer in the Source to Target transparent container. For intra-UMTS PS HO, the source RNC needs to place PS bearer in the container, and then the target RNC shall not create others bearers which do not exist in the container except the new PS bearer during rSRVCC handover.
An LS on IMS Information from SA2 asked RAN3 to evaluate whether the current AS solution is feasible for Rel-11 or if there is need to consider an alternative NAS solution. RAN3 replied in [2] that no significant difference between the AS and NAS solutions are seen from a RAN3 perspective, and current AS signalling solution is feasible. RAN3 does not see the need to introduce a new solution.
RAN3 discussed the way to recognize the rSRVCC handover. One option could be for the target RNC to ignore the CS bearer in the Source RNC to Target RNC Transparent Container IE when the source RNC sets the value of Number of Iu Instances to 1 according to rSRVCC HO Indication IE. Another option is explicit indication. Decision will be made in the next meeting.
For security handling, it was proposed to add NONCEmsc to the RELOCATION COMMAND message. It was also clarified that the target RNC shall use the key in the Integrity Protection Information IE and Encryption Information IE within the RELOCATION REQUEST message for intra-UTRAN rSRVCC handover. Some time for further checking was requested.
The draft CR [5] was discussed and updated according to companies’ comments. 
As RAN2 was still discussing on the security handling, RAN3’s progress was postponed.
RAN2 #79 in Qingdao:

For the LS from SA2 on evaluation of the new NAS solution for transferring IMS Information, there was an email discussion without conclusion, therefore the reply LS [8] was postponed.
RAN2 proposed to add two new UE capabilities to indicate the UE support for rSRVCC as follows, and the CR [9] was technically endorsed.
· SRVCC support from UTRA CS to UTRA PS HS
· SRVCC support from UTRA CS to E-UTRAN
RAN2 discussed the RRC handover messages for rSRVCC and concluded to reuse HANDOVER FROM UTRAN COMMAND message for the inter-RAT rSRVCC, and to reuse RADIO BEARER SETUP/CELL UPDATE CONFIRM messages for intra-RAT rSRVCC.

The TS 25.331 CR [10] was put into the email discussion to be technically endorsed. However there were concerns raised on security handling, thus the CR was not agreed and will be continued until next meeting.
2.2
List of completed elements (compare with open issues of last TSG)
RAN3:
· Agreed that the target RNC shall ignore the CS bearer in the Source RNC to Target RNC container during the CS to PS handover procedure.
· Agreed to add NONCEmsc to the RELOCATION COMMAND message and clarify that the target RNC shall use the key within the RELOCATION REQUEST message for intra-UTRAN rSRVCC handover.
RAN2:

· Agreed to introduce two new UE capabilities to indicate its support for rSRVCC.

· Agreed to reuse HANDOVER FROM UTRAN COMMAND message as handover message for inter-RAT rSRVCC and to reuse RADIO BEARER SETUP/CELL UPDATE CONFIRM messages for intra-RAT rSRVCC.
2.3
List of open issues
NOTE:
Usually this list is empty when the work/study item is 100% complete otherwise please justify why an open issue is not essential for the work/study item.

RAN2:
· Reply LS on “Notification of IMS Information for CS to PS SRVCC” [8] was not agreed after email discussion.
· Some concerns remain on security handling, therefore the CR in [10] was not agreed.
RAN3:

· Explicit indication or not added to signal rSRVCC.

· Further checking of the security aspect.
3.
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