3GPP TSG-WG5 Meeting #56 
(
R5-123999
Qingdao, China, 13th – 17th Aug 2012

	CR-Form-v10

	CHANGE REQUEST

	

	(

	36.521-3
	CR
	0626
	(

rev
	-
	(

Current version:
	10.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Adding clauses in TS36.521-3 with references for positioning test cases 

	
	

	Source to WG:
(

	CMCC, Ericsson, ST-Ericsson

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	LTE-UEConTest_RF
	
	Date: (

	2012-07-31

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Adding empty clauses for UE Rx – Tx time difference test cases and RSTD Measurement test cases with references to TS37.571-1 inorder to keep clause numbering aligned with TS36.133. 

	
	

	Summary of change:
(

	Added clauses 9.7 and 9.8 with references to TS 37.571-1

	
	

	Consequences if 
(

not approved:
	Risk for misunderstanding if clause numbers remains uneligned with TS36.133.

	
	

	Clauses affected:
(

	New 9.7, 9.8

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	R5-123999 is the final version of R5-123346 after 2 revisions.


2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 36.101: "E-UTRA UE radio transmission and reception".

[3]
ITU-R Recommendation SM.329-10, "Unwanted emissions in the spurious domain".

[4]
3GPP TS 36.133: "E-UTRA requirements for support of radio resource management".

[5]
3GPP TS 36.331: "E-UTRA Radio Resource Control (RRC): protocol specification".

[6]
3GPP TS 36.304: "E-UTRA UE procedures in idle mode". 

[7]
3GPP TS 36.508: “Common test environments for User Equipment (UE)". 

[8]
3GPP TS 36.213: "E-UTRA Physical layer procedures".

[9]
3GPP TS 36.211: "E-UTRA Physical Channels and Modulation".

[10]
3GPP TS 36.521-1: "User Equipment (UE) conformance specification Radio transmission and reception. Part 1: Conformance Testing". 

[11]
3GPP TS 36.321: "E-UTRA Medium Access Control (MAC): protocol specification".

[12]
3GPP TS 36.214: "E-UTRA Physical layer - Measurements".

[13]
3GPP TS 45.010: "Radio subsystem synchronization".

[14]
3GPP TS 36.306: "E-UTRA UE radio access capabilities".

[15]
3GPP TS 45.008: "Radio subsystem link control".

[16]
3GPP TS 45.005: "Radio transmission and reception"

[17]
3GPP2 C.S0033-B: “Recommended Minimum Performance Standards for cdma2000 High Rate Packet Data Access Terminal”.

[18]
3GPP2 C.S0024-B: “cdma2000 High Rate Packet Data Air Interface Specification”.

[19]
3GPP2 C.S0011-C: “Recommended Minimum Performance Standards for cdma2000 Spread Spectrum Mobile Stations”.. 

[20]
3GPP TR 36.903: "Derivation of test tolerances for Radio Resource Management (RRM) conformance tests ".

[21]
3GPP TS 25.133: "Requirements for Support of Radio Resource Management (FDD)".

[22]
3GPP TS 25.123: "Requirements for Support of Radio Resource Management (TDD)".

[23]
3GPP TS 36.521-2: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification; Radio transmission and reception; Part 2: Implementation Conformance Statement (ICS)".

[24]
3GPP TS 34.108: “UTRA Common test environments for User Equipment (UE)".
[XX]
3GPP TS 37.571-1: User Equipment (UE) conformance specification for UE positioning;
Part 1: Conformance test specification
< Many rows skipped >

	GSM band
	BCCH1
	BCCH2
	BCCH3
	BCCH4
	BCCH5
	BCCH6

	GSM 450
	276
	293
	264
	269
	281
	288

	GSM 480
	323
	340
	311
	316
	328
	335

	GSM 750
	475
	511
	440
	455
	485
	500

	GSM 850
	189
	251
	150
	170
	210
	230

	GSM 900
	62
	124
	20
	40
	80
	100

	DCS 1800
	700
	885
	585
	660
	790
	835

	PCS 1900 
	700
	805
	585
	660
	790
	550

	Note: As defined in clause 3A.1, the test shall run without frequency overlapping between E-UTRA and GSM cells. The ARFCN numbers defined here, can be updated  accordingly (even E-UTRA band specific) to avoid possible overlapping.


Table 9.6.2.5-4: GSM Carrier RSSI absolute accuracy requirements for the reported values

	Sub-test
	Normal
	TL/VL & TH/VH

	
	Lowest reported value for BCCH1
	Highest reported value for BCCH1
	Lowest reported value for BCCH1
	Highest reported value for BCCH1

	1
	RXLEV_62
	RXLEV_63
	RXLEV_62
	RXLEV_63

	2
	RXLEV_55
	RXLEV_63
	RXLEV_55
	RXLEV_63

	3
	RXLEV_35
	RXLEV_45
	RXLEV_33
	RXLEV_47

	4
	RXLEV_0
	RXLEV_6
	RXLEV_0
	RXLEV_8

	5
	RXLEV_46
	RXLEV_60
	RXLEV_44
	RXLEV_62

	6
	RXLEV_39
	RXLEV_53
	RXLEV_37
	RXLEV_55

	7
	RXLEV_34
	RXLEV_44
	RXLEV_32
	RXLEV_46

	8
	RXLEV_27
	RXLEV_37
	RXLEV_25
	RXLEV_39

	9
	RXLEV_20
	RXLEV_30
	RXLEV_18
	RXLEV_32

	10
	RXLEV_13
	RXLEV_23
	RXLEV_11
	RXLEV_25

	11
	RXLEV_6
	RXLEV_16
	RXLEV_4
	RXLEV_18

	12
	RXLEV_0
	RXLEV_9
	RXLEV_0
	RXLEV_11

	Note: It is not mandatory for the UE to report BCCH1 in step 12


For the test to pass, the ratio of successful reported values in each sub-test shall be more than 90% with a confidence level of 95%.

9.7
UE Rx – Tx Time Difference
Editor’s note: The UE Rx – Tx Time difference test cases can be found in TS 37.571-1 [XX]
9.8
RSTD Measurements Accuracy
Editor’s note: The RSTD Time difference test cases can be found in TS 37.571-1 [XX]
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