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<< Unchanged sections omitted >>
5.1.2.1
Standard TDD reference test frequencies (3.84 Mcps option)

	Test Frequency ID
	Band a
	Band b
	Band c

	
	UARFCN
	Frequency (UL and DL)
	UARFCN
	Frequency (UL and DL)
	UARFCN
	Frequency (UL and DL)

	Low Range
	9 513
	1 902.6 MHz
	9 263
	1 852.6 MHz
	9 563
	1 912.6 MHz

	Mid Range
	9 550
	1 910 MHz
	9 400
	1 880 MHz
	9 600
	1 920 MHz

	High Range
	9 587
	1 917.4 MHz
	9 537
	1 907.4 MHz
	9 637
	1 927.4 MHz

	Low Range
	10 063
	2 012.6 MHz
	9 663
	1 932.6 MHz
	
	

	Mid Range
	10 087
	2 017.4 MHz
	9 800
	1 960 MHz
	
	

	High Range
	10 112
	2 022.4 MHz
	9 937
	1 987.4 MHz
	
	


5.1.2.2
Standard TDD reference test frequencies (1.28 Mcps option)

	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	Test Frequency ID
	Band a
	Band b
	Band c

	
	UARFCN
	Frequency (UL and DL)
	UARFCN
	Frequency (UL and DL)
	UARFCN
	Frequency (UL and DL)

	Low Range
	9504
	1900.8 MHz
	9254
	1850.8 MHz
	9554
	1910.8 MHz

	Mid Range
	9550
	1910 MHz
	9400
	1880 MHz
	9600
	1920 MHz

	High Range
	9596
	1919.2 MHz
	9546
	1909.2 MHz
	9646
	1929.2 MHz

	Low Range
	10054
	2010.8 MHz
	9654
	1930.8 MHz
	
	

	Mid Range
	10087
	2017.4 MHz
	9800
	1960 MHz
	
	

	High Range
	10121
	2024.2 MHz
	9946
	1989.2 MHz
	
	


	Test Frequency ID
	Band d
	Band e
	Band f

	
	UARFCN
	Frequency (UL and DL)
	UARFCN
	Frequency (UL and DL)
	UARFCN
	Frequency (UL and DL)

	Low Range
	12854
	2570.8 MHz
	11504
	2300.8 MHz
	9404
	1880.8 MHz

	Mid Range
	12950
	2595 MHz
	11750
	2350 MHz
	9500
	1900 MHz

	High Range
	13096
	2619.2 MHz
	11996
	2399.2 MHz
	9596
	1919.2 MHz

	Low Range
	
	
	
	
	
	

	Mid Range
	
	
	
	
	
	

	High Range
	
	
	
	
	
	


NOTE:
In China, Band a only includes 2010 - 2025 MHz for 1.28 Mcps TDD option.
5.1.2.3
Standard TDD reference test frequencies (7.68 Mcps option)

	Test Frequency ID
	Band a
	Band b
	Band c

	
	UARFCN
	Frequency (UL and DL)
	UARFCN
	Frequency (UL and DL)
	UARFCN
	Frequency (UL and DL)

	Low Range
	9 513
	1 905 MHz
	9 275
	1 855 MHz
	9 575
	1 915 MHz

	Mid Range
	9 550
	1 910 MHz
	9 400
	1 880 MHz
	9 600
	1 920 MHz

	High Range
	9 575
	1 915 MHz
	9 525
	1 905 MHz
	9 625
	1 925 MHz

	Low Range
	10 075
	2 015 MHz
	9 675
	1 935 MHz
	
	

	Mid Range
	10 087
	2 017.4 MHz
	9 800
	1 960 MHz
	
	

	High Range
	10 100
	2 020 MHz
	9 925
	1 985 MHz
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