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7.7.2
Scheduling information

The maximum number of resource blocks as defined in table 7.7.2-1 are used to broadcast the system information.

Table 7.7.2-1: Maximum number of resource blocks

	
	Maximum number of resource blocks assigned

	SIB1
	4

	for all SIs
	4


The subframe offset values used for SI messages are according to table 7.7.2-2.

Table 7.7.2-2: SubframeOffset values

	Scheduling Information No.
Acc to TS 36.508 [3], clause 4.4.3.1.2
	subframeOffset (FDD)
	subframeOffset (TDD)

	SI1
	1
	4

	SI2
	1
	4

	SI3
	3
	9

	SI4
	7
	9

	SI5
	7
	9


All System Information messages are sent only once within the SI-window.

Table 7.7.2-3 (FDD) and 7.7.2-4(TDD) give the SFN's and subframe numbers in which the MIB, SI1, SI2, SI3, SI4 & SI5 are actually scheduled as per default parameters for si-WindowLength(20sf), periodicity for SI1(16), SI2(32), SI3(64) , SI4(64) and SI5(64) for bandwidths 5/10/15/20 MHz defined in TS 36.508 [3]:

Table 7.7.2-3: System Information Scheduling (FDD)

	SFN\SUBFrame
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	0
	MIB
	SI1
	
	 
	
	SIB1
	
	 
	
	

	1
	MIB
	 
	
	 
	
	 
	
	 
	
	

	2
	MIB
	SI2
	
	 
	
	SIB1
	
	 
	
	

	3
	MIB
	 
	
	 
	
	 
	
	 
	
	

	4
	MIB
	 
	
	SI3
	
	SIB1
	
	 
	
	

	5
	MIB
	 
	
	
	
	 
	
	 
	
	

	6
	MIB
	 
	
	
	
	SIB1
	
	SI4
	
	

	7
	MIB
	 
	
	
	
	 
	
	
	
	

	8
	MIB
	 
	
	
	
	SIB1
	
	SI5
	
	

	9
	MIB
	 
	
	
	
	 
	
	
	
	

	10
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	11
	MIB
	 
	
	
	
	 
	
	
	
	

	12
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	13
	MIB
	 
	
	
	
	 
	
	
	
	

	14
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	15
	MIB
	 
	
	
	
	 
	
	
	
	

	16
	MIB
	SI1
	
	
	
	SIB1
	
	
	
	

	17
	MIB
	 
	
	
	
	 
	
	
	
	

	18
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	19
	MIB
	 
	
	
	
	 
	
	
	
	

	20
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	21
	MIB
	 
	
	
	
	 
	
	
	
	

	22
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	23
	MIB
	 
	
	
	
	 
	
	
	
	

	24
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	25
	MIB
	 
	
	
	
	 
	
	
	
	

	26
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	27
	MIB
	 
	
	
	
	 
	
	
	
	

	28
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	29
	MIB
	 
	
	
	
	 
	
	
	
	

	30
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	31
	MIB
	 
	
	
	
	 
	
	
	
	

	32
	MIB
	SI1
	
	
	
	SIB1
	
	
	
	

	33
	MIB
	 
	
	
	
	 
	
	
	
	

	34
	MIB
	SI2
	
	
	
	SIB1
	
	
	
	

	35
	MIB
	 
	
	
	
	 
	
	
	
	

	36
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	37
	MIB
	 
	
	
	
	 
	
	
	
	

	38
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	39
	MIB
	 
	
	
	
	 
	
	
	
	

	40
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	41
	MIB
	 
	
	
	
	 
	
	
	
	

	42
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	43
	MIB
	 
	
	
	
	 
	
	
	
	

	44
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	45
	MIB
	 
	
	
	
	 
	
	
	
	

	46
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	47
	MIB
	 
	
	
	
	 
	
	
	
	

	48
	MIB
	SI1
	
	
	
	SIB1
	
	
	
	

	49
	MIB
	 
	
	
	
	 
	
	
	
	

	50
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	51
	MIB
	 
	
	
	
	 
	
	
	
	

	52
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	53
	MIB
	 
	
	
	
	 
	
	
	
	

	54
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	55
	MIB
	 
	
	
	
	 
	
	
	
	

	56
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	57
	MIB
	 
	
	
	
	 
	
	
	
	

	58
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	59
	MIB
	 
	
	
	
	 
	
	
	
	

	60
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	61
	MIB
	 
	
	
	
	 
	
	
	
	

	62
	MIB
	 
	
	
	
	SIB1
	
	
	
	

	63
	MIB
	 
	
	
	
	 
	
	
	
	

	64
	MIB
	SI1
	
	
	
	SIB1
	
	
	
	

	65
	MIB
	 
	
	
	
	 
	
	
	
	

	66
	MIB
	SI2
	
	
	
	SIB1
	
	
	
	

	67
	MIB
	
	
	
	
	 
	
	
	
	

	68
	MIB
	
	
	SI3
	
	SIB1
	
	
	
	

	69
	MIB
	
	
	
	
	 
	
	
	
	

	70
	MIB
	
	
	
	
	SIB1
	
	SI4
	
	

	71
	MIB
	
	
	
	
	 
	
	 
	
	

	72
	MIB
	
	
	
	
	SIB1
	
	 SI5
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