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	Reason for change:
(

	 As per "Table 9.2.15/3GPP TS 24.008: LOCATION UPDATING ACCEPT" in 24.008, IE "Mobile Identity" shall be TLV inside LOCATION UPDATE ACCEPT message and IEI value of IE "Mobile Identity" shall be '17'O but, in the "f_UTRAN_LocationUpdate_WithoutLAUReq" function, setting IEI value to '13'O.

	
	

	Summary of change:
(

	Changed "v_MobileIdIMSI.iei := '13'O" to "v_MobileIdIMSI.iei := '17'O" inside "f_UTRAN_LocationUpdate_WithoutLAUReq" function.

	
	

	Consequences if 
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not approved:
	A conformant UE will fail the test case
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 Change 1
	Reason for change
	As per "Table 9.2.15/3GPP TS 24.008: LOCATION UPDATING ACCEPT" in 24.008, IE "Mobile Identity" shall be TLV inside LOCATION UPDATE ACCEPT message and IEI value of IE "Mobile Identity" shall be '17'O but, in the "f_UTRAN_LocationUpdate_WithoutLAUReq" function, setting IEI value to '13'O.

	Summary of change
	Changed "v_MobileIdIMSI.iei := '13'O" to "v_MobileIdIMSI.iei := '17'O" inside "f_UTRAN_LocationUpdate_WithoutLAUReq" function.

	Source of change
	UTRAN_CommonFunctions.ttcn


Before change:

	    function f_UTRAN_LocationUpdate_WithoutLAUReq( UTRAN_CellId_Type p_CellId,

                                                 START_Value p_START_Value := '00000000000000000000'B,

                                                 boolean p_DoAuth := false,

                                                 LOCATION_UPDATE_ACCEPT_TYPE p_LocAcceptType := TMSI) runs on UTRAN_PTC

  {
var octetstring v_PLMN := f_U_Asn2Nas_PlmnId(f_UTRAN_CellInfo_GetPLMNIdentity(p_CellId));

    var octetstring v_LAC := f_UTRAN_CellInfo_GetLAC(p_CellId);

    var boolean v_NewKeyFlag := false;//No new key generation

    var UTRAN_SecurityInfo_Type v_SecurityInfo := f_UTRAN_Security_Get();

    var template (value) MobileIdentity v_MobileIdIMSI := f_Imsi2MobileIdentity(px_IMSI_Def);

    v_MobileIdIMSI.iei := '13'O; // Need to include iei in LUAccept, but function returns without iei
….

…

}


After change:

	    function f_UTRAN_LocationUpdate_WithoutLAUReq( UTRAN_CellId_Type p_CellId,

                                                 START_Value p_START_Value := '00000000000000000000'B,

                                                 boolean p_DoAuth := false,

                                                 LOCATION_UPDATE_ACCEPT_TYPE p_LocAcceptType := TMSI) runs on UTRAN_PTC

  {
var octetstring v_PLMN := f_U_Asn2Nas_PlmnId(f_UTRAN_CellInfo_GetPLMNIdentity(p_CellId));

    var octetstring v_LAC := f_UTRAN_CellInfo_GetLAC(p_CellId);

    var boolean v_NewKeyFlag := false;//No new key generation

    var UTRAN_SecurityInfo_Type v_SecurityInfo := f_UTRAN_Security_Get();

    var template (value) MobileIdentity v_MobileIdIMSI := f_Imsi2MobileIdentity(px_IMSI_Def);

    v_MobileIdIMSI.iei := '17'O; // Need to include iei in LUAccept, but function returns without iei
…..

….

}
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