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6.6.3.3.3.8
Minimum requirement (network signalled value "NS_15")

When "NS 15" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.8-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1.3-1 from the edge of the channel bandwidth.

Table 6.6.3.3.3.8-1: Additional requirements

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth
	Note

	
	1.4, 3, 5, 10, 15 MHz
	
	

	851 ≤ f ≤ 859
	-53
	6.25 kHz
	1

	NOTE 1:
The emissions measurement shall be sufficiently power averaged to ensure standard deviation < 0.5 dB.


6.6.3.3.3.9
Minimum requirement (network signalled value "NS_16")

FFS
6.6.3.3.3.10
Minimum requirement (network signalled value "NS_17")

When “NS_17” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.3.10-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.3.3.10-1 from the edge of the channel bandwidth.

Table 6.6.3.3.3.10-1: Additional requirements 

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 
	Note

	
	5, 10 MHz
	
	

	470 ≤ f ≤ 710
	-26.2
	6 MHz
	1

	NOTE 1:
Applicable when the assigned E-UTRA carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.


6.6.3.3.3.11
Minimum requirement (network signalled value "NS_18")

When “NS_18” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.3.11-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.3.3.11-1 from the edge of the channel bandwidth.

Table 6.6.3.3.3.11-1: Additional requirements 

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 
	Note

	
	5, 10, 15, 20 MHz
	
	

	692-698
	-26.2
	6 MHz
	


<<Unchanged sections omitted>>
Table 6.6.3.3.4.1-8: Test Configuration Table (network signalled value "NS_15")

	Initial Conditions

	Test Environment
	NC

	(as specified in TS 36.508 [7] subclause 4.1)
	

	Test Frequencies
	For 1.4 MHz and 3 MHz Channel Bandwidth: High range

For 5 MHz, 10 MHz and 15 MHz Channel Bandwidth: Low range, high range (according to notes 2 and 3 defined below)

	(as specified in TS36.508 [7] subclause 4.3.1)
	

	Test Channel Bandwidths
	1.4 MHz, 3 MHz, 5 MHz, 10 MHz, 15 MHz

	(as specified in TS 36.508 [7] subclause 4.3.1)
	

	Test Parameters for Channel Bandwidths

	
	
	Downlink Configuration
	Uplink Configuration

	Test Number
	Ch BW
	Mod'n
	RB allocation
	Mod'n
	RB allocation FDD
	RBstart FDD

	1
(Note 3)
	1.4 MHz
	N/A for Additional Spurious Emissions testing
	QPSK
	3
	2

	2
(Note 3)
	1.4 MHz
	
	QPSK
	4
	1

	3
(Note 3)
	1.4 MHz
	
	16QAM
	5
	1

	4
(Note 3)
	3 MHz
	
	QPSK
	1
	0

	5
(Note 3)
	3 MHz
	
	QPSK
	10
	2

	6
(Note 3)
	3 MHz
	
	QPSK
	15
	0

	7
(Note 3)
	3 MHz
	
	16QAM
	15
	0

	8
(Note 3)
	5 MHz
	
	QPSK
	1
	0

	9
(Note 3)
	5 MHz
	
	QPSK
	15
	0

	10
(Note 3)
	5 MHz
	
	QPSK
	18
	0

	11
(Note 3)
	5 MHz
	
	QPSK
	25
	0

	12
(Note 3)
	5 MHz
	
	16QAM
	25
	0

	13
(Note 2)
	5 MHz
	
	QPSK
	20
	0

	14
(Note 2)
	5 MHz
	
	16QAM
	25
	0

	15
(Note 3)
	10 MHz
	
	QPSK
	1
	0

	16
(Note 3)
	10 MHz
	
	QPSK
	25
	0

	17
(Note 3)
	10 MHz
	
	QPSK
	36
	0

	18
(Note 3)
	10 MHz
	
	QPSK
	50
	0

	19
(Note 3)
	10 MHz
	
	QPSK
	1
	49

	20
(Note 1, 3)
	10 MHz
	
	16QAM
	50
	0

	21
(Note 2)
	10 MHz
	
	QPSK
	1
	0

	22
(Note 2)
	10 MHz
	
	QPSK
	30
	0

	23
(Note 2)
	10 MHz
	
	QPSK
	40
	0

	24
(Note 2)
	10 MHz
	
	QPSK
	50
	0

	25
(Note 1, 2)
	10 MHz
	
	16QAM
	50
	0

	26
(Note 3)
	15 MHz
	
	QPSK
	1
	0

	27
(Note 3)
	15 MHz
	
	QPSK
	36
	0

	28
(Note 3)
	15 MHz
	
	QPSK
	50
	0

	29
(Note 3)
	15 MHz
	
	QPSK
	75
	0

	30
(Note 1, 3)
	15 MHz
	
	16QAM
	75
	0

	31
(Note 2)
	15 MHz
	
	QPSK
	1
	0

	32
(Note 2)
	15 MHz
	
	QPSK
	50
	0

	33
(Note 2)
	15 MHz
	
	QPSK
	50
	10

	34
(Note 2)
	15 MHz
	
	QPSK
	75
	0

	35
(Note 1, 2)
	15 MHz
	
	16QAM
	75
	0

	Note 1: Applies only for UE-Categories ≥2.
Note 2: Applicable only to low range frequency testing

Note 3: Applicable only to high range frequency testing


Table 6.6.3.3.4.1-9: Test Configuration Table (network signalled value "NS_16")

FFS
Table 6.6.3.3.4.1-10: Test Configuration Table (network signalled value "NS_17")
	Initial Conditions

	Test Environment as specified inTS 36.508[7] subclause 4.1
	Normal 

	Test Frequencies as specified inTS36.508 [7] subclause 4.3.1
	Low range

	Test Channel Bandwidths as specified inTS 36.508 [7] subclause 4.3.1
	5MHz, 10MHz

	
	

	Test Parameters for Channel Bandwidths

	　
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod'n
	RB allocation
	Mod'n
	RB allocation

	　
	　
	FDD
	TDD
	　
	FDD
	TDD

	5MHz
	N/A for Additional Spurious Emissions testing
	QPSK
	1
	N/A

	5MHz
	
	QPSK 
	8
	

	5MHz
	
	QPSK 
	25
	

	5MHz
	
	16QAM
	25
(Note 3)
	

	10MHz
	
	QPSK
	1
	

	10MHz
	
	QPSK 
	12
	

	10MHz
	
	QPSK 
	50
	

	10MHz
	
	16QAM
	50
(Note 3)
	

	Note 1: The 1 RB allocation shall be tested at both RB #0 and RB #max.
Note 2: The RBstart of partial RB allocation shall be RB# 0 and RB# (max +1 - RB allocation) of the channel bandwidth.
Note 3: Applies only for UE-Categories ≥2.


Table 6.6.3.3.4.1-11: Test Configuration Table (network signalled value "NS_18")

	Initial Conditions

	Test Environment as specified inTS 36.508[7] subclause 4.1
	Normal 

	Test Frequencies as specified inTS36.508 [7] subclause 4.3.1
	Low range

	Test Channel Bandwidths as specified inTS 36.508 [7] subclause 4.3.1
	10MHz, 15MHz, 20MHz

	
	

	Test Parameters for Channel Bandwidths

	　
	Downlink Configuration
	Uplink Configuration

	Ch BW
	Mod'n
	RB allocation
	Mod'n
	RB allocation

	　
	　
	FDD
	TDD
	　
	FDD
	TDD

	10MHz
	N/A for Additional Spurious Emissions testing
	QPSK
	1
	N/A

	10MHz
	
	QPSK 
	12
	

	10MHz
	
	QPSK 
	50
	

	10MHz
	
	16QAM
	50
(Note 3)
	

	15MHz
	
	QPSK
	1
	

	15MHz
	
	QPSK 
	16
	

	15MHz
	
	QPSK 
	75
	

	15MHz
	
	16QAM
	75
(Note 3)
	

	20MHz
	
	QPSK
	1
	

	20MHz
	
	QPSK 
	18
	

	20MHz
	
	QPSK 
	100
	

	20MHz
	
	16QAM
	100
(Note 3)
	

	Note 1: The 1 RB allocation shall be tested at both RB #0 and RB #max.
Note 2: The RBstart of partial RB allocation shall be RB# 0 and RB# (max +1 - RB allocation) of the channel bandwidth.
Note 3: Applies only for UE-Categories ≥2.


1.
Connect the SS to the UE to the UE antenna connectors as shown in Figure TS 36.508 [7] Annex A, Figure A.3.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C0, C.1 and C.3.0, and uplink signals according to Annex H.1 and H.3.0.

4.
The UL Reference Measurement channels are set according to Table 6.6.3.3.4.1-1, Table 6.6.3.3.4.1-2 or Table 6.6.3.3.4.1-3 depending on network signal value.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 6.6.3.3.4.3.
<<Unchanged sections omitted>>
6.6.3.3.4.3.8
Message contents exceptions (network signalled value "NS_15")

1.
Information element additionalSpectrumEmission is set to NS_15. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 6.6.3.3.4.3.8-1: SystemInformationBlockType2 :Additional spurious emissions test requirement for "NS_15"
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	15 (NS_15)
	
	


6.6.3.3.4.3.9
Message contents exceptions (network signalled value "NS_16")

FFS

6.6.3.3.4.3.10
Message contents exceptions (network signalled value "NS_17")

1.
Information element additionalSpectrumEmission is set to NS_17. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 6.6.3.3.4.3.10-1: SystemInformationBlockType2 :Additional spurious emissions test requirement for "NS_17"
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	17 (NS_17)
	
	


6.6.3.3.4.3.11
Message contents exceptions (network signalled value "NS_18")

1.
Information element additionalSpectrumEmission is set to NS_18. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 6.6.3.3.4.3.10-1: SystemInformationBlockType2 :Additional spurious emissions test requirement for "NS_18"
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	    additionalSpectrumEmission
	18 (NS_18)
	
	


<<Unchanged sections omitted>>
6.6.3.3.5.8
Test requirement (network signalled value "NS_15")

When "NS 15" is indicated in the cell:

the measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements in Table 6.2.4.5-15 as appropriate,

and

-
the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.5.8-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1.3-1 from the edge of the channel bandwidth.

Table 6.6.3.3.5.8-1: Additional requirements

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 
	Note

	
	1.4, 3, 5, 10, 15 MHz
	
	

	851 ≤ f ≤ 859
	-53
	6.25 kHz
	


6.6.3.3.5.9
Test requirement (network signalled value "NS_16")

FFS
6.6.3.3.5.10
Test requirement (network signalled value "NS_17")

When "NS 17" is indicated in the cell:

the measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements in Table 6.2.4.5-17 as appropriate,

and

-
the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.5.10-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1.3-1 from the edge of the channel bandwidth.

Table 6.6.3.3.5.10-1: Additional requirements 

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 
	Note

	
	5, 10 MHz
	
	

	470 ≤ f ≤ 710
	-26.2
	6 MHz
	1

	NOTE 1:
Applicable when the assigned E-UTRA carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.


6.6.3.3.5.11
Test requirement (network signalled value "NS_18")

When "NS 18" is indicated in the cell:

the measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements in Table 6.2.4.5-18 as appropriate,

and

-
the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.5.11-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1.3-1 from the edge of the channel bandwidth.

Table 6.6.3.3.5.11-1: Additional requirements 

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 
	Note

	
	5, 10, 15, 20 MHz
	
	

	692-698
	-26.2
	6 MHz
	


<<Unchanged sections omitted>>
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