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1.1 Change 1
	Object name 
	tc_6_1_2_1

	Reason for change
	As per 3GPP TS 24.008 section 10.5.1.12.2, for CN Domain “CS only”, the ATT flag bit is set for any Cell as in IE “CN domain specific GSM-MAP NAS system information” and broadcasted in SIB1.
In TC 6.1.2.1, Cell-B and Cell-D are created with ATT flag as Off and at test step h, a CS only device who is attached to Cell-B will not perform the IMSI Detach and thus will fail the test case.

	Summary of change
	In local function lt_InitVariables Nr 45 and Nr 46, ATT flag for Cell B and Cell D are corrected to make it “tsc_AttOn”.

	Source of change
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1.2 Change 2
	Object name 
	tc_6_1_2_1a

	Reason for change
	As per 3GPP TS 24.008 section 10.5.1.12.2, for CN Domain “CS only”, the ATT flag bit is set for any Cell as in IE “CN domain specific GSM-MAP NAS system information” and broadcasted in SIB1.
In TC 6.1.2.1a, Cell-B and Cell-D are created with ATT flag as Off and at test step h, a CS only device who is attached to Cell-B will not perform the IMSI Detach and thus will fail the test case.

	Summary of change
	In local function lt_InitVariables Nr 46 and Nr 47, ATT flag for Cell B and Cell D are corrected to make it “tsc_AttOn”.

	Source of change
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