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<Change #1>
4.2.2.10
Reselection to CSG cells
--- UNCHANGED TEXT ---
4.2.2.10.1
Reselection from a non CSG to an inter-frequency CSG cell

The UE shall perform search and reselection to an allowed inter-frequency CSG cell that has met CSG reselection criterion defined in [1] and that is in its whitelist, within 6 minutes in the conditions shown in table 4.2.2.10.1-1. There is no need for statistical testing of this requirement.

Table 4.2.2.10.1-1: Parameters for CSG inter-frequency reselection

	Parameter
	Unit
	Cell 1
	Cell 2

	EARFCN Note1
	
	Channel 1
	Channel 2

	CSG indicator
	
	False
	True

	Physical cell identityNote1
	
	1
	2

	CSG identity
	
	Not sent
	Sent

(Already stored in UE whitelist from previous visit)

	Propagation conditions
	
	Static, non multipath

	CSG cell previously visited by UE
	
	Yes

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	Qrxlevmin
	   dBm
	-140
	-140
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	dBm/15 kHz
	Off

	RSRP Note2
	dBm/15 KHz
	-110
	-110

	Note 1:
For this requirement to be applicable, the EARFCN and physical cell identity for cell 1 and cell 2 shall be unchanged from when the CSG cell was visited previously

Note 2:
Chosen to ensure that CSG autonomous search has a high probability of success on every attempt made by UE


4.2.2.10.2
Reselection from a non CSG to an inter-RAT UTRAN FDD CSG cell

The UE shall perform search and reselection to an allowed inter-RAT UTRAN FDD CSG cell that has met CSG reselection criterion defined in [1] and that is in its whitelist, within 6 minutes in the conditions shown in table 4.2.2.10.2-1. There is no need for statistical testing of this requirement.

Table 4.2.2.10.2-1: Parameters for CSG inter-RAT UTRAN FDD reselection

	Parameter
	Unit
	Cell 1
	Cell 2

	EARFCN Note1
	
	Channel 1
	N/A

	UARFCN Note1
	
	N/A
	Channel 2

	CSG indicator
	
	False
	True

	Physical cell identityNote1
	
	1
	N/A

	Primary scrambling code Note1
	
	N/A
	Scrambling code 2

	CSG identity
	
	Not sent
	Sent

(Already stored in UE whitelist from previous visit)

	Propagation conditions
	
	Static, non multipath

	CSG cell previously visited by UE
	
	Yes

	PBCH_RA
	dB
	0
	N/A

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	Qrxlevmin
	  dBm
	-140
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	dBm/15 kHz
	Off
	

	RSRP Note2
	dBm/15 KHz
	-110
	

	CPICH_RSCP Note2
	dBm
	N/A
	-100

	CPICH_Ec/Ior
	dB
	
	-10

	PCCPCH_Ec/Ior
	dB
	
	-12

	SCCPCH_Ec/Ior
	dB
	
	-12

	AICH_Ec/Ior
	dB
	
	-15

	SCH_Ec/Ior
	dB
	
	-15

	PICH_Ec/Ior
	dB
	
	-15
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	dBm/3.84 MHz
	
	Off

	Note 1:
For this requirement to be applicable, the EARFCN and physical cell identity for cell 1 and the UARFCN and scrambling code for cell 2 shall be unchanged from when the CSG cell was visited previously

Note 2:
Chosen to ensure that CSG autonomous search has a high probability of success on every attempt made by UE


<End of Change #1>
<Change #2>
8.1.2.1
UE measurement capability

--- UNCHANGED TEXT ---
Table 8.1.2.1-1: Gap Pattern Configurations supported by the UE

	Gap Pattern Id
	MeasurementGap Length (MGL, ms)
	Measurement Gap Repetition Period

(MGRP, ms)
	Minimum available time for inter-frequency and inter-RAT measurements during 480ms period

(Tinter1, ms)
	Measurement Purpose

	0
	6
	40
	60
	Inter-Frequency E-UTRAN FDD and TDD, UTRAN FDD, GERAN, LCR TDD, HRPD, CDMA2000 1x

	1
	6
	80
	30
	Inter-Frequency E-UTRAN FDD and TDD, UTRAN FDD, GERAN, LCR TDD, HRPD, CDMA2000 1x



--- UNCHANGED TEXT ---
<End of Change #2>
<Change #3>
9.1.10
Reference Signal Time Difference (RSTD)

NOTE:
This measurement is used for UE positioning purposes.

9.1.10.1
Intra-Frequency Accuracy Requirement
The accuracy requirements in Table 9.1.10.1-1 shall apply without DRX as well as for all the DRX cycles specified in TS 36.331 [2].

The accuracy requirements in Table 9.1.10.1-1 are valid under the following conditions:

Conditions defined in 36.101 Clause 7.3 for reference sensitivity are fulfilled.

PRP 1,2|dBm according to Annex B.3.6 for a corresponding Band

There are no measurement gaps overlapping with the PRS subframes of the measured cell.

The parameter expectedRSTDUncertainty signalled over LPP by E-SMLC as defined in TS 36.355 [24] is less than 5 µs.

Table 9.1.10.1-1: RSTD measurement accuracy

	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS
bandwidth, which is minimum of serving cell channel bandwidth and the PRS bandwidths of the reference cell and the measured neighbour cell i Note 6
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i
	Io Note 1 range

	
	
	
	
	E-UTRA operating bands
	Minimum Io
	Maximum Io

	Ts Note 2
	dB
	RB
	
	
	dBm/15kHz
	dBm/BWChannel

	(15
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	≥ 6
	6
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	
	9, 42, 43
	-120
	-50

	
	
	
	
	28
	-119.5
	-50

	
	
	
	
	2, 5, 7, 27, 41, [44]
	-119
	-50

	
	
	
	
	26
	-118.5 Note 4
	-50

	
	
	
	
	3, 8, 12, 13, 14, 17, 20, 22
	-118
	-50

	
	
	
	
	29 Note 7
	-118
	-50

	
	
	
	
	25
	-117.5
	-50

	(6
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 25
	≥ 2
	Note 5
	Note 5
	Note 5

	(5
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 50
	≥ 1
	Note 5
	Note 5
	Note 5

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211 [16].

NOTE 3:
PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA assistance data defined in [24].

NOTE 4:
The condition has the minimum Io of -119 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 5:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 6 RB.

NOTE 6:
The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.

NOTE 7:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.


<End Change #3>
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