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Discussion and decision
SA2 has concluded, at SA2#95 meeting, the solutions for per-APN SIPTO at the Local Network (LIMONET).  The related updates are introduced into specification TS 23.401 and TS 23.060. SA2 had liaised RAN3/RAN in order to start the work for rel-12 in RP-13003 [1]. 

The LIMONET aspects mainly impacts H(e)NB, however  SA2 also wishes from stage 2 requirement to address the eNB and implicitly for rel-12 the small cell for the collocated L-GW, see TS 23.401:
NOTE 5:
The architecture for SIPTO at the Local Network with L-GW function collocated with a HeNB depicted in Figure 4.4.9-1 also applies to SIPTO at the Local Network with L-GW function collocated with an eNB.
We should note here, that’s small cell is not in SA2 terminology and the “eNB” from SA2 terminology cover, in principle, the new rel-12 small cells. 

For standalone GW, it already exists since rel-11 an EPS/CN solution which is applicable to all nodes including, new rel-12 small cells. This is may be not the case with L-GW function collocated with an eNB which applies rel-12 small cells architecture.
In order to progress on H(e)NB aspects, and eNB/RNC without rel-12 small cells, we propose to RAN to accept the following proposals:

Proposal 1:  minutes that’s “ the  LIMONET aspects relative to rel-12 small cells should be put on hold until RAN#61, then  after the applicability of  LIMONET to rel-12 small cells should be studying, if any impact”.  
Proposal 2: approval the LIMONET WID in [2] which focuses only on H(e)NB and eNB/RNC without small cell dependency.
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