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	Reason for change:
(

	LAC of UTRAN cell was set to different from the value of E-UTRAN cell according to R5-130762. Then the routing basis in initial direct transfer message of LAU procedure should be set to “TMSI of same PLMN, different LA” in step 1a1, as per the specification of 24.008 cl. 10.3.1.6. Thus, LAI in LAU request message should be the same as the LAI of E-UTRAN cell (LAC-1=’0001’O in TTCN) and the old LAI in TAU request message should be the same as LAI in UTRAN cell(LAC-2=’0002’O) in step 14.


	
	

	Summary of change:
(

	1. Change the routing basis of initial direct transfer message to tMSIofsamePLMN in step 1a1;
2. Correct the Old location area identification of TAU request message to LAI-2 in step 14.
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(

not approved:
	A conformant UE will fail the test case.
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	Other comments:
(

	Addressed in TTCN CR R5s130174.


9.2.3.3.4
First S1 mode to Iu mode inter-system change after attach
… …

9.2.3.3.4.3.3 Specific message contents

Table 9.2.3.3.4.3.3-1: Void

Table 9.2.3.3.4.3.3-2: Void

Table 9.2.3.3.4.3.3-2A: INITIAL DIRECT TRANSFER (step 1a1, Table 9.2.3.3.4.3.2-2)

	Derivation path: 25.331 clause 11

	Information Element
	Value/Remark
	Comment
	Condition

	InitialDirectTransfer ::= SEQUENCE {
	
	
	

	  cn-DomainIdentity
	cs-domain
	
	

	  intraDomainNasNodeSelector SEQUENCE {
	
	
	

	    version CHOICE { 
	
	
	

	      release99 SEQUENCE {
	
	
	

	        gsm-Map-IDNNS SEQUENCE {
	
	
	

	          routingbasis CHOICE {
	
	
	

	             tMSIofsamePLMN {
	
	
	

	              Routingparameter
	bit 23 to bit 14 of TMSI allocated in  pre-test
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  nas-Message
	See table 9.2.3.3.4.3.3-5
	
	

	  measuredResultsOnRACH
	Not checked
	
	

	  v3a0NonCriticalExtensions SEQUENCE {
	
	
	

	    initialDirectTransfer-v3a0ext SEQUENCE {
	
	
	

	      start-Value
	Any
	
	

	    }
	
	
	

	    laterNonCriticalExtensions SEQUENCE {
	
	
	

	      initialDirectTransfer-r3-add-ext
	Not checked
	
	

	      v590NonCriticalExtension SEQUENCE {
	
	
	

	        initialDirectTransfer-v590ext SEQUENCE {
	
	
	

	          establishmentCause
	Registration or Not present
	
	

	        }
	
	
	

	        v690NonCriticalExtensions
 
	Not checked
	
	

	     }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.3.3.4.3.3-3: LOCATION UPDATING REQUEST (step 1a1, Table 9.2.3.3.4.3.2-2)

	Derivation path: 24.008 table 9.2.17

	Information Element
	Value/Remark
	Comment
	Condition

	Update type
	1000
	LA updating
	

	Ciphering key sequence number
	eKSI stored on the test USIM
	
	

	Location area identification
	PLMN= MCC/MNC

TAC 1=1
	''PLMN is set to the same MCC/MNC stored in EFIMSI''

''TAI-1''
	

	Mobile identity
	TMSI-1
	Allocated in  preamble
	


… …
Table 9.2.3.3.4.3.3-9: Message TRACKING AREA UPDATE REQUEST (step 14, Table 9.2.3.3.4.3.2-1)

	Derivation path: 36.508 table 4.7.2-27 with condition UNCIPHERED (the message is integrity protected using the key stored in the USIM).

	Information Element
	Value/Remark
	Comment
	Condition

	EPS update type
	000 or 010
	'TA updating' or 'combined TA/LA updating with IMSI attach'
	

	NAS key set identifier
	
	
	

	  NAS key set identifier
	The valid NAS key set identifier stored in the USIM
	
	

	  TSC
	'0'B
	native security context (for KSIASME)
	

	Old GUTI or IMSI
	
	
	

	   Type of identity
	110
	GUTI
	

	  MNC/MCC
	Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM
	
	

	  MME Group ID
	LAI allocated at step 8
	
	

	  MME Code
	Bit 23 to bit 16 of P-TMSI allocated at step 8
	
	

	  M-TMSI
	Value is specified bit by bit below:

- bit 31 and bit 30: FFS

- bit 29 to bit 24: bit 29 to bit 24 of P-TMSI allocated at step 8
- bit 23 to bit 16: RAC allocated at step 8
- bit 15 to bit 0: bit 15 to bit 0 of P-TMSI allocated at step 8
	
	

	GPRS ciphering key sequence number
	GPRS ciphering key sequence number allocated at step 10A 
	
	

	Old P-TMSI signature
	P-TMSI signature allocated at step 8
	
	

	Additional GUTI
	GUTI-1
	
	

	NonceUE
	Any allowed value (must be present)
	
	

	UE network capability
	Any allowed value (must be present)
	
	

	Last visited registered TAI
	TAI stored in the test USIM
	
	

	MS network capability
	Any allowed value (must be present)
	
	

	Old location area identification
	Not present if "EPS update type" is 'TA updating', LAI-2 is "EPS update type" is 'combined TA/LA updating'
	
	

	TMSI status
	Not present
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