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<< Unchanged sections omitted >>
6.6.2.1B
Spectrum Emission Mask for UL-MIMO



6.6.2.1B.1
Test purpose

To verify that the power of any UE emission at each transmit antenna shall not exceed specified lever for the specified channel bandwidth.

6.6.2.1B.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support UL-MIMO.

<< Unchanged sections omitted >>
6.6.2.1B.5
Test requirements

The measured sum of mean power at each antenna connector of UE in the channel bandwidth, derived in step 3, shall fulfil requirements in clause  6.2.3B.5 as appropriate,

And the power of any UE emission at each transmit antenna connector shall fulfil requirements in Table.6.6.2.1B.5-1 or Table.6.6.2.1B.5-2 as applicable.

Table 6.6.2.1B.5-1: General E-UTRA spectrum emission mask, E UTRA bands ≤ 3GHz

	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	0-1
	-8.5
	-11.5
	-13.5
	-16.5
	-18.5
	-19.5
	30 kHz

	1-2.5
	-8.5
	-8.5
	-8.5
	-8.5
	-8.5
	-8.5
	1 MHz

	2.5-2.8
	-23.5
	
	
	
	
	
	1 MHz

	2.8-5
	
	
	
	
	
	
	1 MHz

	5-6
	
	-23.5
	-11.5
	-11.5
	-11.5
	-11.5
	1 MHz

	6-10
	
	
	-23.5
	
	
	
	1 MHz

	10-15
	
	
	
	-23.5
	
	
	1 MHz

	15-20
	
	
	
	
	-23.5
	
	1 MHz

	20-25
	
	
	
	
	
	-23.5
	1 MHz

	Note 1:
The first and last measurement position with a 30 kHz filter is at ΔfOOB equals to 0.015 MHz and 0.985 MHz.

Note 2:
At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.

Note 3:
The measurements are to be performed above the upper edge of the channel and below the lower edge of the channel

Note 4:
For the 2.5-2.8 MHz offset range with 1.4 MHz channel bandwidth, the measurement position is at ΔfOOB equals to 3 MHz.


Table 6.6.2.1B.5-2: General E-UTRA spectrum emission mask, 3GHz < E UTRA bands ≤ 4.2GHz

	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	0-1
	-8.2
	-11.2
	-13.2
	-16.2
	-18.2
	-19.2
	30 kHz

	1-2.5
	-8.2
	-8.2
	-8.2
	-8.2
	-8.2
	-8.2
	1 MHz

	2.5-2.8
	-23.2
	
	
	
	
	
	1 MHz

	2.8-5
	
	
	
	
	
	
	1 MHz

	5-6
	
	-23.2
	-11.2
	-11.2
	-11.2
	-11.2
	1 MHz

	6-10
	
	
	-23.2
	
	
	
	1 MHz

	10-15
	
	
	
	-23.2
	
	
	1 MHz

	15-20
	
	
	
	
	-23.2
	
	1 MHz

	20-25
	
	
	
	
	
	-23.2
	1 MHz

	Note 1:
The first and last measurement position with a 30 kHz filter is at ΔfOOB equals to 0.015 MHz and 0.985 MHz.

Note 2:
At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.

Note 3:
The measurements are to be performed above the upper edge of the channel and below the lower edge of the channel

Note 4:
For the 2.5-2.8 MHz offset range with 1.4 MHz channel bandwidth, the measurement position is at ΔfOOB equals to 3 MHz.


NOTE:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

<< Unchanged sections omitted >>
6.6.2.2B
Additional Spectrum Emission Mask for UL-MIMO



6.6.2.2B.1
Test purpose

To verify that the power of any UE emission at each transmit antenna shall not exceed specified lever for the specified channel bandwidth under the deployment scenarios where additional requirements are specified.

6.6.2.2B.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support UL-MIMO

<< Unchanged sections omitted >>
6.6.2.2B.5
Test requirements

6.6.2.2B.5.1
Test requirements (network signalled value "NS_03")

When "NS_03" is indicated in the cell:

-
the measured sum of mean power at each antenna connector of UE in the channel bandwidth, derived in step 3, shall fulfil requirements in clause 6.2.4B Table [TBD] as appropriate,

and

-
the power of any UE emission at each transmit antenna connector shall fulfil requirements in Table 6.6.2.2B.5.1-1 or 6.6.2.2B.5.1-2, as applicable.

Table 6.6.2.2B.5.1-1: Additional requirements (network signalled value "NS_03"), E UTRA bands ≤ 3GHz

	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	0-1
	-8.5
	-11.5
	-13.5
	-16.5
	-18.5
	-19.5
	30 kHz

	1-2.5
	-11.5
	-11.5
	-11.5
	-11.5
	-11.5
	-11.5
	1 MHz

	2.5-2.8
	-23.5
	
	
	
	
	
	1 MHz

	2.8-5
	
	
	
	
	
	
	1 MHz

	5-6
	
	-23.5
	
	
	
	
	1 MHz

	6-10
	
	
	-23.5
	
	
	
	1 MHz

	10-15
	
	
	
	-23.5
	
	
	1 MHz

	15-20
	
	
	
	
	-23.5
	
	1 MHz

	20-25
	
	
	
	
	
	-23.5
	1 MHz

	Note 1:
The first and last measurement position with a 30 kHz filter is at ΔfOOB equals to 0.015 MHz and 0.985 MHz.

Note 2:
At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.

Note 3:
The measurements are to be performed above the upper edge of the channel and below the lower edge of the channel

Note 4:
Above SEM requirement applies to bands corresponding to network signalling value NS_03 as defined in TS 36.101 [2] clause 6.2.4B

Note 5:
For the 2.5-2.8 MHz offset range with 1.4 MHz channel bandwidth, the measurement position is at ΔfOOB equals to 3 MHz.


Table 6.6.2.2B.5.1-2: Additional requirements (network signalled value "NS_03"), 3GHz < E UTRA bands ≤ 4.2GHz

	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	0-1
	-8.2
	-11.2
	-13.2
	-16.2
	-18.2
	-19.2
	30 kHz

	1-2.5
	-11.2
	-11.2
	-11.2
	-11.2
	-11.2
	-11.2
	1 MHz

	2.5-2.8
	-23.2
	
	
	
	
	
	1 MHz

	2.8-5
	
	
	
	
	
	
	1 MHz

	5-6
	
	-23.2
	
	
	
	
	1 MHz

	6-10
	
	
	-23.2
	
	
	
	1 MHz

	10-15
	
	
	
	-23.2
	
	
	1 MHz

	15-20
	
	
	
	
	-23.2
	
	1 MHz

	20-25
	
	
	
	
	
	-23.2
	1 MHz

	Note 1:
The first and last measurement position with a 30 kHz filter is at ΔfOOB equals to 0.015 MHz and 0.985 MHz.

Note 2:
At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.

Note 3:
The measurements are to be performed above the upper edge of the channel and below the lower edge of the channel

Note 4:
Above SEM requirement applies to bands corresponding to network signalling value NS_03 as defined in TS 36.101 [2] clause 6.2.4B

Note 5:
For the 2.5-2.8 MHz offset range with 1.4 MHz channel bandwidth, the measurement position is at ΔfOOB equals to 3 MHz.


NOTE
(only for emission measurement):

As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

6.6.2.2B.5.2
Test requirements (network signalled value "NS_04")

When "NS_04" is indicated in the cell:

-
the measured sum of mean power at each antenna connector of UE in the channel bandwidth, derived in step 3, shall fulfil requirements in clause 6.2.4B Table [TBD] as appropriate,

and

-
the power of any UE emission at each antenna connector shall fulfil requirements in Table 6.6.2.2B.5.2-1 or Table.6.6.2.2B.5.2-2, as applicable.

Table 6.6.2.2B.5.2-1: Additional requirements (network signalled value "NS_04"), E UTRA bands ≤ 3GHz

	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	0-1
	-8.5
	-11.5
	-13.5
	-16.5
	-18.5
	-19.5
	30 kHz

	1-2.5
	-11.5
	-11.5
	-11.5
	-11.5
	-11.5
	-11.5
	1 MHz

	2.5-2.8
	-23.5
	
	
	
	
	
	1 MHz

	2.8-5
	
	
	
	
	
	
	1 MHz

	5-6
	
	-23.5
	-23.5
	-23.5
	-23.5
	-23.5
	1 MHz

	6-10
	
	
	
	
	
	
	1 MHz

	10-15
	
	
	
	
	
	
	1 MHz

	15-20
	
	
	
	
	
	
	1 MHz

	20-25
	
	
	
	
	
	
	1 MHz

	Note 1:
The first and last measurement position with a 30 kHz filter is at ΔfOOB equals to 0.015 MHz and 0.985 MHz.

Note 2:
At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.

Note 3:
The measurements are to be performed above the upper edge of the channel and below the lower edge of the channel.

Note 4:
Above SEM requirement applies to bands corresponding to network signalling value NS_04 as defined in TS 36.101 [2] clause 6.2.4B.

Note 5:
For the 2.5-2.8 MHz offset range with 1.4 MHz channel bandwidth, the measurement position is at ΔfOOB equals to 3 MHz.


Table 6.6.2.2B.5.2-2: Additional requirements (network signalled value "NS_04"), 3GHz < E UTRA bands ≤ 4.2GHz

	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	0-1
	-8.2
	-11.2
	-13.2
	-16.2
	-18.2
	-19.2
	30 kHz

	1-2.5
	-11.2
	-11.2
	-11.2
	-11.2
	-11.2
	-11.2
	1 MHz

	 2.5-2.8
	-23.2
	
	
	
	
	
	1 MHz

	2.8-5
	
	
	
	
	
	
	1 MHz

	5-6
	
	-23.2
	-23.2
	-23.2
	-23.2
	-23.2
	1 MHz

	 6-10
	
	
	
	
	
	
	1 MHz

	10-15
	
	
	
	
	
	
	1 MHz

	15-20
	
	
	
	
	
	
	1 MHz

	20-25
	
	
	
	
	
	
	1 MHz

	Note 1:
The first and last measurement position with a 30 kHz filter is at ΔfOOB equals to 0.015 MHz and 0.985 MHz.

Note 2:
At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.

Note 3:
The measurements are to be performed above the upper edge of the channel and below the lower edge of the channel.

Note 4:
Above SEM requirement applies to bands corresponding to network signalling value NS_04 as defined in TS 36.101 [2] clause 6.2.4 Table 6.2.4-1.

Note 5:
For the 2.5-2.8 MHz offset range with 1.4 MHz channel bandwidth, the measurement position is at ΔfOOB equals to 3 MHz.


NOTE
(only for emission measurement):

As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

6.6.2.2B.5.3
Test requirements (network signalled value "NS_06" or "NS_07")

When "NS_06" or "NS_07" is indicated in the cell:

-
the measured sum of mean power at each antenna connector of UE in the channel bandwidth, derived in step 3, shall fulfil requirements in clause 6.2.4B Table [TBD]as appropriate l,

and

-
the power of any UE emission at each antenna connector shall fulfil requirements in Table 6.6.2.2B.5.3-1 or Table.6.6.2.2B.5.3-2, as applicable.

Table 6.6.2.2B.5.3-1: Additional requirements (network signalled value "NS_06" or "NS_07") , E UTRA bands ≤ 3GHz

	
	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	1.4
MHz
	3.0
MHz
	5
MHz
	10
MHz
	Measurement bandwidth

	0-0.1
	-11.5
	-11.5
	-13.5
	-16.5
	30 kHz

	0.1-1
	-11.5
	-11.5
	-11.5
	-11.5
	100 kHz

	1-2.5
	-11.5
	-11.5
	-11.5
	-11.5
	1 MHz

	2.5-2.8
	-23.5
	
	
	
	1 MHz

	2.8-5
	
	
	
	
	1 MHz

	5-6
	
	-23.5
	
	
	1 MHz

	6-10
	
	
	-23.5
	
	1 MHz

	10-15
	
	
	
	-23.5
	1 MHz

	Note 1:
The first and last measurement position with a 30 kHz filter is at ΔfOOB equals to 0.015 MHz and 0.085 MHz.


The first and last measurement position with a 100 kHz filter is at ΔfOOB equals to 0.15 MHz and 0.95 MHz.

Note 2:
At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.

Note 3:
The measurements are to be performed above the upper edge of the channel and below the lower edge of the channel.

Note 4:
Above SEM requirement applies to bands corresponding to network signalling value NS_06 and NS_07 as defined in TS 36.101 [2] clause 6.2.4B.

Note 5:
For the 2.5-2.8 MHz offset range with 1.4 MHz channel bandwidth, the measurement position is at ΔfOOB equals to 3 MHz.


Table 6.6.2.2B.5.3-2: Additional requirements (network signalled value "NS_06" or "NS_07") , 3GHz < E UTRA bands ≤ 4.2GHz

	
	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	1.4
MHz
	3.0
MHz
	5
MHz
	10
MHz
	Measurement bandwidth

	0-0.1
	-11.2
	-11.2
	-13.2
	-16.2
	30 kHz

	0.1-1
	-11.2
	-11.2
	-11.2
	-11.2
	100 kHz

	1-2.5
	-11.2
	-11.2
	-11.2
	-11.2
	1 MHz

	2.5-2.8
	-23.2
	
	
	
	1 MHz

	2.8-5
	
	
	
	
	1 MHz

	5-6
	
	-23.2
	
	
	1 MHz

	6-10
	
	
	-23.2
	
	1 MHz

	10-15
	
	
	
	-23.2
	1 MHz

	Note 1:
The first and last measurement position with a 30 kHz filter is at ΔfOOB equals to 0.015 MHz and 0.085 MHz.

The first and last measurement position with a 100 kHz filter is at ΔfOOB equals to 0.15 MHz and 0.95 MHz.

Note 2:
At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.

Note 3:
The measurements are to be performed above the upper edge of the channel and below the lower edge of the channel.

Note 4:
Above SEM requirement applies to bands corresponding to network signalling value NS_06 and NS_07 as defined in TS 36.101 [2] clause 6.2.4B.

Note 5:
For the 2.5-2.8 MHz offset range with 1.4 MHz channel bandwidth, the measurement position is at ΔfOOB equals to 3 MHz.


NOTE
(only for emission measurement):

As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

<< Unchanged sections omitted >>
6.6.2.3B
Adjacent Channel Leakage power Ratio for UL-MIMO



6.6.2.3B.1
Test purpose

To verify that UE transmitter does not cause unacceptable interference to adjacent channels in terms of Adjacent Channel Leakage power Ratio (ACLR) for UL-MIMO.

6.6.2.3B.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support UL-MIMO.

<< Unchanged sections omitted >>
6.6.2.3B.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6.


6.6.2.3B.5
Test requirement

6.6.2.3B.5.1
Test requirements E-UTRA

-
The measured sum of mean power at each transmit antenna connector for UE in the channel bandwidth, derived in step 3, shall fulfil requirements in clause 6.2.3B.5 as appropriate,

and

-
The requirements apply to each transmit antenna connector.

-
if the measured adjacent channel power is greater than -50 dBm then the measured E-UTRAACLR, derived in step 7, shall be higher than the limits in table 6.6.2.3B.5.1-1.

Table 6.6.2.3B.5.1-1: E-UTRA UE ACLR

	
	Channel bandwidth / E-UTRAACLR1 / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	E-UTRAACLR1
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB
	29.2 dB

	E-UTRA channel Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UE channel
	+1.4 MHz or

-1.4 MHz
	+3 MHz or

-3 MHz
	+5MHz or

-5MHz
	+10MHz or

-10MHz
	+15MHz or

-15MHz
	+20MHz or

-20MHz


6.6.2.3B.5.2
Test requirements UTRA

The requirements apply to each transmit antenna connector.

If the measured UTRA channel power is greater than -50dBm then the measured UTRAACLR1, UTRAACLR2, derived in step 8, shall be higher than the limits in table 6.6.2.3B.5.2-1.

Table 6.6.2.3B.5.2-1: UTRA UE ACLR

	
	Channel bandwidth / E-UTRAACLR1/2 / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	UTRAACLR1
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB
	32.2 dB

	Adjacent channel centre frequency offset (in MHz)
	0.7+BWUTRA/2

/

-0.7-BWUTRA/2
	1.5+BWUTRA/2

/

-1.5-BWUTRA/2
	2.5+BWUTRA/2

/

-2.5-BWUTRA/2
	5+BWUTRA/2

/

-5-BWUTRA/2
	7.5+BWUTRA/2

/

-7.5-BWUTRA/2
	10+BWUTRA/2

/

-10-BWUTRA/2

	UTRAACLR2
	-
	-
	35.2 dB
	35.2 dB
	35.2 dB
	35.2 dB

	Adjacent channel centre frequency offset (in MHz)
	-
	-
	2.5+3*BWUTRA/2

/

-2.5-3*BWUTRA/2
	5+3*BWUTRA/2

/

-5-3*BWUTRA/2
	7.5+3*BWUTRA/2

/

-7.5-3*BWUTRA/2
	10+3*BWUTRA/2

/

-10-3*BWUTRA/2

	E-UTRA channel Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UTRA 5MHz channel Measurement bandwidth1
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz

	UTRA 1.6MHz channel measurement bandwidth2
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz
	1.28 MHz

	Note 1:
Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.

Note 2:
Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.

Note 3:
BWUTRA for UTRA FDD is 5MHz and for UTRA TDD is 1.6MHz.


<< Unchanged sections omitted >>
F.1.2
Measurement of transmitter

Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	<Unchanged skipped>
	
	

	6.6.2.1 Spectrum Emission Mask
	±1.5 dB, f ≤ 3.0GHz

±1.8 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.6.2.1A.1 Spectrum emission mask for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.6.2.1
	

	6.6.2.1B Spectrum Emission Mask for UL-MIMO
	Same as 6.6.2.1 for each antenna
	

	6.6.2.2 Additional Spectrum Emission Mask
	±1.5 dB, f ≤ 3.0GHz

±1.8 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.6.2.2B Additional Spectrum Emission Mask for UL-MIMO
	Same as 6.6.2.2 for each antenna
	

	6.6.2.3 Adjacent Channel Leakage power Ratio
	±0.8 dB
	

	6.6.2.3A.1 Adjacent Channel Leakage power Ratio for CA
	±0.8 dB
	

	6.6.2.3B Adjacent Channel Leakage power Ratio for UL-MIMO
	Same as 6.6.2.3 for each antenna
	

	6.6.2.4 Additional ACLR requirements
	±0.8 dB
	

	<Unchanged skipped>
	
	


<< Unchanged sections omitted >>
F.3.2
Measurement of transmitter

Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Test 
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	<Unchanged skipped>
	
	
	

	6.6.2.1 Spectrum Emission Mask
	For 1.4 MHz BW:

-10 dBm / 30kHz

-25dBm to -10dBm / 1MHz

For 3 MHz BW:

-13 dBm / 30kHz

-25dBm to -10dBm / 1MHz

For 5 MHz BW:

-15dBm / 30kHz

-25dBm to -10dBm / 1MHz

For 10 MHz BW:

-18dBm / 30kHz

-25dBm to -10dBm / 1MHz

For 15 MHz BW:

-20dBm / 30kHz

-25dBm to -10dBm / 1MHz

For 20 MHz BW:

-21dBm / 30kHz

-25dBm to -10dBm / 1MHz
	All cases:

f ≤ 3.0GHz
1.5dB 

3.0GHz < f ≤ 4.2GHz
1.8dB
	Formula:

Minimum Requirement + TT

Note: The Test Tolerance would be 0dB for ΔfOOB ≥ 2 x Channel Bandwidth, but taking into account the filter position, the Test requirements specified all have ΔfOOB < 2 x Channel Bandwidth

	6.6.2.1A.1 Spectrum emission mask for CA (intra-band contiguous DL CA and UL CA)
	TBD
	Same as 6.6.2.1
	Same as 6.6.2.1

	6.6.2.1B Spectrum Emission Mask for UL-MIMO
	Same as 6.6.2.1
	Same as 6.6.2.1
	Same as 6.6.2.1

	6.6.2.2 Additional Spectrum Emission Mask
	For 1.4 MHz BW:

NS_03, NS_04

-10 dBm / 30 kHz
-25 dBm to -13 dBm / 1MHz
NS_06 or NS_07

-13 dBm / 30 kHz
-13 dBm / 100 kHz
-25 dBm to -13 dBm / 1MHz

For 3 MHz BW:

NS_03, NS_04

-13 dBm / 30 kHz
-25 dBm to -13 dBm / 1 MHz

NS_06 or NS_07

-13 dBm / 30 kHz
-13 dBm /  100kHz
-25 dBm to -13 dBm / 1 MHz

For 5 MHz BW:

NS_03, NS_04

-15 dBm / 30 kHz
-25 dBm to -13 dBm / 1 MHz

NS_06 or NS_07

-15 dBm / 30 kHz
-13 dBm / 100 kHz
-25 dBm to -13 dBm / 1 MHz

For 10 MHz BW:

NS_03, NS_04,

-18 dBm / 30 kHz
-25 dBm to - 13dBm / 1 MHz
NS_06 or NS_07

-18 dBm / 30 kHz
-13 dBm / 100 kHz

-25 dBm to - 13dBm / 1 MHz

For 15 MHz BW:

NS_03, NS_04

-20 dBm / 30kHz
-25 dBm to -13 dBm / 1 MHz

For 20 MHz BW:

NS_03, NS_04

-21 dBm / 30 kHz
-25 dBm to -13 dBm / 1 MHz
	All cases:

f ≤ 3.0GHz
1.5dB 

3.0GHz < f ≤ 4.2GHz
1.8dB


	Formula:

Minimum Requirement + TT

Note: The Test Tolerance would be 0dB for ΔfOOB ≥ 2 x Channel Bandwidth, but taking into account the filter position, the Test requirements specified all have ΔfOOB < 2 x Channel Bandwidth

	6.6.2.2B Additional Spectrum Emission Mask for UL-MIMO
	Same as 6.6.2.2
	Same as 6.6.2.2
	Same as 6.6.2.2

	6.6.2.3 Adjacent Channel Leakage power Ratio
	If the adjacent channel power is greater than –50 dBm then the ACLR shall be higher than the values specified below.

E-UTRA ACLR:

30 dB

UTRA ACLR:

33 dB for UTRA ACLR 1

36 dB for UTRA ACLR 2
	0 dB
0.8 dB

0.8 dB

0.8 dB
	Formula:

ACLR Minimum Requirement + TT
Formula:

ACLR Minimum Requirement - TT

E-UTRA ACLR:

29.2 dB

UTRA ACLR:

32.2 dB for UTRA ACLR 1

35.2 dB for UTRA ACLR 2

	6.6.2.3A.1 Adjacent Channel Leakage power Ratio for CA
	If the adjacent channel power is greater than –50 dBm then the ACLR shall be higher than the values specified below.

UTRA ACLR:

33 dB for UTRA ACLR 1

36 dB for UTRA ACLR 2

E-UTRA ACLR:

30 dB
	0 dB
0.8 dB

0.8 dB

0.8 dB
	Formula:

ACLR Minimum Requirement + TT
Formula:

ACLR Minimum Requirement - TT

UTRA ACLR:

32.2 dB for UTRA ACLR 1

35.2 dB for UTRA ACLR 2

E-UTRA ACLR:

29.2 dB

	6.6.2.3B Adjacent Channel Leakage power Ratio for UL-MIMO
	Same as 6.6.2.3
	Same as 6.6.2.3
	Same as 6.6.2.3

	6.6.2.4 Additional ACLR requirements
	If the adjacent channel power is greater than –50 dBm then the ACLR shall be higher than the values specified below.
E-UTRA ACLR:

43 dB for UTRA ACLR 2
	0 dB
0.8 dB
	Formula:

ACLR Minimum Requirement + TT
Formula:

ACLR Minimum Requirement – TT

 E-UTRA ACLR:

42.2 dB for UTRA ACLR 2

	<Unchanged skipped>
	
	
	


<< Unchanged sections omitted >>
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