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	Other comments:
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	Just requirements affecting 1.28Mcps are considered in this CR since this is the UTRA TDD mode currently deployed.


--- Start of changes ---
6.6.3.2.5.1.2
1,28 Mcps TDD option

In geographic areas where only 1,28 Mcps TDD is deployed, the RRC filtered mean power of any spurious emission shall not exceed the maximum level given in table 6.36B, otherwise the limits in table 6.36C shall apply.

Table 6.36B: BS Spurious emissions limits for operation in same geographic area with unsynchronised 1,28 Mcps UTRA TDD and/or E-UTRA TDD
	System type operating in the same geographic area
	Frequency range
	Maximum Level
	Measurement Bandwidth

	WA UTRA TDD Band a) or E-UTRA Band 33
	1900 - 1920 MHz
	-52 dBm 
	1 MHz

	WA UTRA TDD Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-52 dBm
	1 MHz

	WA UTRA TDD Band d) or E-UTRA Band 38
	2570 - 2620 MHz
	-52 dBm
	1 MHz

	WA UTRA TDD Band e) or E-UTRA Band 40
	2300 - 2400 MHz
	-52 dBm
	1 MHz

	WA UTRA TDD Band f) or E-UTRA Band 39
	1880 – 1920 MHz
	-52 dBm
	1 MHz

	WA E-UTRA Band 41
	2496 – 2690 MHz
	-52 dBm
	1 MHz

	WA E-UTRA Band 42
	3400 – 3600 MHz
	-52 dBm
	1 MHz

	
	
	
	

	WA E-UTRA Band 44
	703 – 803 MHz
	-52 dBm
	1 MHz

	LA UTRA TDD Band a) or E-UTRA Band 33
	1900 - 1920 MHz
	-52 dBm 
	1 MHz

	LA UTRA TDD Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-52 dBm
	1 MHz

	LA UTRA TDD Band d) or E-UTRA Band 38
	2570 - 2620 MHz
	-52 dBm
	1 MHz

	LA UTRA TDD Band e) or E-UTRA Band 40
	2300 - 2400 MHz
	-52 dBm
	1 MHz

	LA UTRA TDD Band f) or E-UTRA Band 39
	1880 – 1920 MHz
	-52 dBm
	1 MHz

	LA E-UTRA Band 41
	2496 – 2690 MHz
	-52 dBm
	1 MHz

	LA E-UTRA Band 42
	3400 – 3600 MHz
	-52 dBm
	1 MHz

	
	
	
	

	LA E-UTRA Band 44
	703 – 803 MHz
	-52 dBm
	1 MHz


Table 6.36C: BS Spurious emissions limits for operation in same geographic area with unsynchronised UTRA TDD and E-UTRA TDD
Void
The normative reference for this requirement is TS 25.105 [1] subclause 6.6.3.5.1.1.2.
--- Next changed section ---
6.6.3.2.5.2.2
1,28 Mcps TDD option

In geographic areas where only 1,28 Mcps TDD is deployed, the RRC filtered mean power of any spurious emission in case of co-location shall not exceed the maximum level given in table 6.36E, otherwise the limits in table 6.36F shall apply.

Table 6.36E: BS Spurious emissions limits for co-location with unsynchronised 1,28 Mcps UTRA TDD and/or E-UTRA TDD
	System type operating in the same geographic area
	Frequency range
	Maximum Level
	Measurement Bandwidth

	WA UTRA TDD Band a) or E-UTRA Band 33
	1900 - 1920 MHz
	-96 dBm 
	100 kHz

	WA UTRA TDD Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-96 dBm
	100 kHz

	WA UTRA TDD Band d) or E-UTRA Band 38
	2570 - 2620 MHz
	-96 dBm
	100 kHz

	WA UTRA TDD Band e) or E-UTRA Band 40
	2300 - 2400 MHz
	-96 dBm
	100 kHz

	WA UTRA TDD Band f) or E-UTRA Band 39
	1880 - 1920 MHz
	-96 dBm
	100 kHz

	WA E-UTRA Band 41
	2496 – 2690 MHz
	-96 dBm
	100 kHz

	WA E-UTRA Band 42
	3400 – 3600 MHz
	-96 dBm
	100 kHz

	
	
	
	

	WA E-UTRA Band 44
	703 – 803 MHz
	-96 dBm
	100 kHz

	LA UTRA TDD Band a) or E-UTRA Band 33
	1900 - 1920 MHz
	-88 dBm 
	100 kHz

	LA UTRA TDD Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-88 dBm
	100 kHz

	LA UTRA TDD Band d) or E-UTRA Band 38
	2570 - 2620 MHz
	-88 dBm
	100 kHz

	LA UTRA TDD Band e) or E-UTRA Band 40
	2300 - 2400 MHz
	-88 dBm
	100 kHz

	LA UTRA TDD Band f) or E-UTRA Band 39
	1880 - 1920 MHz
	-88 dBm
	100 kHz

	LA E-UTRA Band 41
	2496 – 2690 MHz
	-88 dBm
	100 kHz

	LA E-UTRA Band 42
	3400 – 3600 MHz
	-88 dBm
	100 kHz

	
	
	
	

	LA E-UTRA Band 44
	703 – 803 MHz
	-88 dBm
	100 kHz

	NOTE: 
The requirement applies for frequencies more than 10 MHz below or above the supported frequency range declared by the vendor.


Table 6.36F: BS Spurious emissions limits for co-location with unsynchronised UTRA TDD and/or E-UTRA TDD
Void
NOTE:
The requirements in Table 6.36E and 6.36F for the Wide Area BS are based on a minimum coupling loss of 30 dB between unsynchronised TDD base stations. The requirements in Table 6.36E and 6.36F for the Local Area BS are based on a minimum coupling loss of 30 dB between unsynchronised Local Area base stations. The co-location of different base station classes is not considered.

The normative reference for this requirement is TS 25.105 [1] subclause 6.6.3.5.2.1.2.
--- Next changed section ---
7.5.2.2.2
Co-location with GSM, DCS, UTRA FDD and/or E-UTRA FDD, UTRA TDD and/or E-UTRA TDD
This additional blocking requirement may be applied for the protection of TDD BS receivers when GSM, DCS, UTRA FDD, E-UTRA FDD, FDD  unsynchonized UTRA TDD and/or unsynchronized E-UTRA TDD BTS operating in a different frequency band are co-located with UTRA TDD Wide Area BS.

The blocking performance requirement applies to interfering signals with centre frequency within the ranges specified in the tables below, using a 1MHz step size.

In case this additional blocking requirement is applied, the static reference performance as specified in clause 7.2.1 shall be met with a wanted and an interfering signal coupled to BS antenna input using the following parameters.

Table 7.9A: Additional blocking requirements for Wide Area BS

	System type operating in the same geographic area
	Centre Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal
	Note

	Macro GSM900
	921 – 960 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	Macro DCS1800
	1805 – 1880 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	For UTRA TDD BS operating in Band 5.2(f), it applies for 1805 - 1850 MHz

	GSM850 or CDMA850
	869 – 894 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA BS UTRA FDD Band I or 

E-UTRA Band 1
	2110 – 2170 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA BS UTRA FDD Band iii or 

E-UTRA Band 3
	1805 – 1880 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	For UTRA TDD BS operating in Band 5.2(f), the requirement is FFS

	WA BS UTRA FDD Band V or 

E-UTRA Band 5
	869 – 894 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA BS UTRA FDD Band VII or 

E-UTRA Band 7
	2620 – 2690 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA UTRA TDD Band a) or E-UTRA Band 33
	1900 – 1920 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA UTRA TDD Band a) or E-UTRA Band 34
	2010 – 2025 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA UTRA TDD Band d) or E-UTRA Band 38
	2570 – 2620 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA UTRA TDD Band f) or E-UTRA Band 39
	1880 – 1920 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA UTRA TDD Band e) or E-UTRA Band 40
	2300 – 2400 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA E-UTRA Band 41
	2496 – 2690 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	WA E-UTRA Band 42
	3400 – 3600 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	
	
	
	
	
	
	

	WA E-UTRA Band 44
	703 – 803 MHz
	+16 dBm
	-104 dBm
	
	CW carrier
	

	Pico GSM850
	869 – 894
	-7 dBm
	-104 dBm
	
	CW carrier
	

	Pico GSM900
	921 – 960
	-7 dBm
	-104 dBm
	
	CW carrier
	

	Pico DCS1800
	1805 – 1880
	-7 dBm
	-104 dBm
	
	CW carrier
	

	LA BS UTRA FDD Band I or 

E-UTRA Band 1
	2110 – 2170

	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA BS UTRA FDD Band III or

E-UTRA Band 3
	1805 – 1880 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	For UTRA TDD BS operating in Band 5.2(f), the requirement is FFS

	LA BS UTRA FDD Band V or 

E-UTRA Band 5
	869 – 894 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA BS UTRA FDD Band VII or 

E-UTRA Band 7
	2620 – 2690 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA UTRA TDD Band a) or E-UTRA Band 33
	1900 – 1920 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA UTRA TDD Band a) or E-UTRA Band 34
	2010 – 2025 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA UTRA TDD Band d) or E-UTRA Band 38
	2570 – 2620 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA UTRA TDD Band f) or E-UTRA Band 39
	1880 – 1920 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA UTRA TDD Band e) or E-UTRA Band 40
	2300 – 2400 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA E-UTRA Band 41
	2496 – 2690 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	LA E-UTRA Band 42
	3400 – 3600 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	
	
	
	
	
	
	

	WA E-UTRA Band 44
	703 – 803 MHz
	-6 dBm
	-104 dBm
	
	CW carrier
	

	NOTE 1: 
These requirements do not apply when the interfering signal falls within the uplink operating band or in the 10 MHz immediately outside the uplink operating band.

NOTE 2: 
Some combinations of bands may not be possible to co-site based on the requirements above. The current state-of-the-art technology does not allow a single generic solution for co-location of UTRA TDD with UTRA FDD or E-UTRA FDD on adjacent frequencies for 30dB BS-BS minimum coupling loss.  However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [9].


Table 7.10A: Void

Table 7.10A-1: Void

The normative reference for this requirement is TS 25.105 [1] subclause 7.5.1.2.

7.5.2.2.3
Void

Table 7.10B: Void

Table 7.10C: Void

--- End of changes ---
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