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5.8.5.3
Determine MBMS frequencies of interest

The UE shall:

1>
consider a frequency to be part of the MBMS frequencies of interest if the following conditions are met:

2>
at least one MBMS session the UE is receiving or interested to receive via an MRB is ongoing or about to start; and

NOTE 1:
The UE may determine whether the session is ongoing from the start and stop time indicated in the User Service Description (USD), see 3GPP TS 36.300 [9] or 3GPP TS 26.346 [57].

2>
for at least one of these MBMS sessions SystemInformationBlockType15 acquired from the PCell includes for the concerned frequency one or more MBMS SAIs as indicated in the USD for this session; and

NOTE 2:
The UE considers a frequency to be part of the MBMS frequencies of interest even though E-UTRAN may (temporarily) not employ an MRB for the concerned session. I.e. the UE does not verify if the session is indicated on MCCH.

2>
the UE is capable of simultaneously receiving the set of MBMS frequencies of interest, regardless of whether a serving cell is configured on each of these frequencies or not; and

2>
the supportedBandCombination the UE included in UE-EUTRA-Capability contains at least one band combination including the set of MBMS frequencies of interest;

NOTE 3:
Indicating a frequency implies that the UE supports SystemInformationBlockType13 acquisition for the concerned frequency i.e. the indication should be independent of whether a serving cell is configured on that frequency.

NOTE 4:
When evaluating which frequencies it can receive simultaneously, the UE does not take into account the serving frequencies that are currently configured i.e. it only considers MBMS frequencies it is interested to receive.

NOTE 5:
Within this section, the term frequency does not indicate a physical frequency but covers the associated band(s), noting that additional bands may be indicated in SIB1 (serving frequency) or SIB15 (neighbouring frequencies).
5.8.5.4
Actions related to transmission of MBMSInterestIndication message

The UE shall set the contents of the MBMSInterestIndication message as follows:

1>
if the set of MBMS frequencies of interest, determined in accordance with 5.8.5.3, is not empty:

2>
include mbms-FreqList and set it to include the MBMS frequencies of interest, using the EARFCN corresponding with freqBandIndicator included in SystemInformationBlockType1, if applicable, and the EARFCN(s) as included in SystemInformationBlockType15;

NOTE 1:
The mbms-FreqList merely indicates the physical frequencies the UE is interested to receive and does not imply the UE supports the associated band.

2>
include mbms-Priority if the UE prioritises reception of all indicated MBMS frequencies above reception of any of the unicast bearers;

NOTE 2:
If the UE prioritises MBMS reception and unicast data cannot be supported because of congestion on the MBMS carrier(s), E-UTRAN may initiate release of unicast bearers. It is up to E-UTRAN implementation whether all bearers or only GBR bearers are released. E-UTRAN does not initiate re-establishment of the released unicast bearers upon alleviation of the congestion.

The UE shall submit the MBMSInterestIndication message to lower layers for transmission.

6.3.1
System information blocks

<Cut until the next modified section>
–
SystemInformationBlockType15

The IE SystemInformationBlockType15 contains the MBMS Service Area Identities (SAI) of the current and/ or neighbouring carrier frequencies.

SystemInformationBlockType15 information element
-- ASN1START

SystemInformationBlockType15-r11 ::=
SEQUENCE {


mbms-SAI-IntraFreq-r11




MBMS-SAI-List-r11



OPTIONAL,
-- Need OR


mbms-SAI-InterFreqList-r11



MBMS-SAI-InterFreqList-r11

OPTIONAL,
-- Need OR


lateNonCriticalExtension



OCTET STRING




OPTIONAL,
-- Need OP


...,

[[
mbms-SAI-InterFreqList-v1140

MBMS-SAI-InterFreqList-v1140
OPTIONAL
-- Need OR

]]
}

MBMS-SAI-List-r11 ::=




SEQUENCE (SIZE (1..maxSAI-MBMS-r11)) OF MBMS-SAI-r11

MBMS-SAI-r11 ::=





INTEGER (0..65535)

MBMS-SAI-InterFreqList-r11 ::=


SEQUENCE (SIZE (1..maxFreq)) OF MBMS-SAI-InterFreq-r11

MBMS-SAI-InterFreqList-v1140 ::=

SEQUENCE (SIZE (1..maxFreq)) OF MBMS-SAI-InterFreq-v1140
MBMS-SAI-InterFreq-r11 ::=



SEQUENCE {


dl-CarrierFreq-r11





ARFCN-ValueEUTRA-r9,


mbms-SAI-List-r11





MBMS-SAI-List-r11

}

MBMS-SAI-InterFreq-v1140 ::=


SEQUENCE {



multiBandInfoList-r11



MultiBandInfoList-r11


OPTIONAL
-- Need OR
}

-- ASN1STOP

	SystemInformationBlockType15 field descriptions

	mbms-SAI-InterFreqList

Contains a list of neighboring frequencies including additional bands, if any, that provide MBMS services and the corresponding MBMS SAIs.

	mbms-SAI-IntraFreq

Contains the list of MBMS SAIs for the current frequency.

	mbms-SAI-List

Contains a list of MBMS SAIs for a specific frequency.

	multiBandInfoList

A list of additional frequency bands applicable for the cells participating in the MBSFN transmission.


6.3.4
Mobility control information elements

<Cut until the next modified section>

–
FreqBandIndicator

The IE FreqBandIndicator indicates the E-UTRA operating band as defined in TS 36.101 [42, table 5.5-1]. If an extension is signalled using the extended value range (as defined by IE FreqBandIndicator-v9e0), the UE shall only consider this extension (and hence ignore the corresponding original field, using the value range as defined by IE FreqBandIndicator i.e. without suffix, if signalled).
FreqBandIndicator information element
-- ASN1START

FreqBandIndicator ::=




INTEGER (1..maxFBI)

FreqBandIndicator-v9e0 ::=



INTEGER (maxFBI-Plus1..maxFBI2)

FreqBandIndicator-r11 ::=



INTEGER (1..maxFBI2)

-- ASN1STOP

NOTE:
For fields using the original value range, as defined by IE FreqBandIndicator i.e. without suffix, value maxFBI indicates that the frequency band is indicated by means of an extension. In such a case, UEs not supporting the extension consider the field to be set to a not supported value.

<Cut until the next modified section>

–
MultiBandInfoList
MultiBandInfoList information element
-- ASN1START

MultiBandInfoList ::=
SEQUENCE (SIZE (1..maxMultiBands)) OF FreqBandIndicator

MultiBandInfoList-v9e0 ::=
SEQUENCE (SIZE (1..maxMultiBands)) OF MultiBandInfo-v9e0

MultiBandInfoList-r11 ::=
SEQUENCE (SIZE (1..maxMultiBands)) OF FreqBandIndicator-r11
MultiBandInfo-v9e0 ::=

SEQUENCE {


freqBandIndicator-v9e0



FreqBandIndicator-v9e0

OPTIONAL
-- Need OP

}

-- ASN1STOP
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