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	Reason for change:
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	According to TS 36.306 the support of the feature RRC Connection Reject with deprioritisation is optional for the UE w/o UE capability. But this has not been properly reflected yet in the procedural description for RRCConnectionReject in subclause 5.3.3.8.


	
	

	Summary of change:
(

	In subclause 5.3.3.8 it has been clarified that any actions related to received deprioritisationReq in RRCConnectionReject are performed by UE only if it supports the feature RRC Connection Reject with deprioritisation.
Impact Analysis

Impacted functionality:

The changes impact the functionality related to the feature RRC Connection Reject with deprioritisation.
Inter-operability:
1. If the network is implemented according to the CR and the UE is not then the UE may be expected to perform actions related to received deprioritisationReq in RRCConnectionReject although it does not support the feature RRC Connection Reject with deprioritisation.
2. If the UE is implemented according to the CR and the network is not then there are no inter-operability issues.
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	The support of the feature RRC Connection Reject with deprioritisation remains ambiguous.
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5.3.3.8
Reception of the RRCConnectionReject by the UE

The UE shall:

1>
stop timer T300;

1>
reset MAC and release the MAC configuration;

1>
start timer T302, with the timer value set to the waitTime;

1>
if the extendedWaitTime is present and the UE supports delay tolerant access:
2>
forward the extendedWaitTime to upper layers;

1>
if deprioritisationReq is included and the UE supports RRC Connection Reject with deprioritisation:

2>
start or restart timer T325 with the timer value set to the deprioritisationTimer signalled;

2>
store the deprioritisationReq until T325 expiry;

NOTE:
The UE stores the deprioritisation request irrespective of any cell reselection absolute priority assignments (by dedicated or common signalling) and regardless of RRC connections in E-UTRAN or other RATs unless specified otherwise.

1>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and mobile originating CS fallback is applicable, upon which the procedure ends;
End
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