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Title
List of CRs from RAN WG1

Source
TSG RAN WG1

Agenda Item
8.1.1
Agenda Item                        10.1

RP-131245
CR to 25.212 to correct HS-SCCH type 4 order
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.212
	321
	-
	Rel-11
	Correction of HS-SCCH type 4 order
	F
	11.5.0
	R1-133616
	4Tx_HSDPA-Core
	 


RP-131246
CR to 25.214 to Random Access Procedure for CELL-FACH enhancement

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.214
	710
	-
	Rel-11
	Random Access Procedure
	F
	11.6.0
	R1-133634
	Cell_FACH_enh-Core
	 


RP-131247
CR to 25.214 to correct discontinuous reception when UE is configured in Multiflow
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.214
	709
	-
	Rel-11
	Corrections to Discontinuous downlink reception when the UE is in Multiflow mode
	F
	11.6.0
	R1-133617
	HSDPA_MFTX-Core
	 


Agenda Item                        10.3

RP-131248
CRs to 36.213 for corrections on CoMP for LTE
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	435
	-
	Rel-11
	Correction on the ratio of PDSCH EPRE to CRS EPRE for TM10
	F
	11.3.0
	R1-133809
	COMP_LTE_DL-Core
	 

	36.213
	439
	-
	Rel-11
	Correction to PDSCH mapping for CoMP
	F
	11.3.0
	R1-133814
	COMP_LTE_DL-Core
	 


RP-131249
CRs to 36.213 for corrections related to Enhanced DL for LTE
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	432
	-
	Rel-11
	Correction for EPDCCH Search Space
	F
	11.3.0
	R1-133195
	LTE_enh_dl_ctrl-Core
	 

	36.213
	436
	-
	Rel-11
	CR on EPDCCH Search Space for Cross-Carrier Scheduling
	F
	11.3.0
	R1-133810
	LTE_enh_dl_ctrl-core
	 

	36.213
	437
	-
	Rel-11
	Correction to the UE behaviour in case of collision between PRS and EPDCCH in different CP case
	F
	11.3.0
	R1-133812
	LTE_enh_dl_ctrl-Core
	 

	36.213
	438
	-
	Rel-11
	On correction to higher layer parameter name for EPDCCH resource mapping
	F
	11.3.0
	R1-133813
	LTE_enh_dl_ctrl-Core
	 


RP-131250
CR to 36.213 to correct QCL behaviour on CRS & PUCCH power control
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	185
	-
	Rel-11
	Correction to QCL behaviour on CRS
	F
	11.3.0
	R1-133806
	LTE-Phys
	 

	36.213
	433
	-
	Rel-11
	Correction to QCL behaviour on CRS
	F
	11.3.0
	R1-133807
	LTE-Phys
	 

	36.213
	434
	-
	Rel-11
	Correction on PUCCH power control
	F
	11.3.0
	R1-133808
	LTE-Phys
	 


Agenda Item                        12.1
RP-131251
CR to 36.819 for DL CoMP deployment implication
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.819
	2
	-
	Rel-11
	CR for DL CoMP deployment implication
	F
	11.1.0
	R1-133818
	FS_CoMP_LTE
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