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Introduction

Total Number of CRs agreed for this WI: 24. TSs being affected:

· 34.108 
  3 CR(s)

· 34.121-1 
  1 CR(s)

· 34.121-2 
  0 CR(s)

· 34.122 
  0 CR(s)

· 34.123-1
  0 CR(s)

· 34.123-2
  1 CR(s)

· 34.123-3
  0 CR(s)

· 34.229-1
18 CR(s)
· 34.229-2
  0 CR(s)

· 34.229-3
  1 CR(s)
Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-133439
	34.108
	0929
	-
	F
	Rel-11
	11.6.0
	Correction to Midamble configuration in SIB5(1.28 Mcps TDD)
	TEI8_Test

	R5-133560
	34.108
	0930
	-
	F
	Rel-11
	11.6.0
	Addition of Procedure for IP address allocation in the U-plane
	TEI8_Test

	R5-133561
	34.108
	0931
	-
	F
	Rel-11
	11.6.0
	Definition of default contents for EF HPLMNwAcT on TestUSIM
	TEI8_Test

	R5-133437
	34.121-1
	1513
	-
	F
	Rel-11
	11.0.0
	Clarification of the power settng time in FDD HO test cases
	TEI8_Test

	R5-133576
	34.123-2
	0653
	-
	F
	Rel-10
	10.5.0
	Applicability of BCCH Mapping on HS-DSCH for Transmitting System Information Change Indication test cases (TC. 8.1.10.2 and 8.1.10.2a)
	TEI8_Test

	R5-133151
	34.229-1
	0450
	-
	F
	Rel-10
	10.2.0
	Correction to reference to RFC 6442
	TEI8_Test

	R5-133188
	34.229-1
	0451
	-
	F
	Rel-10
	10.2.0
	Correction to PRACK default message contents
	TEI8_Test

	R5-133197
	34.229-1
	0452
	-
	F
	Rel-10
	10.2.0
	Correction of TC 15 series
	TEI8_Test

	R5-133198
	34.229-1
	0453
	-
	F
	Rel-10
	10.2.0
	Correction of Annex C.29
	TEI8_Test

	R5-133301
	34.229-1
	0454
	-
	F
	Rel-10
	10.2.0
	Add MMI command releasing call in TC 12.12
	TEI8_Test

	R5-133302
	34.229-1
	0455
	-
	F
	Rel-10
	10.2.0
	Refering to generic procedure C.30 in TC 8.3
	TEI8_Test

	R5-133303
	34.229-1
	0456
	-
	F
	Rel-10
	10.2.0
	Correction of A.2.7
	TEI8_Test

	R5-133304
	34.229-1
	0457
	-
	F
	Rel-10
	10.2.0
	Clarification of A.2.9
	TEI8_Test

	R5-133305
	34.229-1
	0458
	-
	F
	Rel-10
	10.2.0
	Correction of C.30
	TEI8_Test

	R5-133355
	34.229-1
	0459
	-
	F
	Rel-10
	10.2.0
	Correction of the magic cookie value in Via branch as per the RFC 3261 definition
	TEI8_Test

	R5-133358
	34.229-1
	0460
	-
	F
	Rel-10
	10.2.0
	Restricting usage of rport to UDP as transport protocol
	TEI8_Test

	R5-133578
	34.229-1
	0461
	-
	F
	Rel-10
	10.2.0
	Correction to IMS Deregistration procedure in case of using TCP
	TEI8_Test

	R5-133628
	34.229-1
	0462
	-
	F
	Rel-10
	10.2.0
	Corrections to allow both ISIM or USIM to be used in IMS CC test cases
	TEI8_Test

	R5-133629
	34.229-1
	0463
	-
	F
	Rel-10
	10.2.0
	Correction of Option tags to indicate support of '100rel' and/or 'precondition'
	TEI8_Test

	R5-133630
	34.229-1
	0464
	-
	F
	Rel-10
	10.2.0
	Updating conformance requirements for test case 18.1
	TEI8_Test

	R5-133684
	34.229-1
	0465
	-
	F
	Rel-10
	10.2.0
	Clarification on SDP messages and SIP signalling of C.21
	TEI8_Test

	R5-133703
	34.229-1
	0466
	-
	F
	Rel-10
	10.2.0
	Clarification on SDP messages of C.13
	TEI8_Test

	R5-133705
	34.229-1
	0467
	-
	F
	Rel-10
	10.2.0
	Corrections to SMS over IMS test cases
	TEI8_Test

	R5-133632
	34.229-3
	0110
	-
	F
	Rel-10
	9.8.0
	34229-3: Routine maintenance and updates
	TEI8_Test
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