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<Start of first modified section>
4.5A.14
Generic Test Procedure for IMS XCAP establishment in EUTRA

4.5A.14.1
Initial conditions

System Simulator:

-
Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, unless otherwise specified in the test case.

User Equipment:

-
The UE shall be in Registered, Idle Mode state (State 2).

4.5A.14.2
Definition of system information messages

The default system information messages are used.

4.5A.14.3
Procedure

Table 4.5A.14.3-1: EUTRA/EPS signalling for XCAP

	St
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	Make the UE attempt XCAP signalling.
	-
	-

	2
	The UE transmits an RRCConnectionRequest message with ' establishmentCause' set to 'mo-Data '.
	-->
	RRCConnectionRequest

	3
	SS transmit an RRCConnectionSetup message.
	<--
	RRC: RRCConnectionSetup

	4
	The UE transmits an RRCConnectionSetupComplete message to confirm the successful completion of the connection establishment and to initiate the session management procedure by including the SERVICE REQUEST message.
	-->
	RRC: RRCConnectionSetupComplete
NAS: SERVICE REQUEST

	5
	The SS transmits a SecurityModeCommand message to activate AS security.
	<--
	RRC: SecurityModeCommand

	6
	The UE transmits a SecurityModeComplete message and establishes the initial security configuration.
	-->
	RRC: SecurityModeComplete

	7
	The SS configures a new data radio bearer, associated with the default EPS bearer context.

The RRCConnectionReconfiguration message is using condition SRB2-DRB(1, 0). The DRB associated with default EPS bearer context obtained during the attach procedure is established
	<--
	RRC: RRCConnectionReconfiguration



	8
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the establishment of the new data radio bearer, associated with the default EPS bearer context.
	-->
	RRC: RRCConnectionReconfigurationComplete

	9
	The UE transmits a PDN CONNECTIVITY REQUEST message to request an additional PDN, with 'Request type' set to 'initial request ('0001'B )'.
	-->
	PDN CONNECTIVITY REQUEST

	10
	The SS configures a new data radio bearer, associated with the default EPS bearer context. RRCConnectionReconfiguration message contains the   ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.
	<--
	RRC: RRCConnectionReconfiguration

NAS:

ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST

	-
	EXCEPTION: In parallel to the events described in steps 11 to 12 below, the behaviour in table 4.5A.14.3-2 occurs. (Optional IP address allocation followed by activation and deactivation of Supplementary Services).
	-
	-

	11
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the establishment of the new data radio bearer, 
	-->
	RRC: RRCConnectionReconfigurationComplete

	12
	The UE transmits an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.
	-->
	RRC: ULInformationTransfer

NAS:ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT


Table 4.5A.14.3-2: Parallel behaviour

	St
	Procedure
	Message Sequence

	
	
	U - S
	Message

	-
	EXCEPTION: Step 1 describes behaviour that depends on the UE behaviour.
	-
	-

	1
	If initiated by the UE the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane.
	-
	-

	2-9
	Steps 2-9 expected sequence defined in annex C.29.1 of TS 34.229-1 [35]. Procedures for activation and deactivation of Supplementary Services.
	-
	-


4.5A.14.4
Specific message contents

All specific message contents shall be referred to clause 4.6 and 4.7 with the exceptions below.

Table 4.5A.14.4-1: PDN CONNECTIVITY REQUEST (step 9, Table 4.5A.14.3-1

	Derivation Path: Table 4.7.3-20

	Information Element
	Value/remark
	Comment
	Condition

	Access point name
	Any allowed value
	The UE includes the APN to be used for XCAP.
	


Table 4.5A.14.4-2: Message ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST (step 10, Table 4.5A.13.3-1)

	Derivation path: Table 4.7.3-6 and table 4.6.1-8 with condition AM-DRB-ADD(2)

	Information Element
	Value/Remark
	Comment
	Condition

	EPS bearer identity
	7
	SS assigns an additional EPS Bearer Id different from default EPS Bearer Id between 5 and 15
	

	Procedure transaction identity
	PTI-1
	SS re-uses the particular PTI defined by UE for this present additional PDN connectivity request procedure
	

	Access point name
	The SS use the value received in step 9.
	
	


Table 4.5A.14.4-3: Message ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT (step 12, Table 4.5A.14.3-1)

	Derivation path: Table 4.7.3-4

	Information Element
	Value/Remark
	Comment
	Condition

	EPS bearer identity
	7
	Same value as in ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
	

	Procedure transaction identity
	0
	No procedure transaction identity assigned
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