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<Start of modified section>

9.1.2
Default Message Contents for Signalling (TDD)

<TEXT SKIPPED>
Contents of RADIO BEARER SETUP message: AM or UM (1.28 Mcps TDD)
<TEXT SKIPPED>
	Information Element
	Condition
	Value/remark
	Version
	Index

	        - UARFCN (Nt)
	
	Reference to clause 5.1 Test frequencies
	
	RBS1-2447

	Frequency info
	A6
	Not Present
	
	RBS1-2448

	Multi-frequency Info
	
	Not Present
	Rel-7
	RBS1-2448a

	Control Channel DRX information
	A1, A2, A3, A4, A5, A6, A7, A8, A9, A10, A11, A12, A13, A14, A15, A16, A16a, A17, A19, A22, A23, A24
	Not Present
	Rel-8
	RBS1-2448b

	Control Channel DRX information
	, A20
	
	Rel-8
	RBS1-2449

	   - CHOICE Control Channel DRX operation
	
	New Control Channel DRX operation
	
	RBS1-2450

	        - HS-SCCH DRX information
	
	
	
	RBS1-2451

	            - HS-SCCH DRX cycle 
	
	8
	
	RBS1-2452

	            - Inactivity Threshold for HS-SCCH DRX cycle
	
	16
	
	RBS1-2453

	            - HS-SCCH DRX Offset
	
	0
	
	RBS1-2454

	        - E-AGCH DRX Information 
	
	
	
	RBS1-2455

	            - CHOICE E-AGCH DRX information type
	
	Same as HS-SCCH
	
	RBS1-2456

	   - Enabling Delay
	
	32
	
	RBS1-2457

	SPS Information
	A1, A2, A3, A4, A5, A6, A7, A8, A9, A10, A11, A12, A13, A14, A15, A16, A16a, A17, A20, A22, A23, A24
	Not Present
	Rel-8
	RBS1-2458

	SPS Information
	, A19
	
	Rel-8
	RBS1-2459

	   - E-DCH SPS information
	
	
	
	RBS1-2460

	        - CHOICE E-DCH SPS operation
	
	New E-DCH SPS operation
	
	RBS1-2461

	            - E-HICH Information 
	
	
	
	RBS1-2462

	            - CHOICE Configuration Mode
	
	Implicit
	
	RBS1-2463

	                - EI
	
	0
	
	RBS1-2464

	            - Signature Sequence Group Index
	
	0
	
	RBS1-2465

	            - Transmission Pattern List
	
	2 Transmission Patterns
	
	RBS1-2466

	                - Repetition period
	
	4
	
	RBS1-2467

	                - Repetition length
	
	1
	
	RBS1-2468

	                - Repetition period
	
	8
	
	RBS1-2469

	                - Repetition length
	
	1
	
	RBS1-2470

	   - HS-DSCH SPS information
	
	
	
	RBS1-2471

	        - CHOICE HS-DSCH SPS operation
	
	New HS-DSCH SPS operation
	
	RBS1-2472

	            - Transport Block Size List
	
	2
	
	RBS1-2473

	                - Transport Block Size Index
	
	5
	
	RBS1-2474

	                - Transport Block Size Index
	
	20
	
	RBS1-2475

	            - Receive Pattern List
	
	2 Receive Patterns
	
	RBS1-2476

	                - Repetition period
	
	4
	
	RBS1-2477

	                - Repetition length
	
	1
	
	RBS1-2478

	                - Repetition period
	
	8
	
	RBS1-2479

	                - Repetition length
	
	1
	
	RBS1-2480

	            - HARQ Info for Semi-Persistent Scheduling
	
	
	
	RBS1-2481

	                - Number of Processes
	
	4
	
	RBS1-2482

	                - Process Memory size
	
	16000
	
	RBS1-2483

	            - HS-SICH List
	
	1
	
	RBS1-2484

	                - CHOICE Configuration Mode
	
	Implicit
	
	RBS1-2485

	                   - HS-SCCH Index
	
	0
	
	RBS1-2486

	MIMO parameters
	A1, A2, A3, A4, A5, A6, A7, A8, A9, A10, A11, A12, A13, A14, A15, A16, A17
	Not Present
	Rel-8
	RBS1-2487

	MIMO parameters
	, A21
	start
	Rel-8
	RBS1-2488

	   - CHOICE mode
	
	TDD
	
	RBS1-2489

	        - CHOICE TDD option
	
	1.28Mcps TDD
	
	RBS1-2490

	               - MIMO SF Mode for HS-PDSCH dual stream
	
	SF1,
	
	RBS1-2491

	               - HS-SICH Reference Signal Info
	
	Not Present
	
	RBS1-2492


<TEXT SKIPPED>
	Condition
	Explanation
	Version

	A1
	This IE need for "Non speech to CELL_DCH from CELL_DCH in CS"
	

	A2 
	This IE need for "Speech to CELL_DCH from CELL_DCH in CS"
	

	A3
	This IE need for "Packet to CELL_DCH from CELL_DCH in PS"
	

	A4
	This IE need for "Packet to CELL_DCH from CELL_FACH in PS"
	

	A5
	This IE need for "Packet to CELL_FACH from CELL_DCH in PS"
	

	A6
	This IE need for "Packet to CELL_FACH from CELL_FACH in PS"
	

	A7
	This IE need for "Non speech to CELL_DCH from CELL_FACH in CS"
	

	A8
	This IE need for "Speech to CELL_DCH from CELL_FACH in CS"
	

	A9
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  using three multiplexing options", or when not stated otherwise, for "Packet to CELL_DCH / HS-DSCH from CELL_DCH in PS"
	Rel-5

	A10
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  using one multiplexing option", or when not stated otherwise, for "Packet to CELL_DCH / HS-DSCH from CELL_FACH in PS"
	Rel-5

	A11
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using three multiplexing options (3/3) and SRBs mapped on DCH/DCH"
	Rel-7

	A12
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH"
	Rel-7

	A13
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH"
	Rel-7

	A14
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with multiple RABs (two streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH”
	Rel-7

	A15
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with multiple RABs (one conversational and one streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH”
	Rel-7

	A16
	This IE is needed for "Packet to CELL_DCH / HS-DSCH with enhanced data rate and RLC AM"
	Rel-7

	A16a
	This IE is needed for "Packet to CELL_DCH / HS-DSCH with enhanced data rate and RLC AM using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH (MAC-ehs)"
	Rel-7

	A17
	This IE is needed for "Packet to CELL_DCH / HS-DSCH with enhanced data rate and RLC UM"
	Rel-7

	A18
	This IE is needed for “Packet to CELL_FACH from CELL_FACH using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH”
	Rel-8

	A19
	This IE is needed for " Packet to CELL_DCH / E-DCH / HS-DSCH with SPS operation"
	Rel-8

	A20
	This IE is needed for " Packet to CELL_DCH / E-DCH / HS-DSCH with Control Channel DRX operation "
	Rel-8

	A21
	This IE is needed for "Packet to CELL_DCH / HS-DSCH with MIMO"
	Rel-8

	A22
	This IE is needed for "UM Packet to CELL_DCH / E-DCH (MAC-i/is) / HS-DSCH (MAC-ehs) with multiple RABs (three streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH (MAC-i/is)/DCH”
	Rel-8

	A23
	This IE is needed for "UM Packet to CELL_DCH / E-DCH (MAC-i/is) / HS-DSCH (MAC-ehs) using one multiplexing option (1/1) and SRBs mapped on E-DCH (MAC-i/is)/HS-DSCH (MAC-ehs)"
	Rel-8

	A24
	This IE is needed for “AM Packet  to CELL_DCH from Enhanced CELL_FACH in PS with SRBs mapped on E-DCH (MAC-i/is)/HS-DSCH(MAC-ehs)”
	Rel-8


	Condition
	Explanation
	Version

	MAC-I-FIXED
	Used with other condition when MAC-i/is with Fixed RLC PDU size is configured
	Rel-8

	MAC-I-FLEX
	Used with other condition when MAC-i/is with Flexible RLC PDU size is configured
	Rel-8
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