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	As per 24.008 clause 10.5.1.7, due to shared radio frequency channel numbers between GSM 1800 and GSM 1900, the mobile should indicate support for either GSM 1800 band OR GSM 1900 band, so the device may not report the DCS 1800 support in the multiband support if device supports PCS 1900 band as well.
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	The check for DCS 1800 band in multibandsupport in classmark-3 is done only when PCS 1900 band is not supported by the UE.
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1.1 Change 1

	Testcase name
	8.1.5.7

	Function Name
	fl_UTRAN34_CheckClassmark3_UEIC

	Reason for change
	As per 24.008 clause 10.5.1.7, due to shared radio frequency channel numbers between GSM 1800 and GSM 1900, the mobile should indicate support for either GSM 1800 band OR GSM 1900 band, so the device may not report the DCS 1800 support in the multiband support if device supports PCS 1900 band as well.

	Summary of change
	The check for DCS 1800 band in multibandsupport in classmark-3 is done only when PCS 1900 band is not supported by the UE.

	Source of change
	UTRAN34\8_1\UTRAN34_UE_CapabilityInfo


Before:
	…

…

if (substr(v_Received_MS_Clsmk3_Container.multibandSupported, 0, 1) != f_ConvertBoolToBit(pc_DCS_1800_BAND) or
        substr(v_Received_MS_Clsmk3_Container.multibandSupported, 1, 1) != f_ConvertBoolToBit((pc_E_GSM_900_BAND or pc_R_GSM_900_BAND)) or

        substr(v_Received_MS_Clsmk3_Container.multibandSupported, 2, 1) != f_ConvertBoolToBit(pc_P_GSM_900_BAND))  {

      f_SetVerdict(fail, __FILE__, __LINE__, "MS Classmark 3 Multiband Supported not matching the received statement");

    }
…

…


After:
	…
…

    if (substr(v_Received_MS_Clsmk3_Container.multibandSupported, 1, 1) != f_ConvertBoolToBit((pc_E_GSM_900_BAND or pc_R_GSM_900_BAND)) or

        substr(v_Received_MS_Clsmk3_Container.multibandSupported, 2, 1) != f_ConvertBoolToBit(pc_P_GSM_900_BAND))  {

      f_SetVerdict(fail, __FILE__, __LINE__, "MS Classmark 3 Multiband Supported not matching the received statement");

    }

    if(not(pc_PCS_1900_BAND))

    {

      if (substr(v_Received_MS_Clsmk3_Container.multibandSupported, 0, 1) != f_ConvertBoolToBit(pc_DCS_1800_BAND))  

      {

        f_SetVerdict(fail, __FILE__, __LINE__, "MS Classmark 3 Multiband Supported for DCS 1800 Band is not matching the received statement");

      }

    }
…

…
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