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9
Default Message Contents

9.1
Default Message Contents for Signalling

9.1.1
Default RRC Message Contents (FDD)

This clause contains the default values of common messages, which unless indicated otherwise in specific clauses of 3GPP TS 34.123-1 [1], shall be transmitted and checked by the system simulator.

In this clause, decimal values are normally used. However, sometimes a hexadecimal value, indicated by an "H", or a binary value, indicated by a "B" is used.

The necessary L3 messages are listed in alphabetic order, with the exception of the SYSTEM INFORMATION messages, where it is the information elements which are listed in alphabetic order (this is because some information elements occur in several SYSTEM INFORMATION types).

Default SYSTEM INFORMATION:

NOTE:
SYSTEM INFORMATION BLOCK TYPE 1 (except for PLMN type "GSM-MAP"), SYSTEM INFORMATION BLOCK TYPE 8, SYSTEM INFORMATION BLOCK TYPE 9, SYSTEM INFORMATION BLOCK TYPE 10, SYSTEM INFORMATION BLOCK TYPE 14, SYSTEM INFORMATION BLOCK TYPE 15 and SYSTEM INFORMATION BLOCK TYPE 16 messages are not used.

Contents of ACTIVE SET UPDATE message: AM

	Information Element
	Value/remark
	Version

	Message Type
	
	

	RRC transaction identifier
	Arbitrarily selects one integer between 0 to 3
	

	Integrity check info
	
	

	        - message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	Activation time
	Now
	

	New U-RNTI
	Not Present
	

	New H-RNTI
	Not Present
	Rel-6

	New Primary E-RNTI
	Not Present
	Rel-6

	New Secondary E-RNTI
	Not Present
	Rel-6

	CN information info
	Not Present
	

	DTX-DRX timing information
	Not Present
	Rel-7

	DTX-DRX Information
	Not Present
	Rel-7

	HS-SCCH less Information
	Not Present
	Rel-7

	MIMO parameters
	Not Present
	Rel-7

	Maximum allowed UL TX power
	Not Present - use default value
	

	Uplink secondary cell info FDD
	Not Present
	Rel-9

	E-DCH reconfiguration information on secondary UL frequency
	Not Present
	Rel-9

	Radio link addition information
	Not Present
	

	Radio link addition information on secondary UL frequency
	Not Present
	Rel-9

	Serving Cell Change Parameters
	Not present
	Rel-8

	Radio link removal information
	Not Present
	

	Radio link removal information on secondary UL frequency
	Not present
	Rel-9

	TX Diversity Mode
	None
	

	SSDT information
	Not Present
	R99 and Rel-4 only

	DPC Mode
	[FFS]
	Rel-5

	Serving HS-DSCH cell information
	Not Present
	Rel-6

	E-DCH reconfiguration information
	Not Present
	Rel-6

	UL 16QAM configuration
	Not Present
	Rel-7

	E-DCH reconfiguration information same serving cell
	Not Present
	Rel-7

	E-TFC Boost Info
	Not Present
	Rel-7

	E-DPDCH power interpolation
	Not Present
	Rel-7

	Downlink secondary cell info FDD
	Not present
	Rel-8

	Additional downlink secondary cell info list FDD
	Not present
	Rel-10
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