Page 1



3GPP TSG-RAN WG5 Meeting #60
(
R5-133323
Porto, Portugal, 5 - 9 August 13
	CR-Form-v10

	CHANGE REQUEST

	

	(

	36.523-1
	CR
	2377
	(

rev
	-
	(

Current version:
	11.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Addition of new test case 8.6.4.8

	
	

	Source to WG:
(

	NTT DOCOMO, INC.

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	eMDT_UMTSLTE-UEConTest
	
	Date: (

	2013-07-26

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The latest version of the work plan (found in R5-133038) identifies the need to provide test coverage of the following feature/aspect: Radio Link Failure logging / Logging and reporting / Reporting at RRC connection establishment / PLMN list. Currently the latest version of TS 36.523-1 does not include an appropriate test case.

	
	

	Summary of change:
(

	A test case entitled: Radio Link Failure logging / Logging and reporting / Reporting at RRC connection establishment / PLMN list has been added to TS 36.523-1 under clause 8.6.4.8.
Summary of test sequence:

(1)
The UE in RRC_CONNECTED state detects radio link failure.
(2)
The UE detects T311 expiry.

(3) The UE performs RRC connection establishment procedure.
(4) Check whether the UE responds with a RRCConnectionSetupComplete message containing the rlf-InfoAvailable.
(5)
The UE receives a UEInformationRequest message after transition to RRC_CONNECTED mode.
(6)
Check whether the UE responds with a UEInformationResponse message containing the rlf-Report.

	
	

	Consequences if 
(

not approved:
	This aspect of the work plan will remain unfulfilled.

	
	

	Clauses affected:
(

	8.6.4.8(new)

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	TS 36.508 CR, 36.523-2 CR

	(show related CRs)
	
	x
	 O&M Specifications
	 

	
	

	Other comments:
(

	


8.6.4.8
Radio Link Failure logging / Logging and reporting / Reporting at RRC connection establishment / PLMN list
8.6.4.8.1
Test Purpose (TP)
 (1)

with { UE having completed the radio bearer establishment and initial security activation procedure }

ensure that {
  when { UE detects radio link failure and T311 is expired and camp on a cell belonging to equivalent PLMN }
    then { UE performs RRC Connection Establishment procedure and sends an RRCConnectionSetupComplete message with rlf-InfoAvailable }

            }
(2)

with { UE having sent an RRCConnectionSetupComplete message with rlf-InfoAvailable }

ensure that {

  when { UE receives a UEInformationRequest message with rlf-ReportReq set to true }

    then { UE sends a UEInformationResponse message with rlf-Report }

            }

8.6.4.8.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.4, 5.3.11.3 and 5.6.5.3.
[TS 36.331, clause 5.3.3.4]
The UE shall:
…

1>
set the content of RRCConnectionSetupComplete message as follows:
…

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

3>
include rlf-InfoAvailable;

[TS 36.331, clause 5.3.11.3]
The UE shall:

1>
upon T310 expiry; or

1>
upon random access problem indication from MAC while neither T300, T301, T304 nor T311 is running; or

1>
upon indication from RLC that the maximum number of retransmissions has been reached:

2>
consider radio link failure to be detected;

2>
store the following radio link failure information in the VarRLF-Report by setting its fields as follows:

3>
clear the information included in VarRLF-Report, if any;

3>
set the plmn-IdentityList to include the list of EPLMNs stored by the UE (i.e. includes the RPLMN);

3>
set the measResultLastServCell to include the RSRP and RSRQ, if available, of the PCell based on measurements collected up to the moment the UE detected radio link failure;

3>
set the measResultNeighCells to include the best measured cells, other than the PCell, ordered such that the best cell is listed first, and based on measurements collected up to the moment the UE detected radio link failure, and set its fields as follows;

4>
if the UE was configured to perform measurements for one or more EUTRA frequencies, include the measResultListEUTRA;

4>
if the UE was configured to perform measurement reporting for one or more neighbouring UTRA frequencies, include the measResultListUTRA;

4>
if the UE was configured to perform measurement reporting for one or more neighbouring GERAN frequencies, include the measResultListGERAN;

4>
if the UE was configured to perform measurement reporting for one or more neighbouring CDMA2000 frequencies, include the measResultsCDMA2000;

4>
for each neighbour cell included, include the optional fields that are available;

…

3>
if detailed location information is available, set the content of the locationInfo as follows:

4>
include the locationCoordinates;

4>
include the horizontalVelocity, if available;

3>
set the failedPCellId to the global cell identity, if available, and otherwise to the physical cell identity and carrier frequency of the PCell where radio link failure is detected;
3>
if an RRCConnectionReconfiguration message including the mobilityControlInfo was received before the connection failure:

4>
if the last RRCConnectionReconfiguration message including the mobilityControlInfo concerned an intra E-UTRA handover:

5>
include the previousPCellId and set it to the global cell identity of the PCell where the last RRCConnectionReconfiguration message including mobilityControlInfo was received;

5>
set the timeConnFailure to the elapsed time since reception of the last RRCConnectionReconfiguration message including the mobilityControlInfo;
4>
if the last RRCConnectionReconfiguration message including the mobilityControlInfo concerned a handover to E-UTRA from UTRA and if the UE supports Radio Link Failure Report for Inter-RAT MRO:

5>
include the previousUTRA-CellId and set it to the physical cell identity, the carrier frequency and the global cell identity, if available, of the UTRA Cell in which the last RRCConnectionReconfiguration message including mobilityControlInfo was received;

5>
set the timeConnFailure to the elapsed time since reception of the last RRCConnectionReconfiguration message including the mobilityControlInfo;
3>
set the connectionFailureType to rlf;

3>
set the c-RNTI to the C-RNTI used in the PCell;

3>
set the rlf-Cause to the trigger for detecting radio link failure;

2>
if AS security has not been activated:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other';

2>
else:

3>
initiate the connection re-establishment procedure as specified in 5.3.7;

The UE may discard the radio link failure information, i.e. release the UE variable VarRLF-Report, 48 hours after the radio link failure is detected, upon power off or upon detach.

[TS 36.331, clause 5.6.5.3]
Upon receiving the UEInformationRequest message, the UE shall:
…

1>
if rlf-ReportReq is set to true and the UE has radio link failure information or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

2>
set timeSinceFailure in VarRLF-Report to the time that elapsed since the last radio link or handover failure in E-UTRA;

2>
set the rlf-Report in the UEInformationResponse message to the value of rlf-Report in VarRLF-Report;

2>
discard the rlf-Report from VarRLF-Report upon successful delivery of the UEInformationResponse message confirmed by lower layers;

…
1>
if the logMeasReport is included in the UEInformationResponse:

…

1>
else:
2>
submit the UEInformationResponse message to lower layers for transmission via SRB1;
8.6.4.8.3
Test description

8.6.4.8.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and 12
-
System information combination 3 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.

-
The PLMNs are identified in the test by the identifiers in Table 8.6.4.8.3.1-1.

Table 8.6.4.8.3.1-1: PLMN identifiers
	Cell
	PLMN name

	1
	PLMN1

	12
	PLMN2


UE:
None.

Preamble:

-
The UE is registered on PLMN1 (Cell 1) using the procedure described in TS 36.508[18] clause 4.5.2.3 except that the ATTACH ACCEPT message indicates PLMN2 in the Equivalent PLMN list as described in Table 8.6.4.8.3.3-4
-
The UE is in state Generic RB Established (State 3) on Cell 1 according to [18].
8.6.4.8.3.2
Test procedure sequence
Table 8.6.4.8.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T1" and "T2" are to be applied. The exact instants on which these values shall be applied are described in the texts in this clause. 
 Table 8.6.4.8.3.2-1: Time instances of cell power level
	
	Parameter
	Unit
	Cell 1
	Cell 12
	Remark

	T1
	RS EPRE
	dBm/15kHz
	"Off"
	"Off"
	No cell is available
(NOTE 1)

	T2
	RS EPRE
	dBm/15kHz
	"Off"
	-85
	(NOTE 1)

	NOTE 1:
Power level “Off” is defined in TS 36.508 Table 6.2.2.1-1.


Table 8.6.4.8.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes Cell 1 parameter according to the row "T1" in Table 8.6.4.8.3.2-1.
	-
	-
	-
	-

	2
	The SS waits for 12s to ensure that the UE detects T311 expiry.
	-
	-
	-
	-

	3
	The SS changes Cell 12 parameter according to the row "T2" in Table 8.6.4.8.3.2-1.
	-
	-
	-
	-

	4
	The UE transmits an RRCConnectionRequest message on cell 12 to initiate a tracking area update procedure.
	-->
	RRCConnectionRequest
	-
	-

	5
	The SS transmit an RRCConnectionSetup message.
	<--
	RRCConnectionSetup
	-
	-

	6
	The UE transmits an RRCConnectionSetupComplete message to confirm the successful completion of the connection establishment and a TRACKING AREA UPDATE REQUEST message is sent to update the registration of the actual tracking area.
Check: Does the UE send a RRCConnectionSetupComplete message with rlf-InfoAvailable on Cell 12? 
	-->
	RRCConnectionSetupComplete NAS: TRACKING AREA UPDATE REQUEST
	1
	P

	7-9
	Steps 4 to 6 of the generic test procedure in TS 36.508 subclause 6.4.2.7 are performed on Cell 12.

NOTE: The UE performs a TAU procedure and the RRC connection is released. 
	-
	-
	-
	-

	10-18
	Steps 1 to 9 of the generic radio bearer establishment procedure in TS 36.508 subclause 4.5.3.3 are executed to successfully complete the service request procedure on Cell 12. 
	-
	-
	-
	-

	19
	The SS sends a UEInformationRequest message to get rlf-ReportReq on Cell 12. 
	<--
	UEInformationRequest
	-
	-

	20
	Check: Does the UE send a UEInformationResponse message with rlf-Report on Cell 12? 
	-->
	UEInformationResponse
	2
	P


8.6.4.8.3.3
Specific message contents
Table 8.6.4.8.3.3-1: RRCConnectionSetupComplete (step 6, Table 8.6.4.8.3.2-2) 
	Derivation Path: 36.508, Table 4.6.1-18

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionSetupComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionSetupComplete-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            rlf-InfoAvailable-r10
	true
	
	

	            nonCriticalExtension SEQUENCE {}
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.8.3.3-2: UEInformationRequest (step 19, Table 8.6.4.8.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-23A, condition RLF Report


Table 8.6.4.8.3.3-3: UEInformationResponse (step 20, Table 8.6.4.8.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-23B

	Information Element
	Value/remark
	Comment
	Condition

	RLF-Report-r9 ::=  SEQUENCE {
	
	
	

	  measResultLastServCell-r9 SEQUENCE {
	
	
	

	    rsrpResult-r9
	(0..97)
	
	

	    rsrqResult-r9
	Not present or (0..34)
	
	

	  }
	
	
	

	  measResultNeighCells-r9 SEQUENCE {
	
	
	

	    measResultListEUTRA-r9
	Not present
	
	

	    measResultListUTRA-r9
	Not present
	
	

	    measResultListGERAN-r9
	Not present
	
	

	    measResultsCDMA2000-r9
	Not present
	
	

	  }
	
	
	

	  locationInfo-r10
	Not Present or any allowed value
	
	

	          failedPCellId-r10 CHOICE {
	cellGlobalId-r10 or pci-arfcn-r10
	If the UE has the global cell identity depending on UE implementation, the UE sets the global cell identity, otherwise the UE sets the physical cell identity and the carrier frequency.
	

	            cellGlobalId-r10 SEQUENCE {
	
	
	

	              plmn-Identity
	plmn-Identity within SystemInformationBlockType1 broadcasted in Cell 1
	
	

	              cellIdentity
	cellIdentity within SystemInformationBlockType1 broadcasted in Cell 1
	
	

	            }
	
	
	

	            pci-arfcn-r10 SEQUENCE {
	
	
	

	              physCellId-r10
	Physical cell Identity of Cell 1
	
	

	              carrierFreq-r10
	Same downlink EARFCN as used for Cell 1
	
	

	            }
	
	
	

	    timeSinceFailure-r11
	Any allowed value
	
	

	  }
	
	
	

	  previousUTRA-CellId-r11
	Not present
	
	

	  selectedUTRA-CellId-r11
	Not present
	
	

	}
	
	
	


Table 8.6.4.8.3.3-4: ATTACH ACCEPT for Cell 1 (preamble)

	Derivation path: 36.508 Table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	Equivalent PLMNs
	PLMN2
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