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{Start of changes}
5.3D
Frequency Error for UL CLTD Activation state 2 and 3
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Message Contents are FFS.

· Call Setup procedure and test procedure may need an update.

· Update to 34.121-2 is FFS

5.3D.1
Definition and applicability

The frequency error for UL CLTD is the difference, between the RF modulated carrier frequency transmitted at each antenna connector from the UE and the assigned frequency. The UE transmitter tracks to the RF carrier frequency received from the Node B. These signals will have an apparent error due to Node B frequency error and Doppler shift. In the later case, signals from the Node B must be averaged over sufficient time that errors due to noise or interference are allowed for within the minimum requirements specified in 5.3D.2.

The UE shall use the same frequency source for both RF frequency generation and the chip clock.

The requirements and this test apply for Release 11 and later releases to all types of UTRA for the FDD UE that support UL CLTD.

5.3D.2
Minimum Requirements

The UE modulated carrier frequency at each antenna connector shall be accurate to within ±0,1 ppm observed over a period of one timeslot compared to the carrier frequency received from the Node B.

The normative reference for this requirement is TS 25.101 [1] clause 6.3C.

5.3D.3
Test purpose

To verify that the UE carrier frequency error at each antenna connector does not exceed ±0,1 ppm. This requirement is tested with the UE receiver at the reference sensitivity.

An excess error of the carrier frequency increases the transmission errors in the up link own channel.

This test verifies the ability of the receiver to derive correct frequency information for the transmitter, when locked to the DL carrier frequency.

5.3D.4
Method of test

5.3D.4.1
Initial conditions

Test environment for UE without vibration sensitive components: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Test environment for other UE: normal, TL/VL, TL/VH, TH/VL, TH/VH, vibration; see clauses G.2.1, G.2.2 and G.2.3.

NOTE:
"UE without vibration sensitive components" is declared in table A.12 of [32].

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure FFS.

2)
The UL Reference Measurement Channel and parameters are specified in Annex TBD. The DL Fixed Reference Channels (FRC H-Set 1, QPSK) is specified in Annex C.8.1.1.

3)
An HSDPA call with CLTD is set up according to TS 34.108 [3] 7.3.17. RF parameters are set up according to table TBD and table TBD.

4)
SS sends a HS-SCCH order activating UL_CLTD activation state 2.

5)
Enter the UE into loopback test mode 1 in the presence of HSDPA and start the loopback test for state 2.

See TS 34.108 [3] and TS 34.109 [4] for details regarding loopback test mode for HSDPA.

5.3D.4.2
Procedure

1)
Set and send continuously Up power control commands to the UE until the UE reaches its maximum output power.

2)
Measure the frequency error delta f at each antenna connector, using the Global In-Channel-Tx-test (annex B).
3) SS sends a HS-SCCH order activating UL_CLTD activation state 3.

4)
Repeat step 1 to 2 for activation state 3.
5.3D.5
Test Requirements

For all measurements, the frequency error at each antenna connector, derived in step 2), shall not exceed ±(0,1 ppm + 10 Hz).

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
{Text skipped here}
F.1.2
Measurement of transmitter

Table F.1.2: Maximum Test System Uncertainty for transmitter tests

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	[MANY ROWS CLIPPED HERE]
	
	

	5.2BB UE Maximum Output Power for DC-HSUPA (16QAM)
	0,7 dB
	The accuracy over two carriers is the same as over one carrier

	5.2C UE relative code domain power accuracy
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB
	This accuracy is based on the linearity of the code domain power measurement of the test equipment.

	5.2D UE Relative Code Domain Power Accuracy with HS-DPCCH and E-DCH
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB
	This accuracy is based on the linearity of the code domain power measurement of the test equipment.

	5.2DA UE Relative Code Domain Power Accuracy for DC-HSUPA with QPSK
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB
	This accuracy is based on the linearity of the code domain power measurement of the test equipment.

	5.2E UE Relative Code Domain Power Accuracy for HS-DPCCH and E-DCH with 16QAM
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB

For -20 dB ≥ -30 dB CDP 0.5 dB
	This accuracy is based on the linearity of the code domain power measurement of the test equipment.

	5.2 EA UE relative code domain power accuracy for DC-HSUPA using HS-DPCCH and E-DCH with 16QAM
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB

For -20 dB ≥ -30 dB CDP 0.5 dB
	This accuracy is based on the linearity of the code domain power measurement of the test equipment.

	5.3 Frequency Error
	±10 Hz
	

	5.3A Frequency Error for DC-HSUPA
	±10 Hz per carrier
	

	5.3D Frequency error for UL CLTD Activation state 2 and 3
	±10 Hz
	

	5.4.1 Open loop power control in uplink
	1,0 dB
	The uncertainty of this test is a combination of the downlink level setting error and the uplink power measurement that are uncorrelated.

Formula = SQRT(source_level_error2 + power_meas_error2)

	[MANY ROWS CLIPPED HERE]
	
	


{Text skipped here}
F.2.1
Transmitter

Table F.2.1: Test Tolerances for transmitter tests

	Clause
	Test Tolerance

	[MANY ROWS CLIPPED HERE]
	

	5.2A Maximum Output Power with HS-DPCCH (Release 5 only)
	0.7 dB

	5.2AA Maximum Output Power with HS-DPCCH (Release 6 and later)
	0.7 dB

	5.2B Maximum Output Power with HS-DPCCH and E-DCH
	0.7 dB

	5.2BA UE Maximum Output Power for DC-HSUPA (QPSK)
	0.7 dB

	5.2BB UE Maximum Output Power for DC-HSUPA (16QAM)
	0.7 dB

	5.2C UE relative code domain power accuracy
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB

	5.2D UE Relative Code Domain Power Accuracy with HS-DPCCH and E-DCH
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB

	5.2DA UE Relative Code Domain Power Accuracy for DC-HSUPA with QPSK
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB

	5.2E UE Relative Code Domain Power Accuracy for HS-DPCCH and E-DCH with 16QAM
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB

For -20 dB ≥ -30 dB CDP 0.5 dB

	5.2 EA UE relative code domain power accuracy for DC-HSUPA using HS-DPCCH and E-DCH with 16QAM
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB

For -20 dB ≥ -30 dB CDP 0.5 dB

	5.3 Frequency error
	10 Hz 

	5.3A Frequency Error for DC-HSUPA
	10 Hz per carrier

	5.3D Frequency error for UL CLTD Activation state 2 and 3
	10 Hz 

	5.4.1 Open loop power control in uplink
	1.0 dB

	5.4.1A Open Loop Power Control in the Uplink for DC-HSUPA
	1.0 dB per carrier

	[MANY ROWS CLIPPED HERE]
	


{Text skipped here}
F.4.1
Transmitter

Table F.4.1: Derivation of Test Requirements (Transmitter tests)

	[MANY ROWS CLIPPED HERE]
	
	
	

	5.3 Frequency Error
	The UE modulated carrier frequency shall be accurate to within 0.1 ppm compared to the carrier frequency received from the Node B.
	10 Hz
	Formula: modulated carrier frequency error + TT

modulated carrier frequency error = (0.1 ppm + 10 Hz).

	5.3D Frequency error for UL CLTD Activation state 2 and 3
	The UE modulated carrier frequency shall be accurate to within 0.1 ppm compared to the carrier frequency received from the Node B.
	10 Hz
	Formula: modulated carrier frequency error + TT

modulated carrier frequency error = (0.1 ppm + 10 Hz).

	5.4.1 Open loop power control in the uplink
	Open loop power control tolerance ±9 dB (Normal)

Open loop power control tolerance ±12 dB (Extreme)
	1.0 dB
	Formula: (Upper) Minimum Requirement + TT

(Lower) Minimum  Requirement – TT

For Normal conditions:

Upper Tolerance limit = +10 dB
Lower Tolerance limit = -10 dB

For Extreme conditions:

Upper Tolerance limit = +13 dB
Lower Tolerance limit = -13 dB

	5.4.1A Open loop power control in the uplink for DC-HSUPA
	Open loop power control tolerance ±9 dB (Normal)

Open loop power control tolerance ±12 dB (Extreme)
	1.0 dB
	Formula: (Upper) Minimum Requirement + TT

(Lower) Minimum  Requirement – TT

For Normal conditions:

Upper Tolerance limit = +10 dB
Lower Tolerance limit = -10 dB

For Extreme conditions:

Upper Tolerance limit = +13 dB
Lower Tolerance limit = -13 dB

	[MANY ROWS CLIPPED HERE]
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