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8.2.1.1
Single-antenna port performance

The single-antenna performance in a given multi-path fading environments is determined by the SNR for which a certain relative information bit throughput of the reference measurement channels in Annex A.3.3 is achieved. The purpose of these tests is to verify the single-antenna performance with different channel models and MCS. The QPSK and 64QAM cases are also used to verify the performance for all bandwidths specified in Table 5.6.1-1. 

8.2.1.1.1
Minimum Requirement

The requirements are specified in Table 8.2.1.1.1-2, with the addition of the parameters in Table 8.2.1.1.1-1 and the downlink physical channel setup according to Annex C.3.2. 

Table 8.2.1.1.1-1: Test Parameters

	Parameter
	Unit
	Test 1- 5
	Test 6- 8
	Test 9- 15
	Test 16- 18
	Test 19-20

	Downlink power allocation
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	dB
	0
	0
	0
	0
	0
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	dB
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)

	
	(
	dB
	0
	0
	0
	0
	0
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at antenna port
	dBm/15kHz
	-98
	-98
	-98
	-98
	-98

	Symbols for unused PRBs
	
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)

	Modulation
	
	QPSK
	16QAM
	64QAM
	16QAM
	QPSK

	PDSCH transmission mode
	
	1
	1
	1
	1
	1

	Note 1:
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Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.

Note 3:
For CA test cases, PUCCH format 1b with channel selection is used to feedback ACK/NACK.
Note 4: 
For CA test cases, the same PDSCH transmission mode is applied to each component carrier.


Table 8.2.1.1.1-2: Minimum performance (FRC)

	Test num.
	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value
	UE cate
gory
	CA capa-

bility

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)
	
	

	1
	10 MHz
	R.2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.0
	1-8
	-

(Note 3)

	1A
	2x10 MHz
	R.2 FDD
	OP.1 FDD (Note 1)
	EVA5
	1x2 Low
	70
	-1.1
	3-8
	CL_A-A

(Note 2)

	2
	10 MHz
	R.2 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	70
	-0.4
	1-8
	-

	3
	10 MHz
	R.2 FDD
	OP.1 FDD
	ETU300
	1x2 Low
	70
	0.0
	1-8
	-

	4
	10 MHz
	R.2 FDD
	OP.1 FDD
	HST
	1x2
	70
	-2.4
	1-8
	-

	5
	1.4 MHz
	R.4 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	0.0
	1-8
	-

	6
	10 MHz
	R.3 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	6.7
	2-8
	-

	
	5 MHz
	R.3-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	6.7
	1
	-

	7
	10 MHz
	R.3 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.4
	2-8
	-

	
	5 MHz
	R.3-1 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.4
	1
	-

	8
	10 MHz
	R.3 FDD
	OP.1 FDD
	ETU300
	1x2 High
	70
	9.4
	2-8
	-

	
	5 MHz
	R.3-1 FDD
	OP.1 FDD
	ETU300
	1x2 High
	70
	9.4
	1
	-

	9
	3 MHz
	R.5 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.6
	1-8
	-

	10
	5 MHz
	R.6 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.4
	2-8
	-

	
	5 MHz
	R.6-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.5
	1
	-

	11
	10 MHz
	R.7 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.7
	2-8
	-

	
	10 MHz
	R.7-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	16.7
	1
	-

	12
	10 MHz
	R.7 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	70
	19.0
	2-8
	-

	
	10 MHz
	R.7-1 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	70
	18.1
	1
	-

	13
	10 MHz
	R.7 FDD
	OP.1 FDD
	EVA5
	1x2 High
	70
	19.1
	2-8
	-

	
	10 MHz
	R.7-1 FDD
	OP.1 FDD
	EVA5
	1x2 High
	70
	17.8
	1
	-

	14
	15 MHz
	R.8 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.7
	2-8
	-

	
	15 MHz
	R.8-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	16.8
	1
	-

	15
	20 MHz
	R.9 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.6
	3-8
	-

	
	20 MHz
	R.9-2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.3
	2
	-

	
	20 MHz
	R.9-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	16.7
	1
	-

	16
	3 MHz
	R.0 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.9
	1-8
	-

	17
	10 MHz
	R.1 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.9
	1-8
	-

	18
	20 MHz
	R.1 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.9
	1-8
	-

	19
	10 MHz
	R.41 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-5.4
	1-8
	-

	20
	2x20 MHz
	R.42 FDD
	OP.1 FDD (Note 1)
	EVA5
	1x2 Low
	70
	-1.3
	5-8
	CL_C

	Note 1:
For CA test cases, the OCNG pattern applies for each CC.
Note 2:
30usec timing difference between two CCs is applied in inter-band CA case.

Note 3:
Test 1 may not be executed for UE-s for which Test 1A is applicable.


< Unchanged sections omitted >

8.2.1.2
Transmit diversity performance

8.2.1.2.1
Minimum Requirement 2 Tx Antenna Port

The requirements are specified in Table 8.2.1.2.1-2, with the addition of the parameters in Table 8.2.1.2.1-1 and the downlink physical channel setup according to Annex C.3.2. The purpose is to verify the performance of transmit diversity (SFBC) with 2 transmitter antennas.

Table 8.2.1.2.1-1: Test Parameters for Transmit diversity Performance (FRC)

	Parameter
	Unit
	Test 1-2 

	Downlink power allocation
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	dB
	-3
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	dB
	-3 (Note 1)

	
	(
	dB
	0
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at antenna port
	dBm/15kHz
	-98

	PDSCH transmission mode
	
	2

	Note 1:
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Table 8.2.1.2.1-2: Minimum performance Transmit Diversity (FRC)

	Test number
	Band-width 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.11 FDD
	OP.1 FDD
	EVA5
	2x2 Medium
	70
	6.8
	2-8

	
	5 MHz
	R.11-2 FDD
	OP.1 FDD
	EVA5
	2x2 Medium
	70
	5.9
	1

	2
	10 MHz
	R.10 FDD
	OP.1 FDD
	HST
	2x2 
	70
	-2.3
	1-8


< Unchanged sections omitted >

8.2.2.1
Single-antenna port performance

The single-antenna performance in a given multi-path fading environments is determined by the SNR for which a certain relative information bit throughput of the reference measurement channels in Annex A.3.4 is achieved. The purpose of these tests is to verify the single-antenna performance with different channel models and MCS. The QPSK and 64QAM cases are also used to verify the performance for all bandwidths specified in Table 5.6.1-1. 

8.2.2.1.1
Minimum Requirement 

The requirements are specified in Table 8.2.2.1.1-2, with the addition of the parameters in Table 8.2.2.1.1-1 and the downlink physical channel setup according to Annex C.3.2. 

Table 8.2.2.1.1-1: Test Parameters

	Parameter
	Unit
	Test 1- 5
	Test 6- 8
	Test 9- 15
	Test 16- 18
	Test 19
	Test 20

	Downlink power allocation
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	dB
	0
	0
	0
	0
	0
	0
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	dB
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
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	(
	dB
	0
	0
	0
	0
	0
	0

	
[image: image13.wmf]oc
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at antenna port
	dBm/15kHz
	-98
	-98
	-98
	-98
	-98
	-98

	Symbols for unused PRBs
	
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)

	Modulation
	
	QPSK
	16QAM
	64QAM
	16QAM
	QPSK
	QPSK

	ACK/NACK feedback mode
	
	Multiplexing
	Multiplexing
	Multiplexing
	Multiplexing
	Multiplexing
	-

(Note 3)

	PDSCH transmission mode
	
	1
	1
	1
	1
	1
	1

	Note 1:
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Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.

Note 3:
PUCCH format 1b with channel selection is used to feedback ACK/NACK.
Note 4:
For CA test cases, the same PDSCH transmission mode is applied to each component carrier.


Table 8.2.2.1.1-2: Minimum performance (FRC)

	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category
	CA capability

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	
	

	1
	10 MHz
	R.2 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	-1.2
	1-8
	-

	2
	10 MHz
	R.2 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	70
	-0.6
	1-8
	-

	3
	10 MHz
	R.2 TDD
	OP.1 TDD
	ETU300
	1x2 Low
	70
	-0.2
	1-8
	-

	4
	10 MHz
	R.2 TDD
	OP.1 TDD
	HST
	1x2
	70
	-2.6
	1-8
	-

	5
	1.4 MHz
	R.4 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	0.0
	1-8
	-

	6
	10 MHz
	R.3 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	6.7
	2-8
	-

	
	5 MHz
	R.3-1 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	6.7
	1
	-

	7
	10 MHz
	R.3 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	30
	1.4
	2-8
	-

	
	5 MHz
	R.3-1 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	30
	1.4
	1
	-

	8
	10 MHz
	R.3 TDD
	OP.1 TDD
	ETU300
	1x2 High
	70
	9.3
	2-8
	-

	
	5 MHz
	R.3-1 TDD
	OP.1 TDD
	ETU300
	1x2 High
	70
	9.3
	1
	-

	9
	3 MHz
	R.5 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.6
	1-8
	-

	10
	5 MHz
	R.6 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.6
	2-8
	-

	
	5 MHz
	R.6-1 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.6
	1
	-

	11
	10 MHz
	R.7 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.6
	2-8
	-

	
	10 MHz
	R.7-1 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.6
	1
	-

	12
	10 MHz
	R.7 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	70
	19.1
	2-8
	-

	
	10 MHz
	R.7-1 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	70
	19.1
	1
	-

	13
	10 MHz
	R.7 TDD
	OP.1 TDD
	EVA5
	1x2 High
	70
	19.1
	2-8
	-

	
	10 MHz
	R.7-1 TDD
	OP.1 TDD
	EVA5
	1x2 High
	70
	19.1
	1
	-

	14
	15 MHz
	R.8 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.8
	2-8
	-

	
	15 MHz
	R.8-1 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.8
	1
	-

	15
	20 MHz
	R.9 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.7
	3-8
	-

	
	20 MHz
	R.9-2 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.7
	2
	-

	
	20 MHz
	R.9-1 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	17.7
	1
	-

	16
	3 MHz
	R.0 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	30
	2.1
	1-8
	-

	17
	10 MHz
	R.1 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	30
	2.0
	1-8
	-

	18
	20 MHz
	R.1 TDD
	OP.1 TDD
	ETU70
	1x2 Low
	30
	2.1
	1-8
	-

	19
	10 MHz
	R.41 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	-5.3
	1-8
	-

	20
	2x20MHz
	R.42 TDD
	OP.1 TDD (Note 1)
	EVA5
	1x2 Low
	70
	-1.2
	5-8
	CL_C

	Note 1:
For CA test cases, the OCNG pattern applies for each CC.


< Unchanged sections omitted >

8.2.2.2
Transmit diversity performance

8.2.2.2.1
Minimum Requirement 2 Tx Antenna Port

The requirements are specified in Table 8.2.2.2.1-2, with the addition of the parameters in Table 8.2.2.2.1-1 and the downlink physical channel setup according to Annex C.3.2. The purpose is to verify the performance of transmit diversity (SFBC) with 2 transmitter antennas.
Table 8.2.2.2.1-1: Test Parameters for Transmit diversity Performance (FRC)

	Parameter
	Unit
	Test 1-2 

	Downlink power allocation
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	dB
	-3
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	dB
	-3 (Note 1)

	
	(
	dB
	0
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at antenna port
	dBm/15kHz
	-98

	ACK/NACK feedback mode
	
	Multiplexing

	PDSCH transmission mode
	
	2

	Note 1:
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Table 8.2.2.2.1-2: Minimum performance Transmit Diversity (FRC)

	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.11 TDD
	OP.1 TDD
	EVA5
	2x2 Medium
	70
	6.8
	2-8

	
	5 MHz
	R.11-2 TDD
	OP.1 TDD
	EVA5
	2x2 Medium
	70
	6.8
	1

	2
	10 MHz
	R.10 TDD
	OP.1 TDD
	HST
	2x2 
	70
	-2.3
	1-8


< Unchanged sections omitted >

B.2.4
Propagation conditions for CQI tests

For Channel Quality Indication (CQI) tests, the following additional multi-path profile is used:
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the Doppler frequency. The same h(t,τ) is used to describe the fading channel between every pair of Tx and Rx.
B.2.5
Void

B.2.6
MBSFN Propagation Channel Profile
Table B.2.6-1 shows propagation conditions that are used for the MBSFN performance requirements in multi-path fading environment in an extended delay spread environment.

Table B.2.6-1: Propagation Conditions for Multi-Path Fading Environments for MBSFN Performance Requirements in an extended delay spread environment

	Extended Delay Spread

	Maximum Doppler frequency [5Hz]

	Relative Delay [ns]
	Relative Mean Power [dB]

	0
	0

	30
	-1.5

	150
	-1.4

	310
	-3.6

	370
	-0.6

	1090
	-7.0

	12490
	-10

	12520
	-11.5

	12640
	-11.4

	12800
	-13.6

	12860
	-10.6

	13580
	-17.0

	27490
	-20

	27520
	-21.5

	27640
	-21.4

	27800
	-23.6

	27860
	-20.6

	28580
	-27.0


B.3
High speed train scenario

The high speed train condition for the test of the baseband performance is a non fading propagation channel with one tap. Doppler shift is given by
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where 
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where 
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 is the initial distance of the train from eNodeB, and 
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 is eNodeB Railway track distance, both in meters; 
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 is time in seconds. 

Doppler shift and cosine angle are given by equation B.3.1 and B.3.2-B.3.4 respectively, where the required input parameters listed in table B.3-1 and the resulting Doppler shift shown in Figure B.3-1 are applied for all frequency bands.

Table B.3-1: High speed train scenario

	Parameter
	Value
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	300 m
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	2 m

	
[image: image39.wmf]v


	300 km/h
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NOTE 1:
Parameters for HST conditions in table B.3-1 including 
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 and Doppler shift trajectories presented on figure B.3-1 were derived for Band 7.
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Figure B.3-1: Doppler shift trajectory

For 1x2 antenna configuration, the same h(t,τ) is used to describe the channel between every pair of Tx and Rx.
For 2x2 antenna configuration, the same h(t,τ) is used to describe the channel between every pair of Tx and Rx with phase shift according to 
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< End of changes >
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