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1. Introduction
In this paper, co-sourcing operators propose to introduce an additional UL/DL configuration for TDD to support DL only configuration in Rel-12.
2. Discussion
2.1. Background
According to the current traffic trend in the mobile network, downlink data traffic is much larger than uplink. To accommodate the asymmetric traffic as one of the motivations, a supplemental downlink carrier has been introduced and studied for some frequency bands where unpaired spectra are available, e.g., Band 29 and L-band [1]. For the time being, this supplemental carrier is aimed at FDD. Such a supplemental carrier for the DL only usage has not been introduced for TDD yet.
The Electric Communications Committee (ECC) in Europe has recently developed a draft revision of ECC Decision 11(06) on “Harmonised frequency arrangements for mobile/fixed communications networks (MFCN) operating in the bands 3400-3600 MHz and 3600-3800 MHz” [2].  This draft ECC Decision indicates that TDD is a preferred frequency arrangement while FDD is an alternative one in the 3400-3600 MHz band. In ECC Decision 11(06) as well as this draft revision downlink only operation for TDD is also noted as one extreme case. Therefore, there is a potential use case and demand for the downlink only operation for TDD. 

In addition to the scenario of accommodating the asymmetric traffic, downlink only operation for TDD has a benefit that network coordination/synchronisation within/between operator(s) is not required. This could help to assign a spectrum efficiently since a guard band between operators is not needed even without the network synchronisation.
2.2. Rationale for work in 3GPP
Among the existing uplink-downlink configurations for TDD, Configuration 5 supports the largest downlink resource [3]. The ratio of DL, UL and Special Subframe (SS) is 8:1:1. This could be used for the DL only operation by not transmitting UL signals in the UL and special subframe. However, this results in wasting up to 20% of radio resource which is not a marginal loss. Therefore, the standardisation work to specify the DL only configuration is needed.
Furthermore, in Japan, new spectrum allocation of 3400-3600 MHz would be expected in the near future since the frequency reorganization action plan (October 2013 revised edition) refers to potential IMT-Advanced systems introduction from the fiscal year of 2015 [4]. It is desirable that the 3GPP specification is ready to support the TDD DL only configuration until the new spectrum allocation. As such, the specification work has to be conducted in Rel-12. Otherwise, it will not meet the deployment schedule for the new spectrum when it comes to TDD to be selected for the 3400-3600 MHz.
2.3. Specification impact on TDD DL only configuration
The straightforward approach for supporting the TDD DL only configuration is to utilise all subframes for DL transmission. The DL only configuration can only be utilized as an SCell; TDD cell with UL-DL configuration #0-#6 or FDD cell is necessary as the PCell altogether. Under the network where the other configuration than the TDD DL only configuration is configured, the UE should be able to connect to the TDD network using the existing UL-DL configurations. As such, it is desirable that the UE supporting the TDD DL only configuration should also support the all existing UL-DL configurations for all supported TDD bands. An example of the expected specification impacts is shown in the Annex section. The other alternatives could be discussed if any and their technical benefits are justified.
2.4. WI for TDD DL only configuration

The following options can be considered as to where the work is conducted:
Option 1:

Work under the LTE TDD-FDD joint operation WI [4].
Option 2:

Create a new work item

For Option 1, the WID has to be revised since there is a statement that no new TDD UL-DL configuration is introduced. TSG-RAN at this meeting will discuss the above options.
2.5. Required time units

The specification work has to be conducted in RAN1/2 if the TDD DL only configuration is introduced:
RAN1:
Once the approach described in sub-clause 2.3 is selected, the specification work would be straightforward. Even if the time to discuss the approach is taken into account, 2 WG meetings with 0.5 TUs per meeting would be enough.

RAN2:

The required time would be a “noise level” since the expected work is to implement the signalling of a new configuration in RRC.

3. Summary and proposal
In conclusion, the followings are proposed:
Proposal 1:
An additional UL/DL configuration for TDD supporting DL only configuration should be introduced in Rel-12.

Proposal 2:
If Proposal 1 is agreed, TSG-RAN is respectfully asked to formulate the corresponding work item as explained in this paper.
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Annex A: 
Specification impact of TDD DL only configuration

A.1
TS 36.211 section 4.2:
	The First Change


4.2
Frame structure type 2

Frame structure type 2 is applicable to TDD. Each radio frame of length 
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each. Each half-frame consists of five subframes of length
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The supported uplink-downlink configurations are listed in Table 4.2-2 where, for each subframe in a radio frame, "D" denotes the subframe is reserved for downlink transmissions, "U" denotes the subframe is reserved for uplink transmissions and "S" denotes a special subframe with the three fields DwPTS, GP and UpPTS. 
The length of DwPTS and UpPTS is given by Table 4.2-1 subject to the total length of DwPTS, GP and UpPTS being equal to
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in each subframe.  

Uplink-downlink configurations with both 5 ms and 10 ms downlink-to-uplink switch-point periodicity are supported for uplink-downlink configurations 0-6. For uplink-downlink configuration 7, no switch-point periodicity is present.

In case of 5 ms downlink-to-uplink switch-point periodicity, the special subframe exists in both half-frames.

In case of 10 ms downlink-to-uplink switch-point periodicity, the special subframe exists in the first half-frame only.

Subframes 0 and 5 and DwPTS are always reserved for downlink transmission. UpPTS and the subframe immediately following the special subframe are always reserved for uplink transmission for uplink-downlink configurations 0-6. For uplink-downlink configuration 7, neither special subframe nor uplink transmission is present.
Uplink-downlink configuration 7 is configured only as an SCell, for which case a TDD cell with one of uplink-downlink configurations 0-6 or an FDD cell shall be configured as the PCell.
In case multiple cells are aggregated, the UE may assume that the guard period of the special subframe in the different cells have an overlap of at least 
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In case multiple cells with different uplink-downlink configurations are aggregated and the UE is not capable of simultaneous reception and transmission in the aggregated cells, the following constraints apply:

-
if the subframe in the primary cell is a downlink subframe, the UE shall not transmit any signal or channel on a secondary cell in the same subframe 

-
if the subframe in the primary cell is an uplink subframe, the UE is not expected to receive any downlink transmissions on a secondary cell in the same subframe

-
if the subframe in the primary cell is a special subframe and the same subframe in a secondary cell is a downlink subframe, the UE is not expected to receive PDSCH/EPDCCH/PMCH/PRS transmissions in the secondary cell in the same subframe, and the UE is not expected to receive any other signals on the secondary cell in OFDM symbols that overlaps with the guard period or UpPTS in the primary cell.
<<< skip unchanged figure and table >>>
Table 4.2-2: Uplink-downlink configurations.

	Uplink-downlink 

configuration
	Downlink-to-Uplink 

Switch-point periodicity
	Subframe number

	
	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	0
	5 ms
	D
	S
	U
	U
	U
	D
	S
	U
	U
	U

	1
	5 ms
	D
	S
	U
	U
	D
	D
	S
	U
	U
	D

	2
	5 ms
	D
	S
	U
	D
	D
	D
	S
	U
	D
	D

	3
	10 ms
	D
	S
	U
	U
	U
	D
	D
	D
	D
	D

	4
	10 ms
	D
	S
	U
	U
	D
	D
	D
	D
	D
	D

	5
	10 ms
	D
	S
	U
	D
	D
	D
	D
	D
	D
	D

	6
	5 ms
	D
	S
	U
	U
	U
	D
	S
	U
	U
	D

	7
	-
	D
	D
	D
	D
	D
	D
	D
	D
	D
	D


	End of Changes


A.2
TS 36.331 section 6.2.2, 6.3.1 and 6.3.2:
	The First Change


–
SystemInformationBlockType1
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

SystemInformationBlockType1 message
-- ASN1START

SystemInformationBlockType1 ::=

SEQUENCE {


cellAccessRelatedInfo



SEQUENCE {



plmn-IdentityList




PLMN-IdentityList,



trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFreqReselection



ENUMERATED {allowed, notAllowed},



csg-Indication





BOOLEAN,



csg-Identity





CSG-Identity


OPTIONAL
-- Need OR


},


cellSelectionInfo




SEQUENCE {



q-RxLevMin






Q-RxLevMin,



q-RxLevMinOffset




INTEGER (1..8)


OPTIONAL
-- Need OP


},


p-Max







P-Max





OPTIONAL,


-- Need OP


freqBandIndicator




FreqBandIndicator,


schedulingInfoList




SchedulingInfoList,


tdd-Config






TDD-Config




OPTIONAL,
-- Cond TDD


si-WindowLength





ENUMERATED {












ms1, ms2, ms5, ms10, ms15, ms20,












ms40},


systemInfoValueTag




INTEGER (0..31),


nonCriticalExtension



SystemInformationBlockType1-v890-IEs
OPTIONAL
-- Need OP

}

SystemInformationBlockType1-v890-IEs::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING SystemInformationBlockType1-v8h0-IEs)


OPTIONAL,
-- Need OP


nonCriticalExtension



SystemInformationBlockType1-v920-IEs
OPTIONAL
-- Need OP

}

-- Late non critical extensions

SystemInformationBlockType1-v8h0-IEs ::=
SEQUENCE {


multiBandInfoList




MultiBandInfoList

OPTIONAL,
-- Need OR


nonCriticalExtension



SystemInformationBlockType1-v9e0-IEs
OPTIONAL
-- Need OP

}

SystemInformationBlockType1-v9e0-IEs ::= SEQUENCE {


freqBandIndicator-v9e0



FreqBandIndicator-v9e0

OPTIONAL,
-- Cond FBI-max


multiBandInfoList-v9e0



MultiBandInfoList-v9e0

OPTIONAL,
-- Cond mFBI-max


nonCriticalExtension



SEQUENCE {}




OPTIONAL
-- Need OP

}

-- Regular non critical extensions

SystemInformationBlockType1-v920-IEs ::=
SEQUENCE {


ims-EmergencySupport-r9



ENUMERATED {true}


OPTIONAL,
-- Need OR


cellSelectionInfo-v920



CellSelectionInfo-v920

OPTIONAL,
-- Cond RSRQ


nonCriticalExtension



SystemInformationBlockType1-v1130-IEs
OPTIONAL
-- Need OP

}

SystemInformationBlockType1-v1130-IEs ::=
SEQUENCE {


tdd-Config-v1130



TDD-Config-v1130


OPTIONAL,
-- Cond TDD-OR


cellSelectionInfo-v1130


CellSelectionInfo-v1130

OPTIONAL,
-- Cond WB-RSRQ


nonCriticalExtension


SystemInformationBlockType1-v12xy-IEs




OPTIONAL
-- Need OP

}

SystemInformationBlockType1-v12xy-IEs ::=
SEQUENCE {


tdd-Config-v12xy



TDD-Config-v12xy


OPTIONAL,
-- Cond TDD-OR


nonCriticalExtension


SEQUENCE {}




OPTIONAL
-- Need OP

}
PLMN-IdentityList ::=




SEQUENCE (SIZE (1..maxPLMN-r11)) OF PLMN-IdentityInfo

PLMN-IdentityInfo ::=




SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}

SchedulingInfoList ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo

SchedulingInfo ::=
SEQUENCE {


si-Periodicity





ENUMERATED {












rf8, rf16, rf32, rf64, rf128, rf256, rf512},


sib-MappingInfo





SIB-MappingInfo

}

SIB-MappingInfo ::= SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type

SIB-Type ::=





ENUMERATED {











sibType3, sibType4, sibType5, sibType6,











sibType7, sibType8, sibType9, sibType10,











sibType11, sibType12-v920, sibType13-v920,











sibType14-v1130, sibType15-v1130,











sibType16-v1130, spare2, spare1, ...}

CellSelectionInfo-v920 ::=


SEQUENCE {


q-QualMin-r9





Q-QualMin-r9,


q-QualMinOffset-r9




INTEGER (1..8)





OPTIONAL
-- Need OP

}

CellSelectionInfo-v1130 ::=


SEQUENCE {


q-QualMinWB-r11





Q-QualMin-r9

}

-- ASN1STOP

	SystemInformationBlockType1 field descriptions

	cellBarred

barred means the cell is barred, as defined in TS 36.304 [4].

	cellReservedForOperatorUse

As defined in TS 36.304 [4].

	csg-Identity

Identity of the Closed Subscriber Group the cell belongs to.

	csg-Indication

If set to TRUE the UE is only allowed to access the cell if it is a CSG member cell, if selected during manual CSG selection or to obtain limited service, see TS 36.304 [4].

	ims-EmergencySupport

Indicates whether the cell supports IMS emergency bearer services for UEs in limited service mode. If absent, IMS emergency call is not supported by the network in the cell for UEs in limited service mode.

	intraFreqReselection

Used to control cell reselection to intra-frequency cells when the highest ranked cell is barred, or treated as barred by the UE, as specified in TS 36.304 [4].

	multiBandInfoList

A list of additional frequency band indicators, as defined in TS 36.101 [42, table 5.5-1] that the cell belongs to. If the UE supports the frequency band in the freqBandIndicator IE it shall apply that frequency band. Otherwise, the UE shall apply the first listed band which it supports in the multiBandInfoList IE. If E-UTRAN includes multiBandInfoList-v9e0 it includes the same number of entries, and listed in the same order, as in multiBandInfoList (i.e. without suffix).

	plmn-IdentityList

List of PLMN identities. The first listed PLMN-Identity is the primary PLMN.

	p-Max

Value applicable for the cell. If absent the UE applies the maximum power according to the UE capability.

	q-QualMin

Parameter “Qqualmin” in TS 36.304 [4]. If cellSelectionInfo-v920 is not present, the UE applies the (default) value of negative infinity for Qqualmin.

	q-QualMinOffset

Parameter “Qqualminoffset” in TS 36.304 [4]. Actual value Qqualminoffset = IE value [dB]. If cellSelectionInfo-v920 is not present or the field is not present, the UE applies the (default) value of 0 dB for Qqualminoffset. Affects the minimum required quality level in the cell.

	q-QualMinWB

If this field is present, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16] and apply the value of this field for the parameter “Qqualmin” in TS 36.304 [4]. Otherwise, the UE applies the value of q-Qualmin instead.

	q-RxLevMinOffset

Parameter Qrxlevminoffset in TS 36.304 [4]. Actual value Qrxlevminoffset = IE value * 2 [dB]. If absent, the UE applies the (default) value of 0 dB for Qrxlevminoffset. Affects the minimum required Rx level in the cell.

	sib-MappingInfo

List of the SIBs mapped to this SystemInformation message.There is no mapping information of SIB2; it is always present in the first SystemInformation message listed in the schedulingInfoList list.

	si-Periodicity

Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on.

	si-WindowLength

Common SI scheduling window for all SIs. Unit in milliseconds, where ms1 denotes 1 millisecond, ms2 denotes 2 milliseconds and so on.

	systemInfoValueTag

Common for all SIBs other than MIB, SIB1, SIB10, SIB11, SIB12 and SIB14. Change of MIB and SIB1 is detected by acquisition of the corresponding message.

	trackingAreaCode

A trackingAreaCode that is common for all the PLMNs listed.


	Conditional presence
	Explanation

	FBI-max
	The field is mandatory present if freqBandIndicator (i.e. without suffix) is set to maxFBI. Otherwise the field is not present.

	mFBI-max
	The field is mandatory present if one or more entries in multiBandInfoList (i.e. without suffix, introduced in -v8h0) is set to maxFBI. Otherwise the field is not present.

	RSRQ
	The field is mandatory present if SIB3 is being broadcast and threshServingLowQ is present in SIB3; otherwise optionally present, Need OP.

	TDD
	This field is mandatory present for TDD; it is not present for FDD and the UE shall delete any existing value for this field.

	TDD-OR
	The field is optional present for TDD, need OR; it is not present for FDD.

	WB-RSRQ
	The field is optionally present, need OP if the measurement bandwidth indicated by allowedMeasBandwidth in systemInformationBlockType3 is 50 resource blocks or larger; otherwise it is not present.


	The Next Change


–
RadioResourceConfigCommon
The IE RadioResourceConfigCommonSIB and IE RadioResourceConfigCommon are used to specify common radio resource configurations in the system information and in the mobility control information, respectively, e.g., the random access parameters and the static physical layer parameters.

RadioResourceConfigCommon information element
-- ASN1START

RadioResourceConfigCommonSIB ::=
SEQUENCE {


rach-ConfigCommon




RACH-ConfigCommon,


bcch-Config 





BCCH-Config,


pcch-Config 





PCCH-Config,


prach-Config





PRACH-ConfigSIB,


pdsch-ConfigCommon




PDSCH-ConfigCommon,


pusch-ConfigCommon




PUSCH-ConfigCommon,


pucch-ConfigCommon




PUCCH-ConfigCommon,


soundingRS-UL-ConfigCommon


SoundingRS-UL-ConfigCommon,


uplinkPowerControlCommon


UplinkPowerControlCommon,


ul-CyclicPrefixLength



UL-CyclicPrefixLength,


...,


[[
uplinkPowerControlCommon-v1020
UplinkPowerControlCommon-v1020

OPTIONAL
-- Need OR


]]

}

RadioResourceConfigCommon ::=

SEQUENCE {


rach-ConfigCommon




RACH-ConfigCommon




OPTIONAL,
-- Need ON


prach-Config





PRACH-Config,


pdsch-ConfigCommon




PDSCH-ConfigCommon




OPTIONAL,
-- Need ON


pusch-ConfigCommon




PUSCH-ConfigCommon,


phich-Config





PHICH-Config





OPTIONAL,
-- Need ON


pucch-ConfigCommon




PUCCH-ConfigCommon




OPTIONAL,
-- Need ON


soundingRS-UL-ConfigCommon


SoundingRS-UL-ConfigCommon


OPTIONAL,
-- Need ON


uplinkPowerControlCommon


UplinkPowerControlCommon


OPTIONAL,
-- Need ON


antennaInfoCommon




AntennaInfoCommon


OPTIONAL,
-- Need ON


p-Max







P-Max







OPTIONAL,
-- Need OP


tdd-Config






TDD-Config






OPTIONAL,
-- Cond TDD


ul-CyclicPrefixLength



UL-CyclicPrefixLength,


...,


[[
uplinkPowerControlCommon-v1020
UplinkPowerControlCommon-v1020

OPTIONAL
-- Need ON


]],


[[
tdd-Config-v1130



TDD-Config-v1130



OPTIONAL
-- Cond TDD3


]]

}

RadioResourceConfigCommonSCell-r10 ::=
SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration-r10




SEQUENCE {



-- 1: Cell characteristics



dl-Bandwidth-r10





ENUMERATED {n6, n15, n25, n50, n75, n100},



-- 2: Physical configuration, general



antennaInfoCommon-r10




AntennaInfoCommon,



mbsfn-SubframeConfigList-r10


MBSFN-SubframeConfigList
OPTIONAL,
-- Need OR



-- 3: Physical configuration, control



phich-Config-r10





PHICH-Config,



-- 4: Physical configuration, physical channels



pdsch-ConfigCommon-r10




PDSCH-ConfigCommon,



tdd-Config-r10






TDD-Config




OPTIONAL
-- Cond TDDSCell


},


-- UL configuration


ul-Configuration-r10





SEQUENCE {



ul-FreqInfo-r10





SEQUENCE {




ul-CarrierFreq-r10




ARFCN-ValueEUTRA


OPTIONAL,
-- Need OP




ul-Bandwidth-r10




ENUMERATED {n6, n15,














n25, n50, n75, n100}
OPTIONAL,
-- Need OP




additionalSpectrumEmissionSCell-r10

AdditionalSpectrumEmission



},



p-Max-r10






P-Max





OPTIONAL,
-- Need OP



uplinkPowerControlCommonSCell-r10

UplinkPowerControlCommonSCell-r10,



-- A special version of IE UplinkPowerControlCommon may be introduced



-- 3: Physical configuration, control



soundingRS-UL-ConfigCommon-r10

SoundingRS-UL-ConfigCommon,



ul-CyclicPrefixLength-r10


UL-CyclicPrefixLength,



-- 4: Physical configuration, physical channels



prach-ConfigSCell-r10




PRACH-ConfigSCell-r10

OPTIONAL,
-- Cond TDD-OR-NoR11



pusch-ConfigCommon-r10



PUSCH-ConfigCommon


}
















OPTIONAL,
-- Need OR


...,


[[
ul-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0


OPTIONAL
-- Need OP


]],


[[
rach-ConfigCommonSCell-r11


RACH-ConfigCommonSCell-r11

OPTIONAL,
-- Cond UL



prach-ConfigSCell-r11



PRACH-Config




OPTIONAL,
-- Cond UL



tdd-Config-v1130




TDD-Config-v1130


OPTIONAL,
-- Cond TDD2



uplinkPowerControlCommonSCell-v1130









UplinkPowerControlCommonSCell-v1130
OPTIONAL
-- Cond UL


]],

[[
tdd-Config-v12xy




TDD-Config-v12xy


OPTIONAL
-- Cond TDD2

]]
}

BCCH-Config ::=





SEQUENCE {


modificationPeriodCoeff



ENUMERATED {n2, n4, n8, n16}

}

PCCH-Config ::=





SEQUENCE {


defaultPagingCycle




ENUMERATED {












rf32, rf64, rf128, rf256},


nB








ENUMERATED {












fourT, twoT, oneT, halfT, quarterT, oneEighthT,












oneSixteenthT, oneThirtySecondT}

}

UL-CyclicPrefixLength ::=


ENUMERATED {len1, len2}

-- ASN1STOP

	RadioResourceConfigCommon field descriptions

	additionalSpectrumEmissionSCell

The UE requirements related to IE AdditionalSpectrumEmissionSCell are defined in TS 36.101 [42].

	defaultPagingCycle

Default paging cycle, used to derive ‘T’ in TS 36.304 [4]. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	modificationPeriodCoeff

Actual modification period, expressed in number of radio frames= modificationPeriodCoeff * defaultPagingCycle. n2 corresponds to value 2, n4 corresponds to value 4, n8 corresponds to value 8 and n16 corresponds to value 16.

	nB

Parameter: nB is used as one of parameters to derive the Paging Frame and Paging Occasion according to TS 36.304 [4]. Value in multiples of 'T' as defined in TS 36.304 [4]. A value of fourT corresponds to 4 * T, a value of twoT corresponds to 2 * T and so on.

	p-Max

Pmax to be used in the target cell. If absent the UE applies the maximum power according to the UE capability.

	ul-Bandwidth

Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42, table 5.6-1]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	ul-CarrierFreq

For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1] applies.

For TDD: This parameter is absent and it is equal to the downlink frequency.

	UL-CyclicPrefixLength

Parameter: Uplink cyclic prefix length see 36.211 [21, 5.2.1] where len1 corresponds to normal cyclic prefix and len2 corresponds to extended cyclic prefix.


	Conditional presence
	Explanation

	TDD
	The field is optional for TDD, Need ON; it is not present for FDD and the UE shall delete any existing value for this field.

	TDD2
	If tdd-Config or tdd-Config-r10 is present, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD3
	If tdd-Config or tdd-Config-r10 is present, the field is optional, Need OR. Otherwise the field is not present.

	TDD-OR-NoR11
	If prach-ConfigSCell-r11 is absent, the field is optional for TDD, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDDSCell
	This field is mandatory present for TDD; it is not present for FDD and the UE shall delete any existing value for this field.

	UL
	If the SCell is part of the STAG and if ul-Configuration is included, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.


	The Next Change


–
TDD-Config

The IE TDD-Config is used to specify the TDD specific physical channel configuration.
TDD-Config information element
-- ASN1START

TDD-Config ::=





SEQUENCE {


subframeAssignment




ENUMERATED {












sa0, sa1, sa2, sa3, sa4, sa5, sa6},


specialSubframePatterns



ENUMERATED {












ssp0, ssp1, ssp2, ssp3, ssp4,ssp5, ssp6, ssp7,












ssp8}

}

TDD-Config-v1130 ::=



SEQUENCE {


specialSubframePatterns-v1130

ENUMERATED {ssp7,ssp9}

}

TDD-Config-v12xy ::=



SEQUENCE {


subframeAssignment-v12xy

ENUMERATED {sa7}

}
-- ASN1STOP

	TDD-Config field descriptions

	specialSubframePatterns

Indicates Configuration as in TS 36.211 [21, table 4.2-1] where ssp0 points to Configuration 0, ssp1 to Configuration 1 etc. Value ssp7 points to Configuration 7 for extended cyclic prefix and value ssp9 points to Configuration 9 for normal cyclic prefix. E-UTRAN signals ssp7 only when setting specialSubframePatterns (without suffix i.e. the version defined in REL-8) to ssp4. E-UTRAN signals value ssp9 only when setting specialSubframePatterns (without suffix) to ssp5. If specialSubframePatterns-v1130 is present, the UE shall ignore specialSubframePatterns (without suffix).

	subframeAssignment

Indicates DL/UL subframe configuration where sa0 point to Configuration 0, sa1 to Configuration 1 etc. as specified in TS 36.211 [21, table 4.2-2]. E-UTRAN configures the same value for serving cells residing on same frequency band. If subframeAssignment-v12xy is present, the UE shall ignore subframeAssignment (without suffix).


	End of Changes
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