Page 1



3GPP TSG-RAN WG5 Meeting #61 
(
 R5-135013
San Francisco, CA, U.S.A, 11th – 15th November 2013
	CR-Form-v10

	CHANGE REQUEST

	

	(

	36.508
	CR
	0481
	(

rev
	-
	(

Current version:
	11.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Corrections to procedures for State 3A-RF

	
	

	Source to WG:
(

	Rohde & Schwarz

	Source to TSG:
(

	RAN5

	
	

	Work item code:
(

	TEI8_Test
	
	Date: (

	2013-11-15

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(
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The solution of this issue can be achieved by configuring the Test loop A after State 3A-RF as follows:
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The achieved new state can be used as an alternative to State 3A-RF to avoid uncotrollable transmission of uplink U-plane data.
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< Unchanged sections omitted >

5.2A
Generic RF procedures

Editor’s note: The UE test state used for testing is specified in the individual test cases in the corresponding test specification TS 36.521-1 [21] or TS 36.521-3 [34].

This clause describes UE test states which can be used in the initial condition of many test cases defined in TS 36.521-1 [21] and TS 36.521-3 [34].

5.2A.1
UE RF test states

Table 5.2A.1-1: The E-UTRAN UE states

	
	RRC
	ECM
	EMM
	ESM
	UE Test Mode

	State 3A-RF
	Generic Default RB Established, UE Test Mode Activated
	RRC_CONNECTED

1 data radio bearer configured
	ECM-CONNECTED
	EMM-REGISTERED
	1 default EPS bearer context active
	Active


5.2A.2
Generic Default Radio Bearer Establishment, UE Test Mode Activated (State 3A-RF)
Editor’s note:

· In tests refering to test mode State 3A-RF, in order to avoid any uncontrollable transmission of uplink U-plane data, test mode State 4A-RF (specified in 5.2A.3) may be used and configured instead.
5.2A.2.1
Initial conditions

System Simulator:

-
1 cell, default parameters.

-
The procedure shall be performed under ideal radio conditions as defined in clause 5

User Equipment:

-
The Test USIM shall be inserted.

5.2A.2.2
Definition of system information messages

The default system information messages are used.

5.2A.2.3
Procedure

Table 5.2A.2.3-1: UE registration with default EPS bearer establishment and test mode activation procedures

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1 to 18
	Same procedure for steps 1 to 18 as specified in the procedure in clause 4.5.2A.3
	-
	-


5.2A.2.4
Specific message contents

All specific message contents shall be referred to clause 4.5.2A.4, with the exceptions below.

Table 5.2A.2.4-1: ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
(Step 16 in Table 4.5.2A.3-1)

	Derivation Path: Table 4.7.3-6

	Information Element
	Value/remark
	Comment
	Condition

	PDN address
	
	
	

	  Length of PDN address contents
	5 octets
	
	

	  PDN type value
	‘001’B
	IPv4
	

	  PDN address information
	IPv4 address
	The SS provides a valid IPv4 address
	

	ESM cause
	IF "PDN type" IE in step 4 is 'IPv4v6' THEN '00110010'B ELSE Not present
	"PDN type IPv4 only allowed"
	


5.2A.3
 Loopback Activation without looped data (State 4A-RF)
Editor’s note:

· Test mode State 4A-RF is used and configured as an alternative to test mode State 3A-RF, to avoid any uncontrollable transmission of uplink U-plane data.
5.2A.3.1
Initial conditions

System Simulator:

-
1 cell, default parameters.

-
The procedure shall be performed under ideal radio conditions as defined in clause 5

User Equipment:

-
The UE shall be in Generic RB Establishment state, UE Test Mode Activated (State 3A-RF).

5.2A.3.2
Definition of system information messages

The default system information messages are used.

5.2A.3.3
Procedure

Table 5.2A.3.3-1: UE registration with default EPS bearer establishment and test mode activation procedures

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The SS transmits a CLOSE UE TEST LOOP message to enter the UE test loop mode.
	<--
	RRC: DLInformationTransfer
TC: CLOSE UE TEST LOOP

	2
	The UE transmits a CLOSE UE TEST LOOP COMPLETE message to confirm that loopback entities for the radio bearer(s) have been created and loop back is activated.
	-->
	RRC: ULInformationTransfer

TC: CLOSE UE TEST LOOP COMPLETE


5.2A.3.4
Specific message contents

All specific message contents shall be referred to clause 4.5.4.4, with the exceptions below.

Table 5.2A.3.4-1: CLOSE UE TEST LOOP (in the preamble)
(Step 1 in Table 5.2A.3.3-1)
	Derivation Path: 36.509 clause 6.1

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	1 1 1 1
	
	

	Skip indicator
	0 0 0 0
	
	

	Message type
	1 0 0 0 0 0 0 0
	
	

	UE test loop mode
	0 0 0 0 0 0 0 0
	UE test loop mode A
	

	UE test loop mode A LB setup
	
	
	

	  Length of UE test loop mode A LB setup list in bytes
	0 0 0 0 0 0 1 1
	Length of one LB setup DRB (3 bytes)
	

	  LB setup DRB
	0 0 0 0 0 0 0 0,

0 0 0 0 0 0 0 0,

0 0 0 Q4 Q3 Q2 Q1 Q0
	UL PDCP SDU size = 0 bits (0 bytes)

Q4..Q0 = Data Radio Bearer identity number for the default radio bearer. See 36.509 clause 6.1
	

	UE test loop mode B LB setup
	Not present
	
	

	UE test loop mode B LB setup
	Not present
	
	


< Unchanged sections omitted >

7.2A.3
Generic Default Radio Bearer Establishment, UE Test Mode Activated (State 3A-RF)

As described in clause 5.2A.2.
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