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<Start of modified section>

6.1.3.3
Default Assistance Data for TS 37.571-2 subclause 7

This subclause defines the GNSS assistance data elements which shall be provided to the UE in certain tests in TS 37.571-2 [7] subclause 7 in the LPP Provide Assistance Data messages in the absence of a corresponding LPP Request Assistance Data message. The GNSS assistance data provided depends on the mode being used in the test case, the assistance data supported by the UE and the GNSS(s) supported by the UE. GNSS assistance data IEs not supported by the UE shall not be sent. GNSS assistance data IEs supported by the UE but not listed below shall not be sent.

Table 6.1.3.3-1: Default GNSS assistance data to be provided to the UE

	GNSS Assistance Data IE supported by UE
	Mode used in test case

	
	UE-based
	UE-assisted.

GNSS-Acquisition Assistance supported by UE
	UE-assisted.

GNSS-Acquisition Assistance not supported by UE

	GNSS-Reference Time
	Yes
	Yes
	Yes

	GNSS-ReferenceLocation
	Yes
	No
	Yes

	GNSS-IonosphericModel
	Yes
	No
	No

	GNSS-TimeModelList
	Yes for sub-test 4
	No
	Yes for sub-test 4

	GNSS-NavigationModel
	Yes
	No
	Yes

	GNSS-AcquisitionAssistance
	No
	Yes
	No

	GNSS-Almanac
	No
	No
	Yes

	GNSS-UTC-Model
	Yes for sub-test 4
	Yes for sub-test 4
	Yes for sub-test 4

	GNSS-AuxiliaryInformation
	Yes for sub-tests 2, 4. Note.
	Yes for sub-tests 2, 4. Note.
	Yes for sub-tests 2, 4. Note.

	Note: Also if UE supports multiple signals per GNSS


6.1.3.4
Assistance Data values for TS 37.571-2 subclause 7

Where assistance data is required on a per-satellite basis, or where the values of the data also varies with time it is specified in comma-separated-variable files in the GNSS data zip file specified in Annex B. These files specify the values to be used for each satellite, indexed by satellite SV ID, and, where applicable, the values to be used indexed by both time and satellite SV ID.

Assistance data that is marked as “time varying” and the gnss-TimeOfDay field are only specified and used in 1 second increments. Interpolation between these values shall not be used.

The accuracy of the gnss-TimeOfDay and assistance data that is marked as “time varying” in the provided assistance data shall be within +/- 2 s relative to the GNSS time in the system simulator.

Assistance data Information Elements and fields that are not specified shall not be used. 

The information elements detailed below are fully defined in 3GPP TS 36.355 [8]

GNSS REFERENCE TIME:

<Omitted sections inbetween>

GNSS NAVIGATION MODEL:

GNSS-NavigationModel: sub-test 1

	Information Element
	Units
	Value/remark

	   nonBroadcastFlag
	
	0

	   gnss-SatelliteList
	
	(SIZE) 6


GNSS-NavModelSatelliteElement: sub-test 1

	Information Element
	Units
	Value/remark

	      svID
	
	PRNs: 1, 11, 17, 20, 23, 28

	      svHealth
	
	0

	      iod
	
	0

	      gnss-ClockModel
	
	

	         nav-ClockModel
	
	

	           navToc
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navaf2
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navaf1
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navaf0
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navTgd
	
	See file: Sig GNSS Navigation Model subtest1.csv

	      gnss-OrbitModel
	
	

	         nav-KeplerianSet
	
	

	           navURA 
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navFitFlag 
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navToe 
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navOmega
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navDeltaN
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navM0
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navOmegaADot
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navE
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navIDot
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navAPowerHalf
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navI0
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navOmegaA0
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navCrs
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navCis
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navCus
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navCrc
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navCic
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           navCuc
	
	See file: Sig GNSS Navigation Model subtest1.csv

	           addNAVparam
	
	

	             ephemCodeOnL2
	
	See file: Sig GNSS Navigation Model subtest1.csv

	             ephemL2Pflag
	
	See file: Sig GNSS Navigation Model subtest1.csv

	               reserved1
	
	See file: Sig GNSS Navigation Model subtest1.csv

	               reserved2
	
	See file: Sig GNSS Navigation Model subtest1.csv

	               reserved3
	
	See file: Sig GNSS Navigation Model subtest1.csv

	               reserved4
	
	See file: Sig GNSS Navigation Model subtest1.csv

	             ephemAODA
	
	See file: Sig GNSS Navigation Model subtest1.csv


GNSS-NavigationModel: sub-test 2

	Information Element
	Units
	Value/remark

	   nonBroadcastFlag
	
	0

	   gnss-SatelliteList
	
	(SIZE) 6


<End of modified section>

<Start of modified section>

6.2.7.4
Contents of Information elements for A-GNSS Minimum performance testing in TS 37.571-1 subclause 7

GNSS REFERENCE TIME:
<Omitted sections inbetween>
GNSS NAVIGATION MODEL:

GNSS-NavigationModel: sub-test 1

	Information Element
	Units
	Value/remark GNSS #1
	Value/remark GNSS #2
	Value/remark GNSS #5

	   nonBroadcastFlag
	
	0
	0
	0

	   gnss-SatelliteList
	
	(SIZE) 9
	(SIZE) 9
	(SIZE) 9


GNSS-NavModelSatelliteElement: sub-test 1

	Information Element
	Units
	Value/remark GNSS #1
	Value/remark GNSS #2
	Value/remark GNSS #5

	      svID
	
	PRNs: 1, 4, 11, 17, 19, 20, 23, 28, 32
	PRNs: 1, 7, 8, 11, 15, 17, 26, 27, 28
	PRNs: 1, 7, 8, 11, 15, 17, 26, 27, 28

	      svHealth
	
	0
	0
	0

	      iod
	
	0
	0
	0


GNSS-NavModelSatelliteElement: sub-test 1
	Information Element
	Units
	Value/remark GNSS All

	      gnss-ClockModel
	
	

	         nav-ClockModel
	
	

	           navToc
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navaf2
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navaf1
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navaf0
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navTgd
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	      gnss-OrbitModel
	
	

	         nav-KeplerianSet
	
	

	           navURA 
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navFitFlag 
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navToe 
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navOmega
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navDeltaN
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navM0
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navOmegaADot
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navE
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navIDot
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navAPowerHalf
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navI0
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navOmegaA0
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navCrs
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navCis
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navCus
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navCrc
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navCic
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           navCuc
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	           addNAVparam
	
	

	             ephemCodeOnL2
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	             ephemL2Pflag
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	               reserved1
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	               reserved2
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	               reserved3
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	               reserved4
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv

	             ephemAODA
	
	See file: Perf GNSS Navigation Model subtest1 XX.csv


GNSS-NavigationModel: sub-test 2

	Information Element
	Units
	Value/remark GNSS #1
	Value/remark GNSS #2
	Value/remark GNSS #5

	   nonBroadcastFlag
	
	0
	0
	0

	   gnss-SatelliteList
	
	(SIZE) 8
	(SIZE) 9
	(SIZE) 9


<Omitted sections inbetween>

GNSS-NavModelSatelliteElement: sub-test 5
	Information Element
	Units
	Value/remark GNSS All

	      gnss-ClockModel
	
	

	         nav-ClockModel
	
	

	           navToc
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navaf2
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navaf1
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navaf0
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navTgd
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	      gnss-OrbitModel
	
	

	         nav-KeplerianSet
	
	

	           navURA 
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navFitFlag 
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navToe 
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navOmega
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navDeltaN
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navM0
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navOmegaADot
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navE
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navIDot
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navAPowerHalf
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navI0
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navOmegaA0
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navCrs
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navCis
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navCus
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navCrc
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navCic
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           navCuc
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	           addNAVparam
	
	

	             ephemCodeOnL2
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	             ephemL2Pflag
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	               reserved1
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	               reserved2
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	               reserved3
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	               reserved4
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv

	             ephemAODA
	
	See file: Perf GNSS Navigation Model subtest5 XX.csv


GNSS ACQUISITION ASSISTANCE:

<End of modified section>

