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	 Following implementation of TTCN CR R5s130722 & associated MCC comments, when the test case 9.2.3.2.3 runs in voice centric mode (for path 20bx), TTCN for EUTRA PTC is sending authentication parameters after the 2 sec timers starts for Detach request.

For cases when the UE is not sending Detach Request on EUTRAN, on expiry of this timer EUTRA PTC are again sending authentication parameters, which will not be expected at UTRAN / GERAN PTC at this point.
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1.1 Change 1

	Testcase name
	9.2.3.2.3

	Function Name
	fl_TC_9_2_3_2_3_Body_Loop

	Reason for change
	Following implementation of TTCN CR R5s130722 & associated MCC comments, when the test case 9.2.3.2.3 runs in voice centric mode (for path 20bx), TTCN for EUTRA PTC is sending authentication parameters after the 2 sec timers starts for Detach request.

For cases when the UE is not sending Detach Request on EUTRAN, on expiry of this timer EUTRA PTC are again sending authentication parameters, which will not be expected at UTRAN / GERAN PTC at this point.

	Summary of change
	Remove sending of authentication parameters on expiry of the 2s timer.

	Source of change
	NAS_TrackingArea_UG.ttcn


Before:
	  function fl_TC_9_2_3_2_3_Body_Loop(template (omit) EMM_Cause p_EMMCause) runs on EUTRA_PTC

  {

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_Guti2_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var NAS_MSG_Indication_Type v_NasInd;

    var integer i;
…..

…..

//@siclog "Step 20b1 - 20b16 Void" siclog@

    else{ // @sic R5-123568 sic@

        t_Wait2.start;

        select (f_EUTRA_GetOtherRAT()) { // @sic R5s130722 sic@

          case ("UTRAN") {

           f_EUTRA_SendAuthParameters(eutra_CellB, UTRAN);

          }

          case ("GERAN") {

          f_EUTRA_SendAuthParameters(eutra_CellB, GERAN);

          }

        }

        alt {

        [] SRB.receive(car_SRB1_NasPdu_IND(eutra_CellB, // @sic R5s120702 sic@

                                        cr_NAS_Indication (tsc_SHT_IntegrityProtected_Ciphered,

                                                                  cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, ?), // @sic R5s110031 sic@

                                                                                           f_GutiParameters2MobileIdentity(omit, v_Guti2_Params),

                                                                                           cr_DetachType(?, tsc_DetachMO_EpsOnly))))) // @sic R5s12070,R5-125634 sic@

           {

             t_Wait2.stop;

             f_EUTRA_SendTriggerToOtherRAT (); // Let other RAT know Detach has been sent

             SRB.send (cas_SRB1_NasPdu_REQ ( eutra_CellB, // @sic R5s120702 sic@

                                              cs_TimingInfo_Now,

                                              cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                             cs_508_DETACH_ACCEPT)));

             select (f_EUTRA_GetOtherRAT()) { // @sic R5s130722 sic@

              case ("UTRAN") {

               f_EUTRA_SendAuthParameters(eutra_CellB, UTRAN);

              }

              case ("GERAN") {

              f_EUTRA_SendAuthParameters(eutra_CellB, GERAN);

              }

             }

             f_EUTRA_RRC_ConnectionRelease (eutra_CellB, v_RRC_TI); // @sic R5s120702 sic@

           }

        [] t_Wait2.timeout

           {

             select (f_EUTRA_GetOtherRAT()) { // @sic R5s130722 sic@

              case ("UTRAN") {

               f_EUTRA_SendAuthParameters(eutra_CellB, UTRAN);

              }

              case ("GERAN") {

              f_EUTRA_SendAuthParameters(eutra_CellB, GERAN);

              }

             }  
             f_EUTRA_RRC_ConnectionRelease (eutra_CellB, v_RRC_TI); // @sic R5s120702 sic@

           } 

        }

        // now wait until finished on other cell

        select (f_EUTRA_GetOtherRAT()) {

          case ("UTRAN") {

           f_IRAT_WaitForCoOrd_Trigger(UTRAN);

          }

          case ("GERAN") {

           f_IRAT_WaitForCoOrd_Trigger(GERAN);

          }

        }

    }

  } // function fl_TC_9_2_3_2_3_Body


After:
	  function fl_TC_9_2_3_2_3_Body_Loop(template (omit) EMM_Cause p_EMMCause) runs on EUTRA_PTC

  {

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_Guti2_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var NAS_MSG_Indication_Type v_NasInd;

    var integer i;
…..

…..

//@siclog "Step 20b1 - 20b16 Void" siclog@

    else{ // @sic R5-123568 sic@

        t_Wait2.start;

        select (f_EUTRA_GetOtherRAT()) { // @sic R5s130722 sic@

          case ("UTRAN") {

           f_EUTRA_SendAuthParameters(eutra_CellB, UTRAN);

          }

          case ("GERAN") {

          f_EUTRA_SendAuthParameters(eutra_CellB, GERAN);

          }

        }

        alt {

        [] SRB.receive(car_SRB1_NasPdu_IND(eutra_CellB, // @sic R5s120702 sic@

                                        cr_NAS_Indication (tsc_SHT_IntegrityProtected_Ciphered,

                                                                  cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, ?), // @sic R5s110031 sic@

                                                                                           f_GutiParameters2MobileIdentity(omit, v_Guti2_Params),

                                                                                           cr_DetachType(?, tsc_DetachMO_EpsOnly))))) // @sic R5s12070,R5-125634 sic@

           {

             t_Wait2.stop;

             f_EUTRA_SendTriggerToOtherRAT (); // Let other RAT know Detach has been sent

             SRB.send (cas_SRB1_NasPdu_REQ ( eutra_CellB, // @sic R5s120702 sic@

                                              cs_TimingInfo_Now,

                                              cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                             cs_508_DETACH_ACCEPT)));

             select (f_EUTRA_GetOtherRAT()) { // @sic R5s130722 sic@

              case ("UTRAN") {

               f_EUTRA_SendAuthParameters(eutra_CellB, UTRAN);

              }

              case ("GERAN") {

              f_EUTRA_SendAuthParameters(eutra_CellB, GERAN);

              }

             }

             f_EUTRA_RRC_ConnectionRelease (eutra_CellB, v_RRC_TI); // @sic R5s120702 sic@

           }

        [] t_Wait2.timeout

           {

             f_EUTRA_RRC_ConnectionRelease (eutra_CellB, v_RRC_TI); // @sic R5s120702 sic@

           } 

        }

        // now wait until finished on other cell

        select (f_EUTRA_GetOtherRAT()) {

          case ("UTRAN") {

           f_IRAT_WaitForCoOrd_Trigger(UTRAN);

          }

          case ("GERAN") {

           f_IRAT_WaitForCoOrd_Trigger(GERAN);

          }

        }

    }

  } // function fl_TC_9_2_3_2_3_Body
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