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	Title:
(

	Add Test Tolerance analyses for TS 36.521-3 Test cases 9.1.12.2 and 9.1.13.2  

	
	

	Source to WG:
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	Work item code:
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	Category:
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	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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	Reason for change:
(

	The Test cases for FDD/TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 20+20 MHz bandwidth combination are currently missing.


	
	

	Summary of change:
(

	In analysis .xls:

· Using the existing spreadsheet for 9.1.6.2+9.1.7.2, a new tab is added for test cases 9.1.12.2 and 9.1.13.2, FDD/TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 20+20 MHz bandwidth combination.The general format of the test case follows 9.1.6.2 and 9.1.7.2, which are the original test cases for the same functionality, using 10+10 MHz bandwidth combination.
In analysis .doc:

· Using the existing word document for 9.1.6.2+9.1.7.2 a new section is added covering the changes for test cases 9.1.12.2 and 9.1.13.2, FDD/TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 20+20 MHz bandwidth combination.

This way of adding the 20+20 MHz bandwidth combination variant of the test cases has been chosen because 9.1.12.2 and 9.1.13.2 are closely related to the existing 10+10 MHz bandwidth combination test cases, and maintenance will be more efficient if the related analyses are kept together.

Remove the existing zip file “9.1.6.2+9.1.7.2 TT” from TS 36.903, and replace with the zip file “9.1.6.2+9.1.7.2+9.1.12.2+9.1.13.2 TT v2”.



	
	

	Consequences if 
(

not approved:
	The analysis to derive the Test Tolerances for TS 36.521-3 Test cases 9.1.12.2 and 9.1.13.2 would not be recorded, and there would be no clear technical basis for the values used in TS 36.521-3.



	
	

	Clauses affected:
(

	The analysis zip file is updated in TR 36.903.
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	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


<< Unchanged sections omitted >>

Add the following attached .zip file to TR 36.903:

“9.1.6.2+9.1.7.2+9.1.12.2+9.1.13.2 TT v2”

Please remove the existing zip file “9.1.6.2+9.1.7.2 TT”

<< End of changes >>
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